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RETURN RECEIPT REQUESTED 
US EPA RECORDS CENTER REGION 5 

February 14, 1991 
513858 

Regional Administrator 
United States Environmental 

Protection Agency, Region 5 
ATTN: Darryl Owens 

Mail Code 5HS-11 
230 South Dearborn Street 
Chicago, Illinois 60604 

Director, Solid and Hazardous 
Waste Division 

Minnesota Pollution Control Agency 
ATTN: Site Response Section 
520 Lafayette Road North 
St. Paul, Minnesota 55155 

President 
Reilly Industries, Inc. 
1510 Market Square Center 
151 North Delaware 
Indianapolis, Indiana 46204 

RE: United States of America, et al. vs. Reilly Tar & 
Chemical Corporation, et al. 

File No. Civ. 4-80-469 

Gentlemen: 

On October 31, 1990, the City of St. Louis Park submitted a Sampling Plan for 
1991 in accordance with the requirements of Section 3.3 of the Consent Decree-
Remedial Action Plan in the referenced case. Recent Project Manager 
discussions held by the Agencies and City identified certain minor document 
revisions which, if incorporated, will improve the document. Accordingly, the 
City respectfully submits the following Sampling Plan revisions: 

Site Management Plan 

Page 4, second paragraph - The second and fifth sentences have been amended 
to include the identification of wells to be 
monitored in 1991. 

Page 4A - Added as a result of text expansion related to 
the identification of the wells noted above. 

Page 20, third paragraph - The second sentence has been amended to include 
the identification of wells to be monitored in 
1991. 

5005 Minnetonka Boulevard St. Louis Park, Minnesota 55416-2290 
Phone: 612-924-2500 Fax: 612-924-2663 
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USEPA, MPCA, Reilly 
February 14, 1991 
Page 2 

Quality Assurance Project Plan 

Page 1 - A signature line has been added for the 
Minnesota Pollution Control Agency Project 
Manager. 

Page 56, Section 11.1.3. - The spiking levels for the matrix spike 
compounds in the Low-Level analysis have been 
amended from 20 to 10 to correct a typographical 
error. 

Based on the comments offered by the Agencies' Project Leaders, the City is 
confident the minor amendments offered herein will render the Sampling Plan 
approvable. 

Sincerely, 

James N. Grube 
Director of Public Works 

JNG/ja 
enclosure 

cc: Elizabeth Thompson, Popham-Haik Law Firm (w/o enclosure) 
Bill Gregg, ENSR (w/enclosure) 
Jerry Parr, Rocky Mountain Analytical Laboratory (w/enclosure) 
Reilly File 



DIRECTIONS TO THE READER 

1. Remove pages 4 and 20 of the Site Management Plan 
and insert pages 4 and 20 (February, 1991) in their 
places. 

2. Add page 4A (February, 1991) between pages 4 (February, 
1991) and 5 of the Site Management Plan. 

3. Remove pages 1 and 56 of the Quality Assurance Project 
Plan and insert pages 1 and 56 (Revision: 1) in their 
places. 
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INTRODUCTION 

Ground water in the City of St. Louis Park, Minnesota has been found to 
contain polynuclear aromatic hydrocarbons (PAH) and phenolics as a result of 
activities at a coal-tar distillation and wood preserving plant (Site) 
operated from 1917 to 1972. Numerous previous studies have identified PAH's 
in various aquifers beneath St. Louis Park and adjacent communities. 

The United States Environmental Protection Agency (EPA), the Minnesota 
Pollution Control Agency (MPCA), the Minnesota Department of Health (MDH), the 
City of St. Louis Park (City), and Reilly Industries, Inc. (formerly Reilly 
Tar & Chemical Corporation - Reilly) have agreed to acceptable water quality 
criteria for PAH. These criteria, as incorporated into a Consent Decree, 
include the following concentration levels: 

Advisory Drinking Water 
l.gv?1 Critgri? 

0 Sum of benzo(a) 
pyrene and dibenz(a,h) y 
anthracene 3.0 ng/T* 5.6 ng/1 

0 Carcinogenic PAH 15 ng/1 28 ng/1 

0 Other PAH 175 ng/1 280 ng/1 

* or the lowest concentration that can be quantified, whichever is 
greater 

In conjunction with the implementation of remedial measures to limit the 
spread of PAH and phenolics, a granular activated carbon (GAC) treatment 
system has been installed to treat water from City wells (identified - SLP) 10 
and 15. Further provisions of a Remedial Action Plan (RAP) call for long-term 
monitoring of the influent and effluent of the GAC treatment system and the 
major aquifers underlying the region. The general objective of the monitoring 
program is to identify the distribution of PAH and/or phenolics in the ground 
water. The analytical data will be used to evaluate water quality by 
comparing the levels of PAH and/or phenolics found in the various samples with 
historical water quality data and with water quality criteria established In 
the Consent Decree-P.AP. The specific objectives of the monitoring program, 
and therefore, the Intended end use of the data vary slightly for the 
different aquifers being monitored in accordance with the Consent Decree-RAP. 
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The objective of the GAC treatment system monitoring is to assess and evaluate 
the performance of the treatment system. Analytical results for Influent and 
effluent samples will be compared to the drinking water criteria for PAH as 
established in the Consent Decree-RAP. Based on these comparisons, decisions 
will be made on: 1) system operations (e.g., when the carbon should be 
replaced), and 2) cessation of the treatment system, if desired, when 
sufficiently low concentrations of PAH in influent samples are demonstrated. 

The objective of monitoring the four existing Mt. Simon-Hinckley Aquifer 
municipal drinking water wells and any new Mt. Simon-Hlnckley Aquifer 
municipal drinking water wells Installed within one mile of well U23, and 
analyzing for PAH, is to assure the continued protection of these wells from 
PAH resulting from activities of Reilly at the Site. The analytical data will 
be used to make comparisons between the levels of PAH found In the Mt. Simon-
Hinckley Aquifer, and the drinking water criteria established In the Consent 
Decree-RAP. 

The objective of monitoring the Ironton-Galesville Aquifer source control well 
(W105) is to assess the levels of PAH in the discharge from W105 when it is 
pumping a monthly average of 25 gallons per minute. /The data will be used to ' 
compare the concentration of total PAH in the sampTeis to a cessation criterion 
of 10 micrograms per liter of total PAH established In the Consent Decree-RAP. 
In the event monitoring results Indicate the water quality has Improved to 
within cessation criterion, the City will petition the EPA and MPCA for 
authorization to discontinue the pumping of WIGS. Also, If any new Ironton-
Galesville Aquifer drinking water wells are Installed within one mile of well 
W23, then those wells will be sampled and analyzed for PAH to meet the 
objective of assuring protection of the wells from PAH resulting from the 
activities of Reilly at the Site. The analytical data will be used to compare 
the levels of PAH found in potential Ironton-Galesville Aquifer drinking water 
wells to the drinking water criteria established In the Consent Decree-RAP. . 

The objectives of monitoring the many Prairie du Chien-Jordan Aquifer wells, 
including municipal drinking wells, private or Industrial wells, and monitoring 
wells are to: 1) monitor the distribution of PAH In the aquifer, thus 
evaluating the source and gradient control systems, and 2) assure the 
continued protection of drinking water wells from PAH resulting from the 
activities of Reilly at the Site. The analytical data will be used to compare 
the levels of PAH in the Prairie du Chien-Jordan Aquifer to historical PAH 
data and to various criteria established In the Consent Decree-RAP (e.g., 
drinking water criteria for drinking water wells, and a cessation criterion of 
10 micrograms per liter of total PAH for source control well M23). Water 
level data will be used to evaluate ground water flow patterns In the Prairie 
du Chien-Jordan Aquifer. 
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The objectives of monitoring St. Peter Aquifer wells are to: 1) monitor the 
distribution of PAH in the aquifer, thus evaluating a gradient control system 
installed at W410 in 1990, and 2) assure the continued protection of drinking 
water wells from PAH resulting from the activities of Reilly at the Site. The 
analytical data will be used to compare the levels of PAH in the St. Peter 
Aquifer to historical PAH data, to drinking water cessation criteria for well 
"W410, and to drinking water criteria established in the Consent Decree-RAP. 
Water level data will be used to evaluate ground water patterns in the St. 
Peter Aquifer. 
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The objective of monitoring the Drift-Platteville Aquifer wells is to monitor 
the distribution of PAH and phenolics in the aquifer, thus evaluating the 
source and gradient control systems. However, according to Consent Decree-RAP 
Section 9.6, the frequency of sampling Drift-Platteville Aquifer wells is 
every other year and no wells except source control wells W420 and W421 and 
gradient control well W422 are scheduled to be sampled during 1991. A 
Supplemental Remedial Investigation (RI) is currently being conducted for the 
Drift-Platteville Aquifer. The Supplemental RI Work Plan includes 10 new 
wells to be installed in the Drift-Platteville Aquifer. These wells, 
identified as P307, P308, P309, P310, P311, P312, P313, W431, W432, and W433, 
are to be sampled for PAH and phenolics upon completion in accordance with the 
Work Plan. If further sampling of Drift-Platteville Aquifer monitoring wells 
is required to meet the objectives of the Supplemental RI in 1991, a sampling 
schedule will be developed independently of this Sampling Plan. The results 
of Drift-Platteville Aquifer ground water monitoring will be presented in the 
Supplemental Remedial Investigation Report. 

The Site Management Plan (Plan) outlines the scope of work to be performed in 
order to monitor the ground water in the St. Louis Park, Minnesota area in 
accordance with the Consent Decree-RAP related to the Reilly Tar & Chemical 
Corporation N.P.L. Site. Included in this Plan are: 1) the identity of wells 
to be monitored, 2) the schedule for ground water monitoring, and 3) a 
description of the procedures that will be used for sample collection, water 
level measurement, sample handling, sample analysis, and reporting. Although 
a GAC treatment system has been constructed in 1990 to treat water from well 
W23 and the Drift-Platteville Aquifer source control wells prior to its 
discharge to surface water receivers, monitoring of the effluent is not within 
the scope of work to be performed under this Plan, as the activity is not 
embodied in the Consent Decree-RAP. 
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The time period covered by this Plan is from January^, 1991, or the date of 
its acceptance and approval by the Agencies whichever is later, to December 
31, 1991. The next subsequent Sampling Plan (RAP Section 3,3) will be 
submitted by October 31, 1991 covering the 1992 calendar year. 

This Plan incorporates the requirements of RAP Sections 3.2, 3.3, 4.3, 5.1, 
6.1.4, 7:3, 8.1.3, 9.1.3, 9.2.3, 9.3.3, and 9.6. Some of the monitoring 
required under these RAP Sections has already taken place in accordance with 
previous Sampling Plans. 

("•) 
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NONITORING SCHEDULE 

The monitoring schedule outlined In this Plan Indicates the starting criteria 
and the frequencies of monitoring as outlined In the RAP to determine when the 
GAG treatment system and wells are monitored (Tables 1 and 2). In general, 
the monitoring schedule will allow economies of scale In the field and In the 
laboratory by grouping the various monitoring events described by the RAP as 
much as possible. Samples will be collected within the time periods indicated 
on Tables I and 2, and all parties will be given at least 48 hours notice In 
advance of routine sampling. 

Tables 1 and 2 summarize the GAG system ground water monitoring schedule for 
the period through December 1991, and represent the minimum monitoring program 
that is likely to occur during the year. However, additional monitoring will 
take place If treated water from the GAG treatment system or ground water from;: 
active municipal drinking water wells exceeds the di^inklng water criteria 
established In the Gonsent Decree-RAP. This addHional monitoring is 
described in Sections 4 and 12 of the RAP, and are reproduced In Appendix A of 
this Plan. 

The duration of field sampling events will depend on the number and type of 
wells to be monitored. For estimating purposes, Drift-Plattevllle Aquifer 
monitoring wells typically are monitored at a rate of 10 wells per day, St. 
Peter Aquifer monitoring wells typically monitored at a rate of 6 wells per 
day, and Prairie du Ghien Aquifer monitoring wells typically require two to 
four hours or more per well to monitor. 



TABLE 1 

SAHPLING PLAN GAC TREATMENT SYSTEM MONITORING SCHEDULE 

RAP 
Section 
4.3.1(C) 

4.3.3(C) 

Sampling 
Points 

Treated 
water (TRTD) 

Feed 
water (FEED) 

Start of 
Hon1torino 

Date of plan 
approval 

Date of plan 
approval 

Sampling 
FrMtioncY 
Quarterly 

Analvses(^) 

PAH(ppt)tc) 

Annually PAH(ppt) 

4.3.4 Treated 
water 

Date of plan 
approval 

Annually Extended PAH(ppt) 

4.3.4 Treated or 
Feed water 

Date of plan 
approval 

Annually Acid fraction 
compounds in 
EPA Test 
Method 625. 

C (a) This schedule does not include certain contingencies (e.g. 
exceedance monitoring) and, therefore, represents the minimum 
program that is likely to occur between the date this Plan is 
approved and December 31, 1991. Sections 4 and 12 of the RAP 
outline the additional monitoring that will be conducted if 
PAH criteria are exceeded. The first samples will be 
collected during the period indicated by the monitoring 
frequency following the date of the start of monitoring. The 
location of the GAC treatment system is shown in Figure 1. 

(b) Lists of parameters and methods for analysis of PAH, extended 
PAH, and acid fraction compounds in EPA Test Method 625 are 
provided in the QAPP. Field blanks will be collected and 
analyzed at a frequency of one every 10 samples or fewer. 
Treated water will be duplicated at a rate of 100%. Feed 
water duplicate samples will be collected and analyzed at a 
frequency of one per 10 samples. 

(c) ppt « parts per trillion. This signifies analysis using 
selected ion monitoring gas chromatography mass spectrometry. 
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Source of 
Mer 

Mt. Simon-
Hi nckley 
Aquifer 

Prairie 
du Chien-
Jordan 
Aquifer 

St. Peter 
Aquifer 

SAMPLING PLAN GROUND HATER NONITORING SCHEDULE 

Ironton-
Galesville 
Aquifer 

RAP 
Sfi£lifln 

5.1 

5.3.2 

6.1.4 

6.2.1 

Sampling^'') 
Points 

SLP11.SLP12. 
SLP13,SLP17 

New municipal 
wells within 
one mile of 
well W23 

Start of 
Honltprinq 

Sampling 
PregMengy 

Date of plan Annually 
approval 

7.3(A)(^) 

7.3(B)t^) 

7.3(C)t^) 

7.3(D)t^) 

New municipal 
wells within 
one mile of 
well W23 

SLP4 

At the time 
of 
installation 

Date of plan 
approval 

Annually 

AnAlYSgs(^) 

PAH(ppt)(^) 

PAH(ppt) 

Quarterly PAH(ppt) 

At the timex Annually 
of inst^ition 

W23 

SLP6,SLP7 
or SLP9,U48 

W405 or W406t^') 
E2,E13,H3, 
SLPIO or SLP15, 
SLP14,SLP16,W402 
W403,W119 

7.3(E)(^) SLP5.H6,E3, 
E15,NTK6, 
H29,W40, 
W70,W401 

Start of 
pumping 

Date of plan 
approval 

Date of plan 
approval 

Date of plan 
approval 

Quarterly 

PAH(ppt) 

PAH(ppt) 
phenolics 

Semi-annually PAH(ppb)t9^ 

Quarterly PAH(ppt) 

Semi-annually PAH(ppt} 

Date of plan 
approval 

Annually PAH(ppt) 

7.3(F) 

8.1.3(J) 

U32,SLP8, 
SLPIO,E4, 
E7 

SLP3,W24,W33, 
W122,W129,W133, 
H408,W409,W410, 
W411,W412,P116 

Date of plan 
approval 

Date of plan 
approval 

Quarterly No Chemical 
analyses^^i 

Semi-annually PAH(ppt) 



TABLE 2 (continued) 

Source of 
msL 

RAP 
SfiCMfin 

Sampling 
EgMi 

Start of 
Hon1torinq 

Sampling 
FregMoncY Analvses(<^) 

Drift- 9.1.3 
Platteville and 
Aquifer 9.2.3 

W420,W421, 
N422 

Date of plan 
approval 

Quarterly PAH(ppb) 
and 
total 
phenols 

(a) 

C (b) 

This schedule does not include certain contingencies (e.g. 
exceedance monitoring) and, therefore, represents the minimum 
program that is likely to occur between the date this Plan is 
approved and December 31, 1991. Section 12 of the RAP outlines 
the additional sampling that will be conducted if the drinking 
water criteria are exceeded in samples from water supply wells. 
The first samples will be collected during the period indicated , 
by the monitoring frequency following the date of the start of 
monitoring. Field blanks will be jcollected at a frequency of one 
for every 10 samples or fewer, and-One duplicate sample will be 
collected for every 10 samples. 

Sampling points are located on the maps shown in Figures 1 
through 5. Letter prefixes to well codes are defined as follows: 

w - 4-inch monitoring well 

p - monitoring piezometer 

SLP • - St. Louis Park supply well 

E - Edina supply well 

H - Hopkins supply well 

MTK - Kinnetonka supply well 

8 



TABLE 2 (continued) 

(c) Lists of parameters and descriptions of the methods for analysis 
of PAH, phenolics, and expanded analyses are provided in the 
QAPP. Water levels will be measured each time samples are 
collected for analysis, except for those wells which prove to be 
inaccessible for such measurements. 

(d) ppt - parts per trillion. This signifies analysis using selected 
ion monitoring gas chromatography mass spectrometry. 

(e) Water levels in W38 will be measured each time W105 is sampled. 

(f) Water level measurements will be made quarterly at these wells, 
except for those we11s which prove to be inaccessible for such 
measurements. 

(g) ppb - parts per billion. This signifies analysis by the Non-
Criteria Method. If analytical results for individual wells are 
below 20 micrograms per liter (20 ppb) using this method, then 
the Low-Level Method will be used on subsequent monitoring 
rounds. / 

(h) W405 « American Hardware Mutual, W4tl6 - Minikahda Golf Course. 

(i) Water levels only (no monitoring) will be measured at these 
wells, except for those wells which prove to be inaccessible for 
such measurements. (NOTE: W112 has been properly abandoned and 
will no longer be included in this or subsequent Plans.) 

(J) Section 8.1.3 of the Consent Decree-RAP originally specified St. 
Peter Aquifer monitoring requirements. Monitoring requirements 
for 1991 and future years are now specified in the St. Peter 
Aquifer Record of Decision (ROD). 
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Figure 2 Location of Praire du Chien-Jordan Aquifer Wells 
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Figure 3 Location of Drift-Platteville Aquifer 
Source and Gradient Control Wells 
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Reference: MGSr Miscellaneous Map Series, 
M-57, Plate 1 of 2, Bedrock Geology, 

AW 33 LOCATION AND PROJECT WELL NUMBER 

A OBSERVATION WELL COMPLETED IN ST. PETER AQUIFER 

OBSERVATION WELL COMPLETED IN BASAL ST. PETER CONFINING BED 

ST. PETER AQUIFER CONTROL WALL W410 

BEDROCK VALLEY/CONTACT WHERE UNCONSOUDATED DRIFT 
DEPOSITS OVERLIE ST. PETER SANDSTONE 

Figure 4 Existing St. Peter Aquifer Well Locations and Bedrock Valley 
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GROUND HATER SAMPLING PROCEDURES 

An important distinction is made between the sampling procedures for active 
pumping wells (e.g. municipal wells) and for non-pumping monitoring wells. 
Active pumping wells are used on a regular basis, have dedicated pumps and 
associated plumbing, and have sample taps for collecting samples. Non-pumping 
monitoring wells may be new, or may have not been pumped for several years, and 
most require pumping and associated equipment for sampling. Another 
distinction is that the active pumping wells are typically located Inside 
buildings whereas non-pumping monitoring wells are not. 

With these considerations in mind, this Plan has been developed so that the 
ground water monitoring program in each aquifer meets the requirements and 
intent of the RAP. Ground water monitoring will be conducted in accordance 
with the procedures given in the Quality Assurance Project Plan (QAPP), and 
with "Procedures for Ground Water Monitoring: Minnesota Pollution Control 
Agency Guidelines", April 1985. 

Waiter Level Meflsqrgmgnts 

Water level measurements will be made using electric tapes or weighted steel 
tapes. Water level measurements using steel tapes will be made by suspending a 
known length of tape in the well so that the bottom end of the tape is below 
the water level. The lower portion of tape will be coated with blue chalk that 
exhibits a noticeable color change when wetted. The water level measurement 
will be obtained by subtracting the length of wetted tape from the total length 
of tape suspended below the measuring point of each well. 

Using the electric tape, the probe at the end of the tape will be lowered 
slowly in the well until contact with the water is made. Because of surface 
tension, readings of the water level made when the probe enters the water will 
differ from readings made when the probe, leaves the water, thus breaking 
surface tension. To standardize these measurements, the second reading will 
always be used (i.e., the reading made when the probe leaves the water). 

Water level measurement made for the purpose of defining ground water flow 
patterns in a particular aquifer may be performed independently from ground
water sampling, as a discrete event so as not to last more than tw& days. The 
wells will be revisited for sampling, and measurements to determine the volume, 
of water in the well will be made at that time. 

14 
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Sample Collection at Active Pumpino Wells 
• 

At active pumping wells the sampling team wi11 first determine that the wells 
have actually been pumping during the period preceding sampling. This 
information may be derived from inspecting flow recorders or from interviewing 
knowledgeable persons regarding the wells (water department employees, well 
owners, etc.). The information will be documented in the field notes of the 
sampling team. 

Water level measurements will then be made, if practical. The normal operation 
of the well will not be interrupted for the purpose of measuring water levels. 
An electric tape will be used to measure water levels in pumping wells. 
Sampling will proceed by filling the required containers with water from the 
sampling tap as near to the well head as possible, and before any holding tanks 
or treatment is encountered. The only exception to this is the GAC treatment 
system monitoring under RAP Section 4.3 which includes treated water 
monitoring. 

If it can not be determined that a well has been pumping at some time during 
the 24 hour period preceding sampling, or if it Is Jorbwn the well was not 
pumping, then the well shall be purged until fieTtTMasurements of 
temperature, pH, and specific conductance have stabilized after at least three 
well volumes have been removed from the well. These measurements, water 
levels, and the amount of water pumped will be recorded in the field notes. 

Sample Collection at Honitorino Wells and Piezometers 

Because unanticipated or changed conditions may cause difficulty in the purging 
and sampling of the monitoring wells and piezometers, flexibility in the 
approach to sample retrieval is necessary. This Plan proposes that the 
sampling team be given latitude in the selection of purge/sample equipment and 
procedures necessary to compete the monitoring task. 

Table 2 specifies the monitoring of Prairie du Chien-Jordan Aquifer monitor 
well W70 which is equipped with an operable dedicated submersible pump. Well 
purging and sample retrieval tasks will be completed with the aid of the pump 
in conformance with parameter monitoring established herein. 

Monitoring wells and piezometers not equipped with dedicated submersible pumps 
will be purged using a nondedicated submersible pump, suction pump or bailer. 
During the purging of each well, temperature, pH, and specific conductance of 
the purge water will be monitored using a Hydrolab water quality monitor (or 
equivalent). Readings will be taken once per well volume. Stabilization of 
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these readings will indicate that purging is complete and sampling may 
commence. Upon completion of well purging, samples will be collected from each 
well using a stainless steel or teflon bailer and a new length of nylon or 
polyester rope. 

Samples will be collected by filling each of the appropriate sample containers 
in rapid succession, without prerinsing the containers with sample. The bottle 
will be held under the sample stream without allowing the mouth of the bottle 
to come in contact with the bailer and filled completely, and the cap securely 
tightened. All sample labels will be checked for completeness, sample custody 
forms completed and a description of the sampling event recorded in the field 
notebook. 

The discharge from purging monitoring wells will be handled in accordance with 
the Contingency Plan (Appendix B). In general, if a visible sheen can be seen 
on the water surface, the discharge will be routed to the sanitary sewer. 
Otherwise, the storm sewer or surface water discharge will be used. Non-
dedicated ground water sampling or monitoring equipi^ent that comes in contact I 
with the ground water will be decontaminated betwe^ uses, as described in the 
QAPP. 

16 
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ANALYTICAL PROCRAN 

Tables 1 and 2 show the ground water monitoring suinnary as prescribed in the 
RAP. Indicated on the tables are the analyses required. Expanded analyses 
including some priority and conventional pollutants may also be required 
according to RAP Section 9.3.3. Details of all analytical methodology can be 
found in the QAPP and it's appendices. All analyses will be performed at the 
Rocky Mountain Analytical Laboratory's (RHAL) Arvada, Colorado analytic 
facility. RMAL has agreed to provide a turnaround time of 30 working days from 
the receipt of samples to the submittal of analytical reports. The laboratory 
will notify the City of St. Louis Park if it can not meet this turnaround time. 

Ground water monitoring will include two methods of PAH analyses depending upon 
the anticipated PAH concentration levels. Low-Level (nanograms per liter or 
part per trillion) PAH analyses will be performed utilizing selected ion 
monitoring (SIN) gas chromatography mass spectrofi^iry (GC/NS). This method 
will be used to analyze samples from drinking water wells and from other wells 
for which the RAP requires drinking water criteria to be enforced (e.g., St. 
Peter Aquifer monitoring wells). This method is designed to analyze samples 
containing up to 600 nanograms per liter of an individual PAH. With dilution 
of the sample extract, the effective range of the method can be extended into 
the microgram per liter range. Specific details of this methodology can be 
found in Appendix B of the QAPP. 

Non-Criteria level (micrograms per liter or part per billion) PAH analyses, 
using the Scanning GC/MS Method, will be performed on samples from wells that 
have historically contained elevated PAH concentrations (e.g., part per million 
levels in well W23), and on wells that are not subject to the RAP's 
requirements for meeting drinking water criteria (e.g.. Drift- Platteville 
Aquifer monitoring wells). 

Two methods are required for PAH analyses because the Low-Level part per 
trillion SIM method is not appropriate for samples containing more than 
approximately 20 micrograms per liter of total PAH. Analysis of samples 
containing total PAH concentrations over 20 micrograms per liter, if performed 
with the Low-Level method, requires multiple dilutions and increases the risk . 
of cross-contamination of the samples. This decreases the reliability of the ' 
data. Not only will multiple dilutions increase the variability of 
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measurements, but critical quality control Information (e.g., surrogate 
recoveries) Is lost. Therefore, for samples containing greater than 20 
micrograms per liter of total PAH the analytical method that will be used Is 
Scanning GC/HS Method as described In the QAPP. 

The Scanning GC/NS Method analysis will be performed on one-liter samples, and 
will have detection limits of 10 micrograms per liter. For wells that are 
tested with this Non-Criteria method. If the analytical results of historical 
monitoring Indicate total PAH concentrations less than 20 micrograms per liter, 
the Low-Level method will be used to analyze samples In 1991. This procedure 
will allow an evaluation of long-term PAH concentrations around the fringe PAH 
contamination In the Drift-Plattevllle Aquifer. 

Depending on the circumstances and the actual PAH level, previous analytical 
results using the Low-Level that exceed 20,000 n^no^ams per liter of total PAH 
will Indicate a switch to the Scanning GC/MS Method for 1991 sampling rounds. 

18 



REPORTING 

The analytical reporting requirements of the Consent Decree and RAP are 
identified in Part K of the Consent Decree, and Sections 3.4, 4.3.5, 12.1.1, 
and 12.1.2 of the RAP. Park K requires Reilly to submit an annual progress 
report on March 15, 1991. This report will contain analytical reports as 
specified in Section 5.0 of the QAPP for this Plan, all water level 
measurements and chemical analyses that have not been presented in previoqs 
reports, and interpretive maps and tables, as specified in RAP Section 3.4(B} 
and (C). Also the effectiveness of the source and gradient control well 
systems in the Drift-Platteville and St. Peter Aquifers will be discussed in 
the annual report. 

The reporting requirement for each aquifer, and for the GAC treatment system, 
are described below. 

GAC Treatment System 

RAP Section 4.3.5 requires the City to submit an annual report that presents 
the results of all monitoring of the GAC treatment system. Analytical results 
for wellhead water, feed water, and treated water wi^l be included in this 
report. The report will also describe briefly tbepOperating performance of the 

_ GAC treatment system during the previous calendar year. The GAC treatment 
^ system annual reports are due each March 15th. 

Mt. Simon-Hincklev Aouifer 

The monitoring data for the Mt. Simon-Hinckley Aquifer will be included in the 
annual report. In addition to the results of all water level measurements and 
chemical analyses, the report will contain a map showing each well sampled with 
the concentrations of Other PAH, Carcinogenic PAH, and the sum of benzo(a) 
pyrene and dibenz(a,h) anthracene labelled by the location of each well in 
accordance with RAP Section 3.4(C). Since the Mt. Simon-Hinckley Aquifer wells 
are monitored on an annual basis, there will be only one sampling event to 
report. 

Ironton-Galesville Aouifer 

The monitoring data for the Ironton-Galesville Aquifer will be included in the 
annual report. Since well W105 is the only well that will be sampled in this 
aquifer and only one other well (W3R) will be used for water level 
measurements, the monitoring data will be reported in tabular form as well as 
in map form as required by RAP Section 3.4. 
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Prairie du Chien-Jordan Aquifer 

The monitoring data for the Prairie du Chien-Jordan Aquifer will be included in 
the annual report. The results of all water level measurements and chemical 
,^analyses will be included. For each of the quarterly measuring periods a water 
level contour map will be prepared with elevations labelled at each well. For 
each sampling event, a map showing each well sampled with the concentrations of 
Other PAH, Carcinogenic PAH, and the sum of benzo(a)pyrene and dibenz(a,h) 
anthracene labelled by the location of each well will be prepared in accordance 
with RAP Section 3.4(C), and a map of the area indicating the extent of PAH 
above drinking water criteria shall be provided. 

St. Peter Aouifer 

The monitoring data for the St. Peter Aquifer will be included in the annual 
report. The results of chemical analyses will be reported and a map showing 
each well sampled with the concentrations of Other PAH, Carcinogenic PAH, and 
the sum of benzo(a)pyrene and dibenz(a,h) anthracene labelled by the location 
of each well will be prepared in accordance with RAP Section 3.4.(C). 
Likewise, the results of water level measurements will be provided and a water 

j level contour map will be prepared with elevations labelled at each well in 
accordance with RAP Section 3.4.(B). In addition, a map of the area indicating 
the extent of PAH above drinking water criteria shall be provided. 

Drift-Platteville Aouifer 

The monitoring data for the Drift-Platteville Aquifer including the results of 
all water level measurements and Chemical analyses, will be presented in the 
Supplemental Remedial Investigation Report. A water level contour map will be 
prepared with elevations labelled at each of ten wells monitored (P307, P308, 
P309, P310, P3I1, P3I2, P313, W43I, W432, and W433). A map showing each well 
sampled with the concentrations of Other PAH, Carcinogenic PAH, and the sum of 
benzo(a)pyrene and dibenz(a,h)anthracene labelled by the location of each well, 
and a map with phenolics concentrations labelled by the location of each well 
will be prepared in accordance with RAP Section 3.4. The Drift-Platteville 
Aquifer monitoring data will be included in the annual report to support a 
discussion of the results with respect to the effectiveness of the source and 
gradient control well systems. 

QAPP/siteplan 
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APPENDIX A 

ADDITIONAL MONITORING REQUIREMENTS 
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Level or Drinking Water Criterion is exceeded 

during the first year of operation of the system, 

Reilly shall immediately notify the Regional 

Administrator, the Director, and the 

Commissioner, and shall undertake such additional 

Monitoring as is required by Section 4.3.2. 

(D) Routine Monitoring after two carbon changes shall 

be quarterly, unless the Regional Administrator, 

the Director, and the Commissioner determine that 

the observed service life of the carbon is too 

short to permit this frequency, in which case the 

Regional Administrator, the Director and the 

Commissioner shall notify Rtfilly of the required 

Monitoring frequency in accordance with Part G or 

B of the Consent Decree. 

4.3.2. Carbon Replacement Monitoring 

(A) If the analytical results from any treated water 

sample obtained pursuant to Section 4.3.1. exceed 

the Drinking Hater Criterion for Other PAH or 

exceed the Advisory Level for either Carcinogenic 

PAH or the sum of benzo(a)pyrene and 

dibenz(a,h)anthracene, then Reilly shall collect 

two additional treated water samples at least 2 

Days apart within one week of receiving the 

results of the exceedance sample. If the 
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analytical results from either one or both of the 

two additional samples also exceed the Drinking 

Water Criterion for Other PAH or the Advisory 

Level for either Carcinogenic PAH or the sum of 

benzo(a)pyrene and dibenz(a,h)anthracene, and 

neither of the conditions specified in (C)(1) and 

(2) below are met, then the carbon shall be 

replaced within 21 Days of receiving the 

additional sample results. 

(B) If the analytical results from any treated water 

sample obtained pursuant to Section 4.3.1. exceed 

the Advisory Level for Other then Monitoring 

of treated water shall be conducted immediately 

according to Section 12.1. If the results of any 

two samples required by Section 12.1. exceed the 

Drinking Water Criterion for Other PAH, and 

neither of the conditions specified in (C)(1) and 

(2) below are met, then the carbon shall be 

replaced within 21 Days of receiving the 

additional sample results. 

(C) If any analytical result from the additional 

samples taken as required by (A) or (B) above 

exceeds the Drinking Water Criterion for Other 

PAH, or the Advisory Level for either 

Carcinogenic PAH or the sum of benzo(a)pyrene and 

dibenz(a,h)anthracene during either 
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^ (1) within one year after the carbon treatment 

system is placed into service or 

(2) within one year after the first carbon 

change if carbon was changed in the first 

year of operation of the carbon treatment 

system, 

then Reilly shall conduct the Monitoring program 

specified in Section 4.6. Reilly shall report 

the results of the Section 4.6. Monitoring 

program to the Regional Administrator, the 

Director and the Commissioner within 7 Days of 

receiving the analytical data. If the treated 
/ 

water from the carbon treatmeti^-system is 

^ determined pursuant to Section 4.6. to exceed the 

Drinking Nater Criterion for Other PAH or the 

Advisory Levels for Carcinogenic PAH or the sum 

of benzo(a)pyrene and dibenz(a,h)anthracene, then 

Reilly shall replace the carbon within 14 Days of 

making this determination. If the treated water 

is determined pursuant to Section 4.6. to meet 

the Drinking Hater Criterion for Other PAH and 

the Advisory Levels for Carcinogenic PAH and the 

sum of benzo(a)pyrene and dibenz(a,h}anthracene, 

then normal GAC system operation and Monitoring 

in accordance with Sections 4.3.1. (B) and 
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(C) After the first month of operation. Monitoring of 

feed water shall be performed quarterly until the 

carbon has been changed twice. If the Regional. . 

Administrator, the Director and the Commissioner 

determine pursuant to Section 4.3.1.(6) that the 

GAG system is not operating properly, Reilly may, 

upon receipt of such determination, be required 

to resume biweekly Monitoring of feed water. 

(D) After two carbon changes in the GAC system, feed 

water shall be Monitored annually. 

4.3.4. Extended Monitoring 

Treated water from the GAC system sha^ be sampled and _ •• 
analyzed annually for the extended list of RAcR in Part A.2. of 

Appendix A, using gas chromatography/mass spectroscopy (GC/MS), 

or other methods approved by the Regional Administrator and the 

Director. During this extended analysis, any compounds listed 

in Part A.2. of Appendix A, or any other compounds which are 

detected with significant peak heights that are not routinely 

Monitored, shall be identified and, if possible, quantified, 

using a mass spectral library which contains extensive spectra 

of PAH compounds, such as the National Bureau of Standards mass 

spectral library. Reilly shall analyze a sample of treated or 

feed water once a year for the acid fraction compounds 

determined by EPA Test Method 625 or by other methods approved 

by the Regional Administrator and the Director. 

-23" 



12, 

CONTINGENT ACTIONS FOR MUNICIPAL 
DRINKING WATER SUPPLY WELLS 

12.1. Contingent Monitoring 

12.1.1. Exceedance of Advisory Levels 

If the analytical result of any sample taken from an 

active municipal drinking water well under the Monitoring 

requirements of Sections 3., 4.3., 5.1., 6.2.1., 7.3., or 6.4. 

above exceeds an Advisory Level, Reilly shall take another 

sample within seven Days of receiving the analytical results 

and analyze this sample. If the results of the second sample 

are below all of the Advisory Levels, a third sample shall be 

taken by Reilly within seven Days of teceivipg the results of 

the second sample. If the third sample ^s-^elow all of the 

Advisory Levels, Monitoring of the affected well shall revert 

to its normal schedule. If the analytical result of the second 

or third sample exceeds an Advisory Level but is less than all. 

Drinking Water Criteria, the Regional Administrator, the 

Director, and the Commissioner shall be notified by Reilly 

immediately and subsequent samples shall be taken by Reilly 

monthly until such time as either: 

(A) three consecutive samples yield results less than 

all of the Advisory Levels, in which case the 

sampling interval shall revert to the level 

specified for the affected well in Sections 3., 

4.3., 5.1., 6.2.1., 7.3., or 8.4. above; or 
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(B) a sample yields results greater than a Drinking 

Water Criterion, in which case the requirements 

of Section 12.1.2., below, apply. 

12.1.2. Exceedance of Drinking Water Criteria 

(A) If the analytical result of any sample taken from 

an active municipal drinking water well pursuant 

to Section 12.1.1 exceeds the Drinking Water 

Criterion for Carcinogenic PAH, the sum of 

benzo(a}pyrene and diben2(a/h)anthracene, or 

Other PAH, the Regional Administrator, the 

Director and the Commissioner shall be 

immediately notified by Reilly, and another 
/ _ 

sample shall be taken by Re^^V within three Days 

^ of receiving the results of the first sample and 

analyzed. If the analytical result of the second 

sample is less than all of the Drinking Water 

Criteria but greater than any Advisory Level, a 

third sample shall be taken by Reilly within 

seven Days of receiving the results of the second 

sample and analyzed. If the results of this 

third sample are less than all of the Drinking 

Water Criteria, but greater than any Advisory 

Level, Reilly shall comply with the monthly 

sampling frequency specified in Section 12.1.1. 

above. 
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^ (B) If the analytical result of the second or third 

sample taken pursuant to Section 12.1.2.(A) above 

is greater than the Drinking Water Criterion for. 

Carcinogenic PAH, the sun of benzo(a)pyrene and 

dibenz(a,h)anthracene, or Other PAH, Reilly shall 

Monitor the well weekly until such time as 

either: (1) three consecutive samples yield 

results below all of the Drinking Water Criteria, 

in which case Monitoring of the well shall revert 

to the normal schedule (including Advisory Level 

Monitoring as specified by Section 12.1.1. above 

if applicable); or, (2) three consecutive samples 

yield results above any Driniy^g^Water Criterion, 

^ in which case Reilly shall immediately notify the 

Regional Administrator, the Director and the 

Commissioner. The Commissioner may then require 

the affected well to be taken out of service, in 

which case Reilly shall undertake the contingent 

actions specified in Section 12.2. below. 

12.1.3. Analytical Turn-around Time 

All Monitoring conducted pursuant to Section 12.1. 

shall be on a 21-Day turn-around time basis in accordance with 

Section 2.8. 
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Contingent Actions for Contaminated Hater 

It is possible that groundwater contaminated with coal tar materials will be 
encountered during the sample retrieval operations. Groundwater generated 
during sample retrieval operations will be classified as contaminated if the 
water exhibits a discernible oil sheen or oil phase. Contaminated water will 
be pumped to the sanitary sewer if it contains less than ten percent organic 
material. Estimates of flow rate, disposal volume and water quality will be 
established and the Metropolitan Waste Control Commission (MUCC) will be 
informed before the discharge to the sanitary sewer if the estimated flow 
exceeds 150 gallons per workday from any individual site. Contaminated liquids 
containing more than ten percent organic material or failing to receive MWCC 
approval for discharge will be disposed of in accordance with all applicable 
local, state and federal rules and regulations and Part T of the Consent 
Decree. Uncontaminated water will be disposed of in the storm sewer or by 
other means acceptable to the City of St. Louis Park. 

The City will be responsible for keeping the Environmental Protection Agency, 
Minnesota Pollution Control Agency and Reilly Tar & Chemical Corporation 
informed of all significant actions involving the generation of contaminated 
groundwater. All actions, decisions and commjtiff^cations by the City, 
Environmental Protection Agency, Minnesota Pollution Control Agency, and Reilly 
in dealing with contaminated soils will be in accordance with and subject to 
the provisions of Parts I, J, and 0 of the Consent Decree in the Reilly 
settlement. 
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3. PROJECT DESCRIPTION 

3.1 Background 

Ground water in the City of St. Louis Park, Minnesota has been found to 
contain polynuclear aromatic hydrocarbons (PAH) and phenolics as a result of 
activities at a coal-tar distillation and wood preserving plant (Site) 
operated from 1917 to 1972. Numerous previous studies have identified PAH's 
in various aquifers beneath St. Louis Park and adjacent communities. 
Accordingly, the site of the plant operations was placed on the National 
Priorities List and the federal and state governments sought remediation of 
environmental contamination via United States District Court Case No. Civil 
4-80-469. 

A summary of the aquifers which underly the former wood preserving plant site, 
their approximate location below the surface level^ the general use of the 
aquifers, and the relative maximum historical PAH and phenolics concentrations 
measured in each unit (as indicated by historical records and the federal 
government's Record of Decision in Case No. Civil 4-80-469) are as follows: 

AcMlfer 

Drift-
Plattevflie 

Approxlnate 

{ft,? 

0 - 90 

USS 

Private/Industrial/ 
Nonltor Mella 

Approxlnate Upper Concentration of 
Total PAH'S 

1000 ug/l offsite 10,000 ug/l offsite 

St. Peter 90 - 200 Municipal/Private 
drinking uater wella 

10 ng/l offsite 16 ug/l offsite 

Prairie du Chien- 250 - 500 Nwicipal drinking 10 ug/l offsite 10 ug/l offsite 
Jordan uater uells 

Ironton-Galesville 700 - 750 Industrial 

Mt. Simon-Ninckley 800 - 1100 Municipal drinking 
uater uells 

1.4 ug/l onsite 

16 ng/l offsite 

5 ug/l offsite 

Not detected 

More extensive information relative to the identified level of PAH's in the 
various aquifers is provided in the following reports: 

0 Annual Monitoring Reports for 1988, 1989, and 1990 
0 St. Peter Aquifer Remedial Investigation Report (March 30, 1989) 
0 Drift-Platteville Aquifer (Northern Area) Remedial Investigation 

Report (March 30, 1989) 
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The United States Environmental Protection Agency (EPA), the Minnesota 
Pollution Control Authority (MPCA), the Minnesota Department of Health (MDH), 
the City of St. Louis park (City), and Reilly Industries, Inc. (formerly 
Reilly Tar & Chemical Corporation - Reilly) have agreed to acceptable water 
quality criteria for PAH. These criteria, as incorporated into the Consent 
Decree - Remedial Action Plan (RAP), in the case referenced above include the 
following concentration levels: 

Advisory Drinking Water 
kgygl Criteria 

0 Sum of benzo(a) 
pyrene and dibenz(a,h) 
anthracene 3.0 ng/1* 5.6 ng/1 

0 Carcinogenic PAH 15 ng/1 28 ng/1 

^ 0 Other PAH 175 ng/1 280 ng/1 

*or the lowest concentration that can be quantified, 
whichever is greater 

Table 3-1 lists the nominal reporting limits for the target compounds listed 
in the Consent Decree-RAP. 

In conjunction with the implementation of remedial measures to limit the spread 
of contaminants, a granular activated carbon (GAC) treatment system has been 
installed to treat water from City wells (identified - SLP) 10 and 15. 
Further provisions of the RAP call for long term monitoring of the influent 
and effluent of the GAC treatment system and the major aquifers underlying the 
region. The general objective of the monitoring program is to identify the 
distribution of PAH and/or phenolics in the ground water and compare the 
analytical data with water quality criteria established in the Consent 
Decree-RAP. The specific objectives of the sampling and analysis program, and 
therefore, the intended end use of the data varies slightly for the different 
aquifers (Mt. Simon-Hinckley, Ironton-Galesville, Prairie du Chien-Jordan, St. 
Peter, and Drift-PIattevilie) being monitored in accordance with the Consent 
Decree-RAP. 

3.2 Objectives and Intended Data Usage 

Analytical levels for this project incorporate aspects of levels IV, and V, as 
defined by "Data Quality Objectives for Remedial Response Activities" (U.S. 
EPA, 1987). Data use categories include monitoring during implementation, 
site characterization, and risk assessment. It is the level of concern for 
low part-per-trillion concentrations of PAH that specifies a level V 
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CAS Number 

189-64-0 
189-55-9 
57-97-6 
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TABLE 3-1 
TABLE OF REPORTING LIMITS FOR TESTED PARAMETERS 

ComDOund 
Reporting Limit 

no/L (PPT) 

Di benzo(a,h)pyrene* 
Dibenzo(a,1)pyrene* 
7.12-Dlmeth Ibenz a anthracene 

Reporting Limit 
UQ/L (PPB) 

271-89-6 2,3-Benzofuran 5.1 10 
496-11-7 2,3-Dihydroindene 1.4 10 
95-13-6 IH-Indene 0.9 10 
91-20-3 Naphthalene 6.5 10 
4565-32-6 Benzo(b)thiophene 0.9 10 
91-22-5 Quinoline 1.4 10 
120-72-9 IH-Indole 2.5 10 
91-57-6 2-Methy1naphtha1ene 0.9 10 
90-12-0 1-Methylnaphthalene 1.6 10 
92-52-4 Biphenyl ^-4-3 10 
208-96-8 Acenaphthylene -^1.4 10 
83-32-9 Acenaphthene 1.3 10 
132-64-9 Dibenzofuran 1.0 10 
86-73-7 Fluorene 1.0 10 
132-65-0 Dibenzothlophene 1.1 10 
85-01-8 Phenanthrene 1.3 10 
120-12-7 Anthracene 1.1 10 
260-94-6 Acridine 2.9 10 
86-74-8 Carbazole 1.9 10 
206-44-0 Fluoranthene 1.4 10 
129-00-0 Pyrene 1.4 10 
55-55-3 Benzo(a)anthracene 2.5 10 
218-01-9 Chrysene 2.8 10 
205-99-2 6enzo(b) fluoranthene 2.5 10 
207-08-9 Benzo (k) f 1 uoranthene 2.3 10 
192-97-2 Benzo(e)pyrene 1.9 10 
50-32-8 Benzo(a)pyrene 2.3 10 
198-55-0 Perylene 2.5 10 
193-39-5 Indeno(1,2,3-cd)pyrene 2.1 10 
53-70-3 01benz(a,h)anthracene** 1.6 10 
191-24-2 Benzo(g,h,1)perylene 2.8 10 
205-82-3 Benzo(j) f 1 uoranthene*** •• 

195-19-7 Benzo(c)phenanthrene* 
215-58-7 Di benz(a,c)anthracene** 1.6 •• 

192-65-4 Oi benzo(a,e)pyrene* — 

2.a 
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TABLE 3-1 (continued) 

Reporting Limit 

C 

CAS Number Comoound na/L (PPT) 

56-49-5 3-Methylcholanthrene 3.5 
108-9a-2 Phenol MM 

95-48-7 2-Hethylphenol MM 

106-44-5 4-Methylphenol — 

95-57-8 2-Ch1orophenol — y" 

88-75-5 2-Nitropheno1 
105-67-9 2,4-Dimethylphenol 
120-83-2 2,4-Dichlorophenol — 

59-50-7 4-Chloro-3-methylphenol — 

88-06-2 2,4,6-TrichloT*ophenol — 

95-95-4 2,4,5-Trichlorophenol 
51-28-5 2,4-Dinitrophenol — 

100-02-7 4-Nitrophenol . — 

534-52-1 4,6-Di ni tro-2-methy1pheno1 — 

87-86-5 Pentachlorophenol 

Total Phenolics 

Reporting Limit 
uq/L (PPB) 

10 
10 
10 
10 
10 
10 
10 
10 
10 
50 
SO 
50 
50 
50 

5 

- ** 
No analytical standard available 
Dibenz(a,h)anthracene and Dibenz(a,c)anthracene coelute 
Laboratory studies have shown that Benzo(j)f1uoranthene will coelute with 
either benzo(b)fluoranthene or benzo(k)fluoranthene depending on the 
relative concentration of these two compounds In solution. 
Benzo(j)fluoranthene can not be consistently separated by this method. 
Therefore if present, It will be detected and reported as benzo(b) and/or 
benzo(k)f1uoranthene. 
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analytical level for this project. Level V includes non-conventional 
parameters, method-specific detection limits, and the modification of existing 
analytical methods. Rigorous QA/QC to produce data of known quality are part 
of this program. 

The objective of the GAG treatment system monitoring is to assess and evaluate 
the performance of the treatment system. Analytical results for influent and 
effluent samples will be compared to the drinking water criteria for PAH as 
established in the Consent Decree-RAP. Based on these comparisons, decisions 
wi11 be made on: 1) system operations (e.g., when the carbon should be 
replaced), and 2) cessation of the treatment system, if desired, when 
sufficiently low concentrations of PAH in influent samples are demonstrated. 

1 

The objective of monitoring the four existing Ht. ,$tmon-Hinck1ey Aquifer 
municipal drinking water wells and any new Mt. 51moh-Hinck1ey Aquifer 
municipal drinking water wells installed within-iTne mile of well W23, and 
analyzing for PAH, is to assure the continued protection of these wells from 
PAH resulting from activities of Reilly at the Site. The analytical data will 
be used to make comparisons between the levels of PAH found in the Mt. Simon-
Hinckley Aquifer, and the drinking water criteria established in the Consent 
Decree-RAP. 

The objective of monitoring the Ironton-Galesville Aquifer source control well 
(W105) is to assess the levels of PAH in the discharge from W105 when it is 
pumping a monthly average of 25 gallons per minute. The data will be used to 
compare the concentration of total PAH in the samples to a cessation criterion 
of 10 micrograms per liter of total PAH established in the Consent Decree-RAP. 
In the event monitoring results indicate the water quality has improved to 
within cessation criterion, the City will petition the EPA and MPCA for 
authorization to discontinue the pumping of W105. Also, if any new Ironton-
Galesville Aquifer drinking water wells are installed within one mile of well 
W23, then those wells will be sampled and analyzed for PAH to meet the 
objective of assuring protection of the wells from PAH resulting from the 
activities of Reilly at the Site. The analytical data would be used to 
compare the levels of PAH found in potential Ironton-Galesville Aquifer 
drinking water wells to the drinking water criteria established in the Consent 
Decree-RAP. 

The objectives of monitoring the many Prairie du Chien-Jordan Aquifer wells, 
including municipal drinking water wells, private or industrial wells, and 
monitoring wells are to: 1) monitor the distribution of PAH in the aquifer, 
thus evaluating the source and gradient control system, and 2) assure the 
continued protection of drinking water wells from PAH resulting from the 
activities of Reilly at the Site. The analytical data will be used to compare 
the levels of PAH in the Prairie du Chien-Jordan Aquifer to historical PAH 
data and to various criteria established in the Consent Decree-RAP (e.g., 
drinking water criteria for drinking water wells, and a cessation criterion of 
10 micrograms per liter of total PAH for source control well W23). 
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In addition to water quality data generation, water level data will be used for 
the purpose of determining ground water flow patterns in the Prairie du Chien-
Jordan Aquifer. 

The objectives of monitoring St. Peter Aquifer wells are to: 1) monitor the 
distribution of PAH in the aquifer, thus evaluating a gradient control system 
installed at W410 in 1990, and 2) assure the continued protection of drinking 
water wells from PAH resulting from the activities of Reilly at the Site. 

Upon its receipt analytical data will be used to compare the levels of PAH in 
the St. Peter Aquifer to historical PAH data, to drinking water cessation 
criteria for well W410, and to drinking water criteria established in the 
Consent Decree-RAP. Water level data will be used to evaluate ground water 
patterns in the St. Peter Aquifer. 

The objective of monitoring the Drift-Platteville Aquifer wells is to monitor , 
the distribution of PAH and phenolics in the aquifer, thus evaluating the ' 
source and gradient control systems. Any analytical data developed will be 
used to compare levels of PAH and phenolics in-ihe Drift-Platteville Aquifer 
with historical water quality data for the aquifer and with various criteria 
established in the Consent Decree-RAP for PAH and phenolics. Water level data 
will be used to evaluate ground water flow patterns in the Drift-Platteville 
Aquifer. 

In addition to the objectives for laboratory analytical data described above, 
field measurement data will be collected to aid in the ground water sampling 
procedure. In accordance with Minnesota Pollution Control Agency Guidelines 
(April, 1985) field measurements of temperature, pH, and specific conductance 
will be made for the purpose of determining that a sufficient volume of water 
has been purged from the well prior to sampling. The objective of those field 
measurements is to determine when three successive well volumes exhibiting 
equivalent temperature pH, and specific conductance have been purged from each 
monitoring well, so that representative samples may be collected. 

The Site Management Plan outlines the scope of work to be performed in order to 
monitor the ground water in the St. Louis Park, Minnesota area in accordance 
with the Consent Decree-RAP related to the Reilly Tar & Chemical Corporation 
N.P.L. Site. Included in this Plan are: 1) the identity of wells to be 
monitored, 2) the schedule for ground water monitoring, and 3) a description 
of the procedures that will be used for sample collection, water level 
measurement, sample handling, sample analysis, and reporting. Although a GAC 
treatment system has been constructed in 1990 to treat water from well W23 and 
the Drift-Platteville Aquifer source control wells prior to its discharge to 
surface water receivers, monitoring of the effluent is not within the scope of 
work to be performed under this Plan, as the activity is not embodied in the 
Consent Decree-RAP. 

The time period covered by this Plan is from January 1, 1991, or the date of 
its acceptance and approval by the Agencies whichever is later, to December 
31, 1991. The next subsequent Sampling Plan (RAP Section 3.3) will be 
submitted by October 31, 1991, covering the 1992 calendar year. 
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4. PROJECT ORGANIZATION AND RESPONSIBILITIES 

This project is being conducted in accordance with the Consent Decree-RAP for 
the Reilly Tar & Chemical Corporation N.P.L Site in St. Louis Park, Minnesota. 
The parties to the Consent Decree include Reilly, the City, EPA, MPCA, and 
MDH. The project organization shown in Figure 4-1 Indicates the involvement 
of the parties to the Consent Decree, as appropriate. The City is responsible 
for the completion of the monitoring tasks described in this Plan. The City's 
Project Manager is responsible for overall project management. The City shall 
be assisted by two consultants in the retrieval and laboratory analysis of 
water samples. 

ENSR Consulting and Engineering (ENSR) will be responsible for the coordination 
of all field sample retrieval and Enseco/Rocky Mountain Analytical Laboratory 
(RMAL), with analytical facilities in Arvada, Colorado, will be responsible for 
the coordination and completion of all laboratory-analyses. Responsibilities 
of the key positions in the organization of RMA]C^re described below: 

. 0 Laboratory Project Manager: The Laboratory Project Manager is 
I ultimately responsible for all laboratories and is the primary point 

of contact for issues surrounding this Quality Assurance Project Plan 
(QAPP), resolving technical problems, modifications to Standard 
Operating Procedures (SOP's) etc. ' 

0 Laboratory Project Coordinator: The Laboratory Project Coordinator 
is responsible for the cordination of routine day to day project 
activities including project initiative, status tracking, data review 
and requests, inquiries and general communication related to the 
project. 

0 Operations Manager: The Operations Manager is responsible for 
oversight of preparation and analysis of PAH samples to ensure that 
project objectives, requirements and Quality Assurance/Quality 
Control (QA/QC) criteria are met. 

0 Laboratory Supervisor: The Laboratory Supervisor shall be 
responsible for daily supervision of technicians and analysts for PAH 
and total phenolics analyses. 

0 Preparation Supervisor: The Preparation Supervisor is responsible 
for oversight of sample extraction and preparation for analysis. 

0 Analyst: The Analyst is responsible for the analysis of water 
samples for the requested parameters utilizing the methods prescribed 
by the QAPP. 
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0 Technician: The Technician is responsible for sample extraction. 
This requires practical experience and knowledge in the techniques of 
liquid - liquid solvent extraction, Kuderna - Danish evaporation, and 
the quantitative preparation of sample extracts for analysis. 

0 Quality Assurance Director: The Quality Assurance Director is 
responsible for overall quality control oversight, including 
internal audits. The Quality Assurance Director supervises an 
independent QVQC department and reports directly to the Division 
Director and Corporate Vice President for Quality Assurance. 

0 Data Assessment: The evaluation of data, as it is compiled and 
organized in accordance with the requirements of the QAPP, is the 
responsibility of the Operations Manager.. Additional review, 
evaluation, and assessment of the datji-i| performed by the Laboratory 
Manager, thereby providing additional-^surance that the requirements 
of the QAPP are met. 

C The City's Project Manager shall be responsible to assess the data 
relative to the objectives and intended data usage identified in 
Section 3.2. of this QAPP. 

The Sampling Team shall consist of employees of the City and ENSR. The team 
shall be responsible for sample collection, conducting field measurements 
(i.e. water level), and maintaining proper decontamination procedures stated 
in the QAPP. 

The EPA and MPCA are responsible for review and approval of the Sampling Plan, 
including the QAPP. In addition, laboratory and field audits may be completed 
by appropriate EPA representatives. The MPCA is responsible for review of 
field procedures practiced by the Sampling Team. Responsibilities of the key 
positions in the EPA and MPCA are described below: 

0 EPA Project Manager: The EPA Project Manager, EPA Region 5, is 
responsible for the review and approval of the QAPP on behalf of the 
EPA. 

0 EPA Quality Assurance Officer: The EPA Quality Assurance Officer, 
EPA Region 5, is responsible for the review and approval of the QAPP 
on behalf of the EPA. 

0 EPA Central Regional Laboratory: The EPA Central Regional 
Laboratory, EPA Region 5, shall be responsible for audits of both 
field activities and laboratory analyses. 

0 MPCA Project Manager: The MPCA Project Manager shall be responsible 
for review and approval of the Sampling Plan, and review of field 
procedures practiced by the Sampling Team. 
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5. QUALITY ASSURANCE OBJECTIVES 

The principal objectives of the QAPP pertain to the collection of data that 
are sufficient to monitor the effectiveness of the GAC treatment system and to 
detect changes in groundwater quality. Therefore, the quality of the data 
gathered in this project can be defined in terms of the following elements: 

0 Completeness - a sufficient number of successful (valid) 
measurements to characterize the concentrations of PAH in the 
influent and effluent of the treatment system and in the aquifers 
of interest over a period of time. For this project, the 
completeness objective is that 95% of the laboratory analyses and 
95% of the field measurements will produce valid data. Field data 
will be supplemented by resampling if necessary to ensure 
completeness. 

0 Representativeness - the extent to whlth^reported analytical 
results truly depict the PAH and pheneTTcs concentrations in the ' 
sampled environment. Representativeness is optimized through proper 
selection of sampling sites, times and procedures, through proper 
sample preservation, and through prompt extraction and analysis. 

0. Accuracy and Precision - Accurate and precise data will be achieved 
through the use of sampling and analytical procedures that 
minimize biases, through the use of standard procedures, through 
the meticulous calibration of analytical equipment and by 
implementing corrective action whenever measured accuracy and 
precision exceed pre-established limits. Accuracy and precision will 
be measured by the analysis of method spikes and duplicate samples. 

It is essential that representative ground water samples be retrieved 
for laboratory analyses. Accuracy and precision in the measurement 
of parameters used to monitor ground water as it is purged from 
monitor wells and piezometers will be achieved through the use of 
standard monitoring procedures carried out continuously during the 
sample retrieval task. Field measurement equipment will be 
calibrated in accordance with the manufacturer's recommendations, as 
outlined in Table 6-6, and appropriate corrective action will be 
initiated whenever measured accuracy and precision do not meet pre-
established limits. Since precision and accuracy of field 
measurement devices are not primary objectives for the data, the 
quality control requirements are sufficient for the Intended use of 
the field measurement data. * 

0 Sensitivity - Determination of Instrument sensitivity is 
accomplished by calibration using multiple concentrations of the 
analytes of interest. Once instrument sensitivity is demonstrated, 
analysis of replicate spiked samples of deionized reagent water at a 
concentration of 1-5 times the instrument sensitivity, is used 
to determine method sensitivity (i.e. method detection limit). 
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0 Comparability - the extent to which comparisons among separate 
measurements will yield valid conclusions. Comparability among 
measurements In the monitoring program will be achieved through 
the use of rigorous standard sampling and analytical procedures. 

0 Traceablllty - the extent to which results can be substantiated by 
hard-copy documentation. Traceablllty documentation exists in two 
forms: that which links final numerical results to authoritative 
measurement standards, and that which explicitly describes the 
history of each sample from collection to analysis. 

The fundamental mechanisms that will be employed to achieve these quality goals 
can be categorized as prevention, assessment and correction, as follows: 

1) Prevention of defects in the quality through planning and design, 
documented instructions and procedures;^and careful selection and 
training of skilled, qualified personnel; 

2) Quality assessment through a program of regular audits and 
inspections to supplement continual informal review (refer to 
Section 12 of this QAPP); 

3) Permanent correction of conditions adverse to quality through a 
closed-loop corrective action system. 

The St. Louis Park sampling program QAPP has been prepared in direct response 
to these goals. The QAPP describes the quality assurance program to be 
implemented and the quality control procedures to be followed by RMAL during 
the course of laboratory analyses in support of the various site investigation 
studies for the St. Louis Park Site. The Quality Assurance objectives will 
include field blanks, method blanks, field duplicates, surrogate spikes, 
matrix spikes and matrix spike duplicates. Precision, accuracy and 
completeness criteria are established for each parameter of interest. The 
specific criteria for each analysis and parameter are set forth in detail in 
the following sections: 

Sections 
pb.legtivg FreqMgngy Discussing Criteria 

Field Duplicates 10% 6.8, 11.1.4 
Field Blanks 10%. 6.5.2 
Method Blanks 5% 11.1.1, 15.1.3 
Surrogate Spikes 100% of GC/NS 11.1.2, 15.1.1 

analyses 
Matrix Spikes/Duplicates 5%* 11.1.3, 15.1.2 

* One per group of 20 or fewer investigative samples. 
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6. SAMPLING PROCEDURES 

Samples wi11 be collected by ENSR and City personnel in accordance with NPCA 
guidelines (MPCA, 1985; Appendix A). The overall sampling program is 
summarized in Tables 6-1, 6-2, and 6-3, and Figures 6-1 through 6-4. This 
section discusses general QAPP provisions relevant to sample collection, 
containerization, packaging and shipping activities (SOPs 7130 and 7510; 
Appendix A). 

6.1 Training 

All ENSR and City personnel working on the project will be properly trained, 
qualified individuals. Prior to commencement of work, personnel will be given 
instruction specific to this project, covering the following areas: 

0 Organization and lines of communication-ind authority 
0 Overview of the Site Management PlarC^d QAPP, 
0 Documentation requirements, 
0 Decontamination requirements, 
0 Health and Safety considerations. 

Training of field personnel will be provided by the Field Coordinator or a 
qualified designee. 

The analysts performing chemical analyses of samples will be trained in and 
will have exhibited proficiency in the analytical methods to be employed. 

6.2 Document Control 

Document Control for the Sampling Plan serves a two-fold purpose. It is a 
formal system of activities that ensures that: 

1) All participants in the project are promptly informed of revisions 
of the QAPP; and 

2) All documents generated during the course of the program are 
accounted for during, and at the end of the project. 

This QAPP and all Standard Operating Procedure documents have the following 
information on each page: 

0 Document Number 
0 Page Number 
0 Total number of pages in document 
0 Revision number 
0 Revision date 



TABLE 6-1 
SUMMARY OF SAMPLING AND ANALYTICAL PROGRAM 

Sanpte Field Nuiter Laborary 
Matrix 

Nuater Field Field Matrix Spike Matrix 
Matrix Parameter of Saeples Parametera of Saroles Blanks Dtolicates Soike^'** Duplicate^"^ Total 

GAG Treated 

.(b) 

Water X X PAH (ppt) 4 4 4 4 4 20 
Acid Fraction 
compounds^*' 1 X 1 1 1 4 

GAC Feed X X PAH (ppt) 1 X 1 1 1 4 
Water 

Ground water PH 34 PAH (ppt) 78 15 16 15 15 139 
temperature PAH (ppb) 14 4 4 4 4 30 
Specific Total Phenols 12 4 4 4 4 28 
Conductance 

Analysis of sample for acid fraction coapounds listed in EPA Method 625 shalllie in accordance with 

(b) 

CLP SOU-2/88. 

Matrix spike sanple/OMtrix spike diN)licate sasple shall consist of the sane matrix being analyzed. 
Triple the normal voluse idien related matrix spike/matrix spike di4>licate sanples are to be retrieved. 
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TABLE 6-2 
SAMPLING PLAN GAG PLANT 
MONITORING SCHEDULE^®^' 

r 

RAP 
Section 

Sampling 
Ppint? 

Start of 
Men1torinq 

Sampling 
frequencY An?ilyse§^'^^ 

4.3.1(G) Treated 
water(TRTD) 

Date of plan 
approval 

Quarterly PAH(ppt)(c) 

4.3.3(G) Feed 
water(FEED) 

Date of plan 
approval 

Annually PAH(ppt) 
1 

4.3.4 Treated 
water 

Date of plan . 
approval 

-^linnually Extended PAH(ppt) 

4.3.4 Treated or 
Feed water 

Date of plan 
approval 

Annually Acid fraction 
compounds in 
EPA Test 
Method 625. 

(a) This schedule does not Include certain contingencies (eg. exceedance 
monitoring) and, therefore, represents the minimum program that is 
likely to occur between the date this Plan is approved and December 31, 
1991. Sections 4 and 12 of the RAP outline the additional sampling that 
will be conducted if PAH criteria are exceeded. The first samples will 
be collected during the period indicated by the monitoring frequency . 
following the date of the start of monitoring. The location of the GAG 
plant is shown in Figure 6-1. 

(b) Lists of parameters and methods for analysis of PAH, extended PAH, and 
acid fraction compounds in EPA Test Method 625 are provided in the QAPP. 
Field blanks will be collected and analyzed at a frequency of one for 
every 10 samples or fewer. Treated water will be duplicated at a rate 
of 100%. Feed water duplicate samples will be collected and analyzed at 
a frequency of one per 10 samples. 

(c) ppt ° parts per trillion. This signifies analysis using selected ion 
monitoring gas chromatography mass spectrometry. 



Source of 
Witgr 

Nt. Simon-
Hi nckley 
Aquifer 

RAP 
Section 

5.1 

5.3.2 

TABLE 6-3 
SAMPLING PLAN GROUND WA 
MONITORING SCHEDULE 

Sampling 
Points 

SLP11,SLP12, 
SLP!3,SLP17 

New municipal 
wells within 
one mile of 
well H23 

Start of 
Monitoring 

Date of plan 
approval 

At the time 
of 
Installation 

Sampling 
Freouencv 

Annually 

Annually 

Analvses(^) 

PAH(ppt)<^) 

PAH{ppt) 

Duplicate 
Samples 

SLP12 
SLP17 

Ironton-
Galesvllle 
Aquifer 

Prairie 
du Chlen-
Jordan 
Aquifer 

6.1.4 

6.2.1 

IIISN) 
New municipal 
wells within 
one mile of 
well W23 

Date of plan 
approval 

Quarterly PAH(ppt) W105 

At the time Annually PAH(ppt) 
of Installation 

7.3(A) t^SLPA 

7.3(B)(^)H23 

7.3(C) t*')SLP6,SLP7 
or SLP9,M48 

7.3(D)(^)M405 or M406('') 
E2,E13,H3, 
SLPIO or SLP15, 
SLP14,SLP16.H402 
M403,W119 

7.3(E)(^)SLP5,H6,E3, 
E15,MTK6, 
W29,W40, 
W70,W401 

Quarterly, PAH(ppt) 
- phenolIcs 

Start of 
pumping 

"v. 

Date of plan Semi-annually PAH(ppb)^9) 
approval 

Date of plan Quarterly PAH(ppt) 
approval 

Date of plan Semi-annually PAH(ppt) 
approval 

Date of plan Annually PAH(ppt) 
approval 

SLP4 

SLP6 

SLP16 

• C 01 P» 

^O'So o 

S" sF 
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o 
-h 

W70 



Source of 
Water 

RAP 
Section 

7.3(F) 

St. Peter 
Aquifer 

Drift-
Platteville 
Aquifer 

Sampling^'^J 
Points 

W32 
SLP8,SLP10, 
E4,E7 

TABLE 6-3 (Continued) 

B.1.3<J) SLP3,W24,W33, 
U122,U129,W133, 
W40B,W409,W410, 
W411.W412,P116 

9.1.3 
and 
9.2.3 

H420,W421, 
W422 

Start of 
Monitoring 

Date of plan 
approval 

Date of plan 
approval 

Sampling 
frequency 

Quarterly 

Analyses^^) 

No Chemical 
analyses'^' 

Semi-annually PAH(ppt) 

Date of plan Quarterly 
approval 

PAH(ppb) 
and 
total 
phenols 

Duplicate 
Samples 

SLP3 

W422 

(a) This schedule does not include certain contingencies (e.g. exceedance monitoring) and, 
therefore, represents the minimum program that is likely to occur between the date this 
Plan is approved and December 31, 1991. Section 12 of the RAP outlines the additional 
sampling that will be conducted if the drinking water criteria are exceeded in samples 
from water supply wells. The first samples will be collected during the period 
indicated by the monitoring frequency following the date of,the start of monitoring. 
Field blanks will be collected at a frequency of one for dvery 10 samples or fewer, and 
one duplicate sample will be collected for every 10 samples. 
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(b) 

(c) 

(d) 

(e) 

(f) 

(g) 

(h) 

(i) 

(j) 

TABLE 6-3 (Continued) 

Sampling points are located on the maps shown in Figures 1 through 5. Letter prefixes 
to well codes are defined as follows: 

H - 4-inch monitoring well 
P - monitoring piezometer 
SLR - St. Louis Park supply well 
E - Edina supply well 
H - Hopkins supply well 
NIK - Ninnetonka supply well 

Lists of parameters and descriptions of the methods for analysis of PAH, phenolics, and 
expanded analyses are provided in the QAPP. Hater levels will be measured each time 
samples are collected for analysis, except for those wells which prove to be 
inaccessible for such measurements. 

ppt = parts per trillion. This signifies analysis using selected ion monitoring gas 
chromatography mass spectrometry. 

Water levels in W38 will be measured each time W105 is sampled. 

Water levels only will be measured at these wells, except for those wells which prove to 
be inaccessible for such measurements. 

ppb = parts per billion. This signifies analysis by the Hbn-Criteria Method. If 
analytical results for individual wells are below 20 micrdghims per liter (20 ppb) using 
this method, then the Low-Level Method will be used on subsequent monitoring rounds. 

W405 - American Hardware Mutual, W406 Minikahda Golf Course. 

Water levels only (no monitoring) will be measured at these wells, except for those 
wells which prove to be inaccessible for such measurements. (NOTE: W112 has been 
properly abandoned and no longer be included in this or subsequent Plans.) 

Section 8.1.3 of the Consent Decree-RAP originally specified St. Peter Aquifer 
monitoring requirements. Monitoring requirements for 1991 and future years are now 
specified in the St. Peter Aquifer Record of Decision (ROD). 
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Figure 6-1 Location of Mt. Simon-Hinkley Monitoring Wells and 
St. Louis Park GAG Water-Treatment Plant 
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Figure 6-2 Location of Prairie du Cliien-Jordan Aquifer Wells 

non-responsive 
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Figure 6-3 Location of Source and Gradient Control Wells 

non-responsive 
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Figure 6-4 St. Peter Aquifer Well Locations and Bedrock Valley 
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When any of these documents are revised, the affected pages are reissued to a11 
personnel listed as document holders with updated revision numbers and dates. 
Issuance of revisions is accompanied by explicit instructions as to which 
documents or portions of documents have become obsolete. 

f 

Control of, and accounting for documents generated during the course of the 
project is achieved by assigning the responsibility for document issuance and 
archiving. Table 6-4 lists the key documentation media for the project and 
corresponding responsible parties for issuance, execution and archiving. 

6.3 Sample Control Procedures and Chain of Custody 

In addition to proper sample collection, preservation, storage and handling, i 
appropriate sample identification procedures and cbain of custody are necessary 
to help insure the validity of the data. 

6.3.1 Sample Identification 

Sample labels shall be completed for each sample, using waterproof ink, unless 
prohibited by weather conditions. For example, a logbook notation would 
explain that a pencil was used to fill out the sample tag because a ballpoint 
pen would not function in freezing weather. The information recorded on the 
sample label includes: 

Sample Number - Unique coded sample identification number as described 
below. 

Time - A four-digit number indicating the military time of collection. 

Sampler - Signature of person collecting the sample. 

Remarks - Any pertinent observations or further sample description. 
The sample number includes three parts (source code, sampling point 
code, and date code) in the following sequence: 

XXX-YYYYY-ZZZZZ2 
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TABLE 6-4 
DOCUMENT CONTROL 

( 

Ii£{D 

Field Notebooks 

Field Equipment 
Calibration Forms 

Sample Logs 

Chain-of-Custody Forms 

Sample Labels 

Issueil BY 
Field 
Coordinator 

Field 
Coordinator 

Field 
Coordinator 

Lab Sample 
Custodian 

Field 
Coordinator 

Issued To 
Sampling Team 

Sampling Team 

Sampling Team 
/ 

F4t1d Coordinator 

Sampling Team 

Archived Bv 

Field 
Coordinator 

Field 
Coordinator 

Field 
Coordinator 

Lab Sample 
Custodian 

Lab Sample 
Custodian 
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XXX - Source Code 
GAG Treatment System - GAG 
Mt. Simon-Hinckley Aquifer >> MSN 
Ironton-Galesvllle Aquifer - IGV 
Prairie du Ghlen-Jordan Aquifer » PGJ 
St. Peter Aquifer » STP 
Drlft-Plattevine Aquifer - DPV 

YYYYY » Sampling Point Code 
Well Identification as abbreviated In Tables 6-2 and 6-3 

1111 Date Code 
Month, day, year i 

Those samples which will be taken In accordance-^th this QAPP for quality 
control purposes will be Identified by appendlng'to the sampling point codes 
the following: 

Field blank - FB 
Field duplicate » D 
Matrix spike - MS 
Matrix spike duplicate - MSG 

As an example, a field blank sample taken for the Mt. SImon-HInckley Aquifer, 
sampling point SLPll on 1 January 1991 would be Identified as follows: 

MSH-SLPllFB-010191 

During the sampling event, one sample will be taken per sampling point unless 
It Is duplicated. Duplicate samples will be collected as specified In Tables 
6-2 and 6-3. Those samples collected for matrix spike analysis will be 
selected at the time of sampling and labelled In the field. 

Ater collection. Identification, and preservation, the sample will be 
maintained under chaln-of-custody procedures discussed below. 

6.3.2 Ghaln-of-Gustody Procedures 

To maintain and document sample possession, chaln-of-custody procedures will be 
followed. A sample is under custody If: 

• 
0 It is in someone's possession, or 
0 It Is In someone's view, after being In their possession, or 
0 It was In someone's possession and they locked It up to prevent 

tampering, or 
0 It Is In a designated secure area. 
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Samples are accompanied by a Chain-of-Custody Record (Figure 6-5). When 
transferring the possession of samples, the individuals relinquishing and 
receiving will sign, date, and note the time on the record. This record 
documents sample custody transfer from the sampler, often through another 
person, to the analyst at the laboratory. 

Minimum information recorded on the chain-of-custody record In addition to the 
signatures and dates of all custodians will Include: 

0 Sampling site indentification 

0 Sampling date and time 

0 Identification of sample collector 

0 Sample identification 

0 Sample description (type and quantity) 

0 Analyses to be performed. 

Samples will be packaged properly for shipment and dispatched to the 
appropriate laboratory for analysis, with a separate custody record 
accompanying each shipment. Shipping containers will be sealed for shipment to 
the laboratory. The method of shipment, courier name(s) and other pertinent 
information are entered in the "Remarks" box. Then tear off the last copy of 
the form and place the original and remaining copies in the container. After 
the container is closed, place the custody seals on the container. 

Whenever samples are split with another laboratory, it Is noted In the 
"Remarks" section. The note indicates with whom the samples are being split 
and is signed by both the sampler and recipient. If either party refuses a 
split sample, this will be noted and signed by both parties. The person 
relinquishing the samples to the facility or agency should request the 
signature of a representative of the appropriate party, acknowledging receipt 
C'f the samples. If a representative is unavailable or refuses to sign, this is 
noted in the "Remarks" space. When appropriate, as in the case where the 
representative is unavailable, the custody record should contain a statement 
that the samples were delivered to the designated location at the designated 
time. 

6.3.3 Field Forms 

In addition to sample labels and chain-of-custody forms, a bound field notebook 
will be maintained by the sample team leader to provide a daily record of 
significant events. Information to be documented in the notebook will be 
ground water sample collection records, calibration records, list of samples 
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collected and any other pertinent information such as weather conditions, site 
visitors, ease/difficulty of retrieving samples, etc. All entries will be 
signed and dated. All members of the of the sampling team will use this 
notebook. The notebook will be kept as a permanent record. 

6.4 Sampling Procedures - 6AC Treatment System 

Chain-of-custody forms will be completed and all samples shipped to RNAL's 
laboratory by overnight delivery on the same day they are collected. 

Sampling points will be flushed for at least five minutes before collecting a 
sample. Each PAH sample and matrix spike sample will be collected in six 
one-liter amber glass bottles, which should be filled and capped in 
succession. PAH sample bottles will not be rinsed before being filled. The , 
lids of all sample bottles will be taped using plastic adhesive tape after 
they are capped. 

The GAG treated water samples will have to be collected from two sample taps 
-- one for each column (see Figure 6-6). This will be done by filling three 
one-liter bottles from the first column sample tap and then three more bottles 
from the second (six from each for duplicate samples). No notations 
distinguishing the two taps will be made on the labels. Only four PAH bottles 
will be extracted and the extracts composited for analysis. 

Field blank samples will be prepared by transferring contaminant-free deionized 
water provided by RMAL into sample bottles in a fashion as closely similar to 
actual sample collection as possible. Field blank sample bottles will be 
filled, capped and taped in succession with individual bottles open to the 
atmosphere for an equal time as for actual process samples. Field blanks will 
be prepared in the area in which GAG treated water samples are collected. 

Field duplicate and matrix spike duplicate samples will be obtained by filling 
twelve 1-1 iter bottles at the sampling point by the procedure described above, 
splitting these into two groups of six bottles, and assigning a different 
sample number to each of the resulting six-bottle samples. All samples will 
be packed, cooled to a temperature less than 4°G, and shipped on the day they 
are collected. 

The sampling team must recognize that great care is required to collect 
samples for part-per-tri11 ion-level PAH analyses that are free from outside 
contamination. PAH compounds are present in cigarette smoke, engine exhaust 
and many petroleum derived oils, among other sources. There will be no 
smoking anywhere in the GAG treatment building for at least 72 hours prior to 
the day on which PAH samples are to be collected. Similarly, no vehicles will 
enter the GAG treatment building aind the large access door will stay closed 
for at least 72 hours prior to the sampling day. Disposable gloves will be 
worn when collecting, handling and packaging samples. Sample bottles will 
remain in closed shipping coolers until they are needed, and will be packaged 
and sealed for shipment as soon as possible after sampling. 
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6.5 Ground Water Sampling and Water Level Measurements 

Ground water samples will be collected and water level measured In accordance 
with the procedures outlined in this QAPP. The wells involved in the 
monitoring program include municipal and commercial wells, piezometers and 
groundwater monitoring wells (see Table 6-3). Sampling procedures to 
accommodate the dimensions and configuration of each type of well are 
described below. Further details on well dimensions, water level measurements 
and sample acquisition strategies are given in the Site Management Plan. 

The importance of proper sampling of wells cannot be over-emphasized. Even 
though the well being sampled may be correctly located and constructed, special 
precautions must be taken to ensure that the sampler taken from that well is 
representative of the ground water at that locattqn and that the sample is 
neither altered nor contaminated by the sampling"and handling procedure. 
Sample collection will always proceed from the less contaminated sampling 
points to the monitoring points containing progressively higher concentrations 
of PAH or phenolics. 

6.5.1 Decontamination 

The field decontamination procedure to be used on sampling equipment which 
comes into contact with groundwater samples is as follows: 

0 disassemble equipment, if applicable, 
0 high pressure, hot water steam clean, using potable water. 

The laboratory decontamination procedure to be used on sampling equipment which 
comes into contact with groundwater samples is as follows: 

0 disassemble equipment 
0 rinse with methanol 
0 scrub with hot soapy water 
0 rinse three times with hot deionized water 
0 set on aluminum foil, dull side up, air dry 
0 bake for one hour at 200° C 
0 wrap with aluminum foil, dull side in 
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6.5.2 Field Blanks 

Field blank samples will be prepared by transferring contaminant-free delonlzed 
water, provided by RMAL, Into sample bottles In a fashion as closely similar to 
actual sample collection as possible. This will Involve collecting samples 
through any non-dedicated sample equipment that Is decontaminated between 
samples. Field blank sample bottles will be filled, capped and taped In 
succession with Individual bottles open to the atmosphere for an equal time as 
for actual process samples. Field blanks will be prepared In the area where 
samples are being collected at a rate of one per day or where more than ten 
samples are collected In a day at a rate of one field blank per ten samples. 

6.5.3 Sample Containers (See Table 6-5) 

For PAH and phenolIcs, 1 liter amber glass bottT^ Will be used. Caps will be 
fitted with pre-cleaned teflon liners. Six bottTes are required for each Low-
Level PAH sample collected and two bottles for each Non-Criteria PAH and 
Extended Analysis sample collected. One 16 ounce glass bottle with 2 
milliliters of 50 percent sulfuric acid Is required for total phenolIcs. An 
Independent commercial firm shall provide precleaned bottles to RMAL for use 
on this project. 

In the event RMAL Is required to prepare bottles for sampling, the bottles 
will be prepared as follows: 

1. Wash bottles with hot detergent water. 

2. Rinse thoroughly with tap water followed by three or more 
rinses with organic-free water. 

3. Rinse with Burdick & Jackson quality redistilled acetone, 
followed by equivalent quality methylene chloride. 

4. Allow to air dry In a contaminant free area. 

5. Caps and liners must be washed and rinsed also. 

Bottles should be stored and shipped with the Teflon-lined caps 
securely fastened. 

6.5.4 Sample Collection - Monitoring Wells and Piezometers 

Because unanticipated or changed conditions may cause difficulty In purging 
the monitoring wells and piezometers, flexibility In the approach to the 
method of well purging Is necessary. This QAPP proposes that the sampling 
team be given latitude In the selection of purge equipment necessary to 
complete the task (various pumping equipment and procedures that may be used 
for purging monitoring wells are described In SOP 7130 and MPCA's "Procedure 



Parameter 

Water: 
PAN (PPT) 

Containers 1 

TABLE 6-S 
SAMPLE CONTAINERS, PRESERVATION PRKEDURES, AND 

MAXIMUM HOLDING TIMES 

Preservation' 

Six 1-tlter aitber glass bottles. 
Teflon-lined caps 

cool, to A^C; protect from 
light 

Maxlnsis Holdlne Tlme^ 

5 days (until extraction), 40 days after 
extraction 

PAH (PCS) One 1-llter enter glass bottle. 
Teflon-lined caps 

cool, to 4®C, protect from 
light 

S days (until extraction), 40 days after 
extraction 

PhenolIcs 
(Add Fraction) 

PhenolIcs 
(Total 

one 1-llter enter glass bottle, cool, to 4 C 

One 16 oz. clear glass bottle cool, to 4®C 
2 ml 50% H2S0^ 

S days (until extraction), 40 days after 
extraction 

28 days 

Ref: Federal Register Guldellnes/Vol.49, No.209/Frlday, October 26, 1984/p. 43260. , 

1 

2 

3 

\ 
r)^.le Matrix spike samples shall consist of the same matrix being analyzed, therefore ̂ .Iple the normal voluna Mhen a related 

matrix spike sample and matrix spike duplicate are to be retrieved. 

Sanple preservation will be performed Immediately upon sample collection. 

Sanples will be analyzed as soon as possible after validated time of sample receipt (VTSR). The times listed are the maxinun 
times that samples may be held before analysis and still be considered valid. M ID •• •• 
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for Ground Water Monitoring"; Apprendix A). In all cases where no dedicated 
pump exists, samples will be retrieved using laboratory - cleaned, stainless 
steel or teflon bailers as described below. 

Table 6-3 specifies that Prairie du Chien-Jordan Aquifer monitor well W70, and 
St. Peter Aquifer monitor wells N24 and H33 be monitored. Each well is 
equipped with a dedicated submersible pump and it will be the responsibility 
of the sampling team to determine if the pump is operable. In the event the 
dedicated pump within any individual well is operable, well purging and sample 
retrieval tasks will be completed with the aid of the pump in conformance with 
monitoring parameters established herein. In the event the dedicated pump 
within any Individual well is inoperable, the pump will be removed and 
purging/sampling procedures will be as established below. 

Monitoring wells and piezometers not equipped wltjCtledicated submersible pumps 
will be purged using a nondedicated submersible-^ump, suction pump or bailer. 
During the purging of each well, temperature, pH and specific conductance of 
the purge water will be monitored using a Hydrolab water quality monitor (or 
equivalent). Readings will be taken once per well volume. Stabilization of 
these readings will indicate that purging is complete and sampling may 
commence. Upon completion of well purging, samples will be collected from each 
well using a stainless steel or teflon bailer and a new length of nylon or 
polyester rope. All nondedicated purging and sampling equipment will be 
decontaminated before use and between sampling points as described in Section 
6.5.1. 

Samples will be collected by filling each of the appropriate sample containers 
in rapid succession, without prerinsing the containers with sample. The bottle 
will be held under the sample stream without allowing the mouth of the bottle 
to come in contact with the bailer and filled completely, and the cap securely 
tightened. All sample labels will be checked for completeness, sample custody 
forms completed and a description of the sampling event recorded in the field 
notebook. 

6.5.5 Sample Collection - Pumping Wells 

At active pumping wells the sampling team will first determine that the wells 
have actually been pumping during the period preceding sampling. This 
information may be derived from inspecting flow recorders or from interviewing 
knowledgeable persons regarding the wells (water department employees, well 
owners, etc.). The information will be documented in the field notes of the . 
sampling team. 
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Water level measurements will then be made, if practical. The normal operation 
of the well will not be interrupted for the purpose of measuring water levels. 
An electric tape will be used to measure water levels in pumping wells. 
Sampling will proceed by filling the required containers with water from the 
sampling tap as near to the well head as possible, and before any holding tanks 
or treatment is encountered. 

If it can not be determined that a well has been pumping at some time during 
the 24 hour period preceding sampling, or if it is known the well was not 
pumping, then the well shall be purged until field measurements of temperature, 
pH, and specific conductance have stabilized after at least three well volumes 
have been removed from the well. These measurements, water levels, and the 
amount of water pumped will be recorded in the field notes. 

6.6 Sample Preservation, Shipment and Storage 

Packaging and shipment of samples shall be in accordance with SOP 7510 
(Appendix A). The samples will be iced or refrigerated at 4°C from the time 
of collection until extraction. PAH's are known to be light sensitive; 
therefore, samples will be stored in amber bottles and kept away from 
prolonged exposure to light. All samples for gas chromatography mass 
spectrometry (GC/MS) analysis will be extracted within five days of validated 
time of sample receipt as per CLP SOW 2/88. The analysis will be completed 
within 40 days following extraction. The holding time for total phenolics is 
28 days from sample collection to analysis. 

Samples will be protected from breakage and shipped in coolers at a temperature 
of 4"C or less. An overnight carrier will be selected to insure delivery at 
the laboratory within 24-36 hours after collection. 

Samples received at the laboratory will be checked for leakage and a notation 
made regarding sample temperature at time of receipt. All samples should be 
stored in an organic-free refrigerator at 4°C. 

6.7 Field Measurement Equipment 

All field measurement equipment will be controlled to ensure that 
measurements obtained are accurate and defensible. Table 6-6 summarizes the 
parameters to be monitored, the instruments to be used for each measurement, 
procedures including calibration and frequency, and quality control criteria . 
(also refer to Appendix A, SOP 7320, Calibration and Operation of Hydrolab 
Water Quality Monitor). 

In addition, these measurement devices will be issued through a formal 
equipment tracking system and operated by trained personnel. 



TABLE 6-6 
FIELD NEASURENENT EOUIPMENT QUALITY CONTROL 

Device 

pM Meter 
(Hydrolab) 

CaMbration 

Standardize in three or 
more atandard buffer 
solutions 

Conductivity Meter 
(Hydrolab) 

Standardize using tuo 
or more KCL solutions 

HBS Thermoaieter 

Uater Level 
Measurement 
Device (Electric) 

Factory calibrated 

Factory calibrated 

NBS • National Bureau of Standards 

Routine Check 
Method Freouencv 

Calibration check-analyze After every 
standard buffer solution sample 

Analyze duplicates After every 
sample 

Calibration check-analyze 1/10 sasples 
standard KCL solution 

Analyze duplicates 

Not required 

Hot required 

1/10 samples 

Not required 

Norr^ired 

Control Limits 

lO.I pN units 

•0.1 pN units 

•IX of range 
being used 

•IX of range 
being used 

•0.1® C 

•0.01 Ft. 
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6.8 Duplicate Samples 

Duplicate samples will be collected by alternately filling sample bottles from 
the source being sampled. For six liter sample collection one bottle will be 
filled for the sample, then one bottle for the duplicate, then a second bottle 
for the sample and then a second bottle for the duplicate, etc. Duplicates 
will be taken for each analysis type and each sample type, at a rate of one 
duplicate sample being collected for each ten samples, with a minimum of one 
duplicate for any sample batch. There are two sample types for this program: 
GAG treatment system water and ground water. 

For purposes of fulfilling the 10% duplicate requirement, all the sampling 
points shown on Table 6-3 are the same sample type and have been chosen to 
maximize the frequency of sample duplication from p3imping wells and monitor ' 
wells where experience indicates sampling is easiest, thereby insuring 
consistency of results. ' 
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7. SAMPLE CUSTODY 

The St. Louis Park sampling program is a cooperative effort between the City 
and ENSR, whose responsibilities include sample retrieval, and RMAL. whose 
responsibilities include sample analysis. Proper sample handling and analysis 
is essential to the success of the study, therefore a formal sample custody 
procedure has been developed to insure the integrity of all samples. Sections 
6.4 and 6.5 discuss field sampling aspects and Section 6.6 outlines procedures 
for sample preservation, shipment, and storage. This section covers quality 
related activities from receipt of samples at the RMAL analytical facilities 
through issuance of validated analytical data and the storage of data in the 
final evidence file. 

7.1 Security and Recordkeeping 

Samples entering the RMAL analytical facilities-seated in Arvada, Colorado, 
proceed through an orderly chain-of-custody sequence specifically designed to 
insure continuous integrity of both the sample and documentation. 

Appendix A contains Standard Operating Procedures (SOP's) which address the 
following aspects of facility security and sample custody 

0 Building Security - SOP No. LP-RNA-0001 

0 Sample Log-in - LP-RMA-0003 

0 Use of Project Assignment Record - LP-RMA-0004 

0 Sample Receipt and Chain of Custody - SOP No. LP-RMA-0005 

7.2 Final Evidence File 

The final evidence (or data) files will be maintained for the period specified 
in the RAP. Evidence files will consist of all data necessary to completely 
reconstruct the analysis, and will consist of (at a minimum): all field 
documents, logs, project reports, raw data, continuing calibration checks, 
DFTPP tune, detection limits, chain of custody documentation, quality control 
data for blanks and matrix spikes, results forms, and a file custodian. In 
addition, the analytical report, which contains a brief discussion of the 
method and a more detailed narrative of any analytical issues is included in 
the package. The City will maintain these files in a secure, limited access 
area under the custody of the Project Manager. RMAL maintains all GC/MS raw ' 
data files on tapes or other magnetic media for an indefinite period. This 
data will be available upon request. 
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8. CALIBRATION PROCEDURES 

Calibration is required to ensure that field and laboratory analytical systems 
are operating correctly and functioning at the proper sensitivity to meet 
established detection limits. For this project, calibration is required for 
field measurements of temperature, pH, and specific conductance. Appendix A 
contains SOP 7320 that describes calibration procedures for field measurement 
instruments. This project also requires calibration for the four laboratory 
analyses (Low-Level, Non-Criteria, Extended, Phenolics). These four analyses 
are defined in Section 9 of this QAPP. 

The specific calibration requirements for each of these analyses are summarized 
in the subsections below. 

8.1 Low-Level (ppt) Analysis r 

The calibration requirements are described in d^il in the Standard Operating 
Procedure for ppt PAH analyses (Appendix 8). The discussion below highlights 
the key aspects of the calibration requirements. 

Prior to use of the method for low level analysis of PAH, a five-point response 
factor calibration curve must be established showing the linear range of the 
analysis. 

A midpoint calibration standard is analyzed at the start of each 12 hour 
calibration sequence and the area of the primary characteristic ion is 
tabulated against concentration for each compound. The response factor (RF) 
for each compound listed in Table 8-1 is calculated. 

These daily response factors for each compound must be compared to the initial 
calibration curve. If the daily response factors are within ±30 percent of 
the corresponding calibration curve value the analysis may proceed. If, for 
any analyte, the daily response factor is not within ±30 percent of the 
corresponding calibration curve value, the system is out of control and 
corrective action must be performed. 

The quantitation mass ion, which represents the 100% abundance ion, is selected 
for quantitation and for the daily response factor measurement. The second 
ion, or confirmation ion, is used for confirmation of the identification. The 
daily response factor for the quantitation mass ion is compared to the initial 
calibration curve. During the analysis of the daily calibration standard the 
percent abundance of the confirmation ion is obtained. This percent abundance 
is used for identification purposes for samples analyzed during that day. The' 
percent abundance values shown in Table 8-1 are typical values. 
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TABLE 8-1 TARGET COMPOUNDS AND KEY IONS 
FOR LOW LEVEL PAH ANALYSES 

r 

CAS NO. COMPOUND 

271-89-6 2,3-Benzofuran 
496-11-7 2,3-D1hydro1ndene 
95-13-6 IH-Indene 
91-20-3 Naphthalene 

4565-32-6 Benzo(B)Th1ophene 
91-22-5 Qulnollne* 
120-72-9 IH-Indole 
91-57-6 2-Methy1naphthalene 
90-12-0 1-Methyl naphthalene 
92-52-4 B1phenyl 
208-96-8 Acenaphthylene 
83-32-9 Acenaphthene 
132-64-9 Dibenzofuran 
86-73-7 Fluorene 
132-65-0 Dibenzothlophene 
85-01-8 Phenanthrene 
120-12-7 Anthracene 
260-94-6 Acrldlne 
86-74-8 Carbazole 
206-44-0 Fluoranthene 
129-00-0 Pyrene 
56-55-3 Benzo(A)Anthracene* 

218-01-9 Chrysene* 
205-99-2 Benzo B)Fluoranthene* 
207-08-9 Benzo K Fluoranthene 
192-97-2 Benzo(E Pyrene 
50-32-8 Benzo(A Pyrene* 
198-55-0 Perylene 
193-39-5 Indeno (l,2,3-CD)Pyrene* 
53-70-3 D1benz(A,H)Anthracene* 
191-24-2 Benzo(G,H,I)Perylene* 
205-82-3 Benzo(J)Fluoranthene* 

QUANTITATION 
MASS ION 

118 
117 
116 
128 
134 
129 
117 
141 
141 

-^54 
-^52 

154 
168 
166 
184 
178 
178 
179 
167 
202 
202 
228 
228 
252 
252 
252 
252 
252 
276 
278 
276 
252 

CONFIRMATION ION 
(% ABUNDANCE) 

90 (52) 
118 (57) 
115 (108) 
102 (7 
89 (8 
102 (20 
90 (31 

(31) 115 
115 
153 
151 
153 
139 
165 
139 
176 
176 
178 
166 
200 
200 
226 
226 
250 
250 
250 
250 
250 
274 
279 
274 
250 

28) 
35) 
17) 
93) 
40) 
90) 
19) 
19) 
19) 
26) 
28 
17 
18 
22 
26 
22 
22 
35) 
26) 
24) 
25 
20 
25 
22 

NOTE: The % abundance for the confirmation Ion Is a tvolcal value. 
Although these ratios will vary, the relative Intensities of 
confirmation Ions must agree within plus or minus 20% between the 
calibration standard for any given day and the samples run on that 
day. 

* Carcinogenic PAH as defined In Appendix A of the RAP. 
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Mass tuning wi11 be performed using the mass calibration compound FC43. 
Tuning will be performed to maximize the sensitivity of the mass spectrometer 
for the mass range of compounds being analyzed. In the FC43 spectra, the ion 
abundance of masses 131 and 219 are adjusted to a ratio of 1:1. These two 
ions are then maximized to be approximately 50 to 70% of the ion abundance of 
the base mass 69. This procedure maximizes the sensitivity of the instrument 
in the mass region of interest for the PAH analysis. 

The requirements above w 
the exception of benzo(J 
Benzo(J}fluoranthene wil 

11 be employed for all compounds in Table 8-1 with 
fluoranthene. Laboratory studies have shown that 
coelute with either Benzo(b)fluoranthene or 

Benzo(k)fluoranthene depending on the relative concentration of these two 
compounds in solution. Benzo(j)fluoranthene cannot be consistently separated 
by this method. Therefore if present, it will be detected and reported as 
Benzo(b) and/or Benzo(k)fluoranthene. 

8.2 Non-Criteria Analysis 

All Non-Criteria analyses will follow the calibration requirements described 
in the Contract Laboratory Program Statement of Work for semivolatiles (CLP 
SOW) dated 2/88. In summary, the SOW requires an initial verification that 
the mass spectrometer is tuned properly using decafluorotriphenyl phosphine 
(DFTPP . The SOW also requires an initial five-point calibration be performed 
for all compounds and that this calibration be verified by the analysis of a 
daily calibration standard. 

The calibration requirements in the SOW are based on the determination of a 
diverse list of semivolatile organics. Calibration is verified on a daily 
basis by comparing the responses of a few select compounds, termed calibration 
check compounds (CCC). Only one of these compounds (acenaphthene) is a target 
PAH for this project. The response of another group of compounds, termed 
system performance check compounds (SPCC) are used to verify the analytical 
system is working properly. None of the SPCCs are target PAH for this project. 
Finally, the target PAH for this project contain compounds not measured under 
CLP protocols. 

Accordingly, the procedures is the SOW for calibration have been modified to 
accommodate the differences in the monitoring lists. A calibration standard 
containing all of the analytes shown in Table 8-1 is used for both initial and 
continuing calibration in place of the CLP standard. The daily calibration is 
verified by comparing the response of all 32 compounds (not just a select few) 
to the response from the initial calibrations. The relative standard 
deviation (RSD) for each compound must be less than 30% or the system is out 
of control and corrective action must be performed. 
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The control limit for the daily calibration is based on the accuracy and 
precision objectives of this project and experience with this group of 
analytes. The limits in the CLP SOW, which is slightly more stringent, is 
based on a select group of compounds with extensive method performance data. 

8.3 Extended Analysis 

In addition to the compounds listed in Table 8-1, the compounds shown in Table 
8-2 are required to be determined in the extended monitoring program. This 
extended list of compounds include phenols and other PAHs specified for this 
project. 

Analyses for the extended list of compounds will be performed on the 
semivolatiles extract prepared as described in the.CLP SOW. 

Since most of the compounds on the extended monitoring list are also target 
compounds in the CLP protocol, the CLP calibration protocol will be followed. 

The system is tuned with DFTPP and calibrated with the semi volatile compounds 
as specified in the CLP SOW. The compounds used to assess system performance 
and to verify the continuing calibration (SPCCs and CCCs) are used to verify 
that the system is in control. The control limits in the SOW are used. In 
addition, a separate calibration standard containing the PAH in Table 8-2 is 
used to establish response factors for these compounds. 

The absolute and relative retention times, quantitation ions and the internal 
standards to be used for quantitation for 7,12-dimethylbenz(a)anthracene and 
3-methy1cholanthrene are listed in Table 8-3. 

8.4 Phenolics 

A three-point calibration curve covering the linear range of the method will 
be analyzed prior to the analysis of any samples and with a minimal frequency 
of once per 12 hours. 
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TABLE 8-2 
TARGET COMPOUNDS FOR EXTENDED ANALYSES 

REPORTING LIMIT 
CAS NO. A. OTHER CARCINOGENIC PAH no/L 

195-19-7 Benzo(c)phenanthrene/l 
215-58-7 Dibenz(a,c)anthracene/2 1.6 
192-65-4 Dibenzo(a,e)pyrene/} 
189-64-0 Dibenzo(a,h)pyrene/J 
189-55-9 Dibenzo(a,i)pyrene/l 
57-97-6 7,12-Dimethylbenz(a)anthracene 2.8 
56-49-5 3-Methylcholanthrene 3.5 

/ 

/I No analytical standards are available. 

/2 Coelutes with dibenz(a,h)anthracene. If these isomers are detected, 
they will be reported as a total value. 

CAS NO. 

108-95-2 
95-57-8 
88-75-5 
105-67-9 
120-83-2 
59-50-7 
88-06-2 
51-28-5 
100-02-7 
534-52-1 
87-86-5 

B. ACIDIC COMPOUNDS LISTED REPORTING LIMIT 
IN EPA METHOD 625 UQ/L 

Phenol 10 
2-Chlorophenol 10 
2-Nitrophenol 10 
2,4-Oimethylphenol 10 
2,4-Dichlorophenol 10 
4-Ch1oro-3-methylpheno 1 10 
2,4,6-Trichlorophenol 10 
2.4-Din1trophenol 50 
4-Nitrophenol 50 
4,6-Di n1tro-2-methy1phenol 50 
Pentachlorophenol 50 
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TABLE 8-3 

RETENTION TINES, QUANTITATION IONS AND INTERNAL 
STANDARDS FOR EXTENDED PAH LIST 

Compound 

7,12-dimethy1benz(a) 
anthracene 

Absolute 
RetentlQn Tlin? 
30:51:00 
minutes 

Relative Quantitation Internal 
Retention Time Igoi Standard 

0.890 minutes H/Z 256 OI2-B(A}P^ 
M/Z 264 

( 
3-methylcholanthrene 32:48:50 

minutes 
1.085 minutes M/Z 268 DI2-B(A)P 

H/Z 264 
1 

Benzo(A)Pyrene 
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9. ANALYTICAL PROCEDURES 

9.1 Low-Level Analysis 

As specified In the Consent Decree, four types of analyses are to be performed 
as part of the RAP for this project. These four analyses are defined below, 
and the details of the specific analytical procedures are presented In 
subsequent subsections. 

0 Low-Level: Refers to the determination of a specific list of 21 
polynuclear aromatic hydrocarbons using GC/MS with operation In the 
selected Ion monitoring (SIN) mode. The list of target PAH contains 
carcinogenic and non-carcinogenic compounds and Is shown In Table 
8-1 of the QAPP. The list Includes 14 compounds which are not on 
EPA's priority pollutant. Appendix IX or Superfund target compound ' 
list. The analytical methodology Is based on well known principles 
of GC/NS technology. Although there tl^po EPA method that embodies 
this technique for this class of compouhds, methods developed for 
the measurement of polychlorlnated dibenzodloxins (e.g.. Methods 613 
and 8280) are based on selected Ion monitoring technology. 

0 Non-Criteria: The Low-Level PAH method Is designed to measure PAH 
at the sub-ppb level. At higher concentrations, the compounds can 
be measured under scanning GC/NS conditions. Since scanning GC/NS 
provides more reliable qualitative data, this method, termed "Non-
Criteria PAH" Is preferred for samples containing ppb concentrations 
of PAH. The method Is based on the Contract Laboratory Program 
(CLP) protocol for semlvolatlle organlcs with the appropriate 
modifications to address the differences In the monitoring lists. 

0 Extended: Some samples are analyzed for the specific list of 
compounds shown In Table 8-2 of the QAPP using scanning GC/NS. This 
list, termed "Extended" analyses. Includes additional PAH, specific 
acid (phenolic) compounds and a provision for "Identifying" unknown 
compounds. Unknown compounds will be Identified and reported from 
the analysis of the acid fraction only. As in the Non-Criteria 
analyses, analyses are performed using CLP protocols with the 
appropriate modifications. 

0 PhenolIcs: Refers to the determination of "total phenols" using a 
colorlmetric procedure. 

A method has been developed for the analysis of selected target PAH and 
heterocycle compounds at the part per trillion level (ppt, ng/L) In water. Th'e 
analysis Is carried out by isolation of the target analytes by liquid-liquid 
extraction of the water sample with an organic solvent. Quantitation of the 
Isolated target analytes Is performed by gas chromatography/mass spectrometry 
(GC/NS) In the selected Ion monitoring mode (SIN). The method Is generally 
applicable for the measurement of any PAH or related compound. For this 
project, only those compounds listed In Table 8-1 will be determined. 
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In sunnary, a measured volume of sample is extracted with methylene chloride. 
Analysis of the concentrated extract Is performed by gas chromatography/mass 
spectrometry using the selected ion monitoring scanning mode under electron 
impact ionization conditions. Specific details of this methodology can be 
found in Appendix B, Determination of Low-Level (Part Per Trillion) PAH and 
Heterocycles in Water. This method is designed to analyze samples containing 
up to 600 ppt of an individual PAH. With dilution of the sample extract, the 
effective range of the method can be extended Into the ppb range. However, 
sample dilutions may result in loss of information concerning recovery of 
surrogates. For this reason, an optional sample preparation technique is 
contained in the method. This optional technique can be used if historical 
information indicates that the target compounds are present in concentrations 
in excess of 600 ppt. 

9.2 Non-Criteria Analysis 

The selected target PAH and heterocycle compounds listed in Table 8-1 can be 
determined by GC/MS in the scanning mode at the ppb and higher concentrations. 
This analysis, termed Non-Criteria analysis, uses the methodology contained in 
the Contract Laboratory Program Statement of Work for semivolatiles dated 2/88 
(CLP SOW). The only deviations from this SOW are as follows: 

1. The calibration is performed as set forth in Section 8 of this QAPP. 
2. The internal QC checks are set forth In Section 11 of this QAPP. 
3. Data are reported only for those compounds listed in Table 8-1. 

9.3 Extended Analysis 

The target compounds listed in Table 8-2 are measured using the methodology 
contained in the Contract Laboratory Program Statement of Work (CLP SOW) for 
semivolatile organic dated 2/88. The only deviations from this SOW are as 
follows: 

1. The calibration is performed as described in Section 8 of the QAPP. 
2. The only target compound in the analytical reports are those listed 

in Table 8-2. 

9.4 Phenolics 

Total phenolics will be determined by RNAL SOP No. 1112 which references 
Methods 420.1 and 420.2 as published in the "Methods for Chemical Analysis for 
Water and Waste, EPA 600/4-79-020" (refer to Appendix 8). 
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10. DATA REDUCTION, VALIDATION AND REPORTING 

10.1 Data Reduction and Validation 

All project data will be subjected to a three-tier process including review by 
operations, by the data review groups for inorganics and GC/NS and the final 
review by the Project Coordinator prior to its release. The review process 
has been developed to minimize errors associated with sample processing, 
sample analysis and data reporting and to ensure that information pertaining 
to a given sample is well documented. 

Appendix A contains Standard Operating Procedures (SOP's) for laboratory data 
review. Refer to SOP No. LP-RMA-0002 for information relative to review 
policies and processes. In addition, the SOP's for the analytical methods 
contain the calculation techniques required to obtain reportable concentrations 
from the raw data. ^ 

10.2 Turnaround Time 

In accordance with Section 3.2 of the RAP, RMAL has agreed to a 30 working day 
turnaround. The City, however, makes no enforceable commitment under the RAP 
except for a maximum of 5 days from validated time of sample receipt for 
extraction of organics and 40 days following extraction for analysis of 
organics. For non-organic analyses, the City makes no enforceable commitment 
under the RAP except to meet the recommended maximum analytical holding times. 

10.3 Reporting/Data Deliverables 

RMAL shall prepare summary reports and data packages in a format that mimics 
the format described in Exhibit B of Organic SON 2/88 for the Contract 
Laboratory Program. Specifically, Form I, SV-I and SV-2 in Exhibit 8 of the 
CLP SOW will be changed to include the PAH list of parameters shown in Table 
8-1 of the QAPP. Form II, SV-I will show the surrogates for the PAH analysis. 
Form III, SV-I will show the spike compounds for the PAH analyses. Form VI, 
SV-I and SV-2 and Form VII, SV-I and SV-2 will be altered to show Just the 
target parameters shown in Table 8-1 of the QAPP. Finally, Form VIII, SV-I 
and SV-2 will be modified to show the internal standards for the PAH method. 
In addition, in the Low-Level PAH analyses, compounds which are determined to 
be present in the samples based on careful inspection of the data, but which 
do not meet the secondary ion confirmation criteria will be flagged with an 
asterisk (*). The reporting forms in Exhibit 8 will be modified to show the 
target lists of parameters, surrogates and spiking compounds for the Low-Level• 
PAH. 
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The data packages for total phenolIcs shall as closely follow CLP deliverables 
for inorganic analysis as possible. Reports shall contain all applicable CLP 
forms as well as the associated raw analytical data. The package Includes 
Forms I - III, V and VI (results, Initial and continuing calibration 
verification, blanks, matrix spike and duplicate). The report shall be 
organized as described In CLP SOW 2/88. 

RMAL has determined the method detection limits for the part per trillion PAH 
analysis of water samples, utilizing GC/MS selected Ion monitoring, according 
to the method described In Appendix B to Part 136 of the Friday, October 26, 
1984 Federal Register, Vol. 49, No. 209 • Definition and Procedure for the 
Determination of the Method Detection - Revision 11.1. Table 10-1 lists the 
compounds, the observed concentrations of seven replicates spiked at 5 parts 
per trillion, the standard deviations and the method detection limits. RMAL 
has also determined the method detection limits forepart per billion PhenolIcs 
according to Method 420.2 as published In the 'Methods for Chemical Analysis 
for Water and Waste, EPA 600/4-79-020" (see Tabi^id-2). 

These calculated method detection limits will be used In sample reporting as 
follows: 

0 Analytes detected at concentrations greater than or equal to the 
calculated method detection limits will be reported with no 
qualifiers. 

0 Analytes which are not detected will be reported as the calculated 
detection limit followed by a "U" qualifier which Is used In the EPA 
Contract Lab Program (CLP) to Indicate a non-detected compound. 

0 Analytes that are detected at concentrations less than the 
calculated method detection limits will be reported followed by a 
"J" qualifier which Is used In the EPA Contract Lab Program (CLP) to 
Indicate that a reported value Is below the method detection limit. 

The various Items In the data package are listed below: 

0 Sample Traffic Reports or Chaln-of-Custody 
0 Sample Data Summary Report Including: 

Case narrative 
Tabulated target compound results by fraction 
Surrogate spike analysis results by fraction 
Matrix spike/matrix spike duplicate results by fraction 
Blank data by fraction 

0 Sample Data Package Including: 
Case narrative 
Traffic reports 
Raw data 



TMttLE 10-1 
METHOD DETECTION LIMIT REPORT 

Method 
Conpound Smnple SMpte Sanple Sasple Sample Simple SMiple Standard Detection 

«1 «2 n H «S f6 n Deviation limit (3a> 

2,3-Bentofuren 19.«» 20.9« 18.0* 19.5* 20.3* 21.5* 16.6* 1.70* 5.1* 
2,3*Dlhydrelndene 4.3 4.2 4.7 3.7 3.8 4.9 4.7 0.46 1.4 
m-lndene 4.4 4.2 4.6 3.9 4.1 4.7 4.6 0.30 0.9 
Naphthalene 20.5* 21.0* 18.5* 20.3* 23.0* 23.5* 17.6* 2.15* 6.5* 
Bento(B)thlephene 3.tf 3.5 3.4 3.3 3.8 4.1 0.29 0.9 
OulnolIne 4.7 4.0 4.1 3.7 3.3 4.4 4.1 0.45 1.4 
IH-lndole 3.7 4.5 5.6 3.2 3.2 4.2 4.0 0.84 2.5 
2-flethylnaphthalene 5.4 5.0 5.3 5.1 4.8 4.9 5.7 0.31 0.9 
1-Methyl naphthal ene 4.5 4.2 4.6 3.8 3.7 4.7 5.2 0.53 1.6 
Biphenyl 17.9* 18.1* 18.4* 18.1* 19.3* 15.0* 1.43* 4.3* 
Aceriaphthylene 3.9 3.6 4.6 3.7 3.5 4.4 4.5 0.46 1.4 
Acenephthene 4.2 3.7 4.7 3.5 3.5 4.1 4.1 0.43 1.3 
Dlbenzofiiran 4.3 4.6 4.1 3.7 4.6 4.2 0.34 1.0 
Fluorcne 4.4 4.0 4.5 4.0 4.0 4.6 4.8 0.33 . 1.0 
Olbenzethlophene 4.0 3.5 4.0 3.5 3.2 3.9 4.2 0.36 1.1 
Phenenthrene 4.7 3.9 4.7 3.9 3.6 4.2 4.5 0.43 1.3 
Anthrecene 4.5 3.B 4.5 4.1 3.6 4.1 4.6 0.38 1.1 
Acrldlne 4.1 4.3 4.9 4.1 3.8 2.4 2.3 0.98 2.9 
Carbatola 4.5 3.2 4.8 3.5 3.9 3.1 3.8 0.64 1.9 
Fluorenthene 4.5 3.8 4.7 3.9 3.6 4.4 4.7 0.45 1.4 
Pyrene 4.3 3.7 4.4 3.9 3.4 \ ' 4.7 0.45 1.4 
Ben<e(A}anthracene 4.6 3.6 4.0 3.6 3.3 \ \ 5.3 5.3 0.83 2.5 
Chryscne 4.3 3.3 3.7 3.3 2.9 ••• 5.3 0.94 2.8 
Benio(B)fluoranthrene 4.6 3.4 3.8 3.6 2.8 4.9 5.0 0.83 2.5 
Bento(K)Fluoranthrene 4.1 3.2 3.5 3.2 3.2 4.9 4.8 0.76 2.3 
Bento(E)pyrene 4.9 3.8 4.1 3.3 3.5 4.9 4.4 0.64 1.9 
Benzol A )pyrcne 4.5 3.2 3.8 3.2 2.9 4.8 4.5 0.76 2.3 
Perylcne 4.6 3.6 3.8 3.5 3.3 5.3 5.1 0.82 2.5 
Fndeno|},2,3-CD}pyrene 4.5 3.4 3.4 2.9 3.0 4.5 4.2 0.69 2.1 
Dlbeni(A,N)anthracene ** 4.2 3.5 3.6 3.1 3.3 4.6 4.1 0.54 1.6 
Bento(6,N, Dperylene 3.S 3.0 2.9 2.6 2.9 4.9 4.7 0.94 2.8 

Note: Amount oplked • S n«/L. 
• Data for 2,3-8aniofuran, NaiAthalana and fIphenirl Here obtained from prevloua 

detection limit study. Spike levels > 20 ng/l. 
** Conpounds'co-elute 

as 
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TABLE 10-2 

METHOD DETECTION LIMIT STUDY - TOTAL PHENOLICS 

Samole # Concentration Detected (mo/L) 

1 0.0315 

2 0.0340 
3 0.0291 
4 0.0315; 
5 0.&291 
6 0.0291 

7 0.0315 

Calculated Standard Deviation « 0.0018 

Calculated Method Detection Limit « 0.00579 mg/L 
• 5.8 ug/L 
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The City wi11 present reports in a manner consistent with the requirements of 
the RAP. In addition, data packages containing all elements listed above will 
be presented for the sample analyses completed, If so directed by the EPA. 
The EPA shall be responsible for Identifying the specific sample analyses for 
which data packages will be provided. 

10.4 Reporting Requirements for Samples Exceeding Advisory Levels or Drinking 
Water Criterion 

For active drinking water wells, RMAL will notify the City of St. Louis Park by 
telephone, within 24 hours of completing an analysis, whenever a sample 
analysis Is shown to exceed the following Advisory Levels or Drinking Water 
Criterion: 

Par^met^r 

Sum of Benzo(a)pyrene and 
D1benz(a,h)anthracene* 
Total Carcinogenic PAH + 
Total Other PAH 

Advisory 

3.0,ig/L* 

15 ng/L** 
175 ng/L 

Drinking Water 
Criterion 

5.6 ng/L 

28 ng/L** 
280 ng/L 

*0r the detection limit, whichever Is largest. 

**D1fferent concentrations for additional carcinogenic PAH may be established 
In accordance with the procedure specified In Part 0.1 of the Consent Decree. 

+See Table 10-3. 

10.5 Final Evidence Files 

The final evidence (or data) files will be maintained for the period specified 
In the RAP. Evidence files will consist of all data necessary to completely 
reconstruct the analysis, and will consist of (at a minimum): all field 
documents, logs, project reports, raw data, continuing calibration checks, 
DFTPP tune, detection limits, chain of custody documentation, quality control 
data for blanks and matrix spikes, results forms, and a file custodian. In 
addition, the analytical report, which contains a brief discussion of the 
method and a more detailed narrative of any analytical Issues Is Included In 
the package. The City will maintain these files In a secure, limited access 
area under the custody of the Project Manager. RMAL maintains all GC/MS raw 
data files on tapes or other magnetic media for an Indefinite period. This 
data will be available upon request. 
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TABLE 10-3 

CARCINOGENIC PAH^^) 

c (a) 

(b) 

benz(a)anthracene 
benzo b)f1uoranthene 
benzo j)f1uoranthene 
benzo(gh1)pery]ene 
benzo(a)pyrene^"' 
chrysene ... 
d1benz(a,h)anthracene^''' 
1ndeno(l,2,3-c,d)pyrene 
quinoline 

The total maximum levels of carcinogenic PAH established in the Consent 
Decree-RAP are: 

Advisory Level - 15 ng/1 

Drinking Hater Criterion - 28 ng/1 

The total maximum levels of the sum of benzo(a)pyrene and debenz(a,h} 
anthracene are: 

Advisory Level - 3.0 ng/1 (or the lowest concentration 
that can be quantified, whichever is 
greater) 

Drinking Water Criterion - 5.6 ng/1 
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11. INTERNAL QUALITY CONTROL 

The Internal quality control checks will include field blanks, method blanks, 
surrogate spikes, duplicate analyses, monitoring of Internal standard area, 
and matrix spike analyses. Each quality control check has a specific level of 
performance which will be reevaluated in an ongoing basis and amended as 
appropriate through mutual agreement of the EPA, MPCA, and City. The specific 
details are presented below. 

11.1 Low-Level and Non-Criteria PAH Analyses 

Internal quality control checks for the Low-Level and Non-Criteria PAH 
analyses will consist of method blanks analysis, surrogate compound analysis, 
matrix spike analysis, analysis of duplicate samples, and monitoring of 
internal standard areas. 

11.1.1 Method Blank Analysis ^ 

A method blank consists of deionized, distilled laboratory water carried 
through the entire analytical scheme (extraction, concentration, and analysis). 
The method blank volume must be approximately equal to the sample volumes being 
processed. 

Method blank analyses are performed at the rate of one per case*, each 14 
calendar day period during which samples in a case are received, with every 20 
samples of similar concentration and/or sample matrix, or whenever samples are 
extracted by the same procedure, whichever is most frequent. 

Different control limits have been established relative to method blanks for 
the Low-Level and Non-Criteria analyses since the target compounds in Table 
8-1 are present as "laboratory contaminants" in method blanks at the ppt 
concentration level. 

For the Low-Level analyses, an acceptable method blank analysis must not 
contain any carcinogenic PAH in Table 8-1 at concentrations greater than or 
equal to the Method Detection Limits (MDL) in Figure 10-1 or any non-
carcinogenic PAH at a concentration greater than 5 times the MDL. For the 
Non-Criteria analyses, an acceptable method blank does not contain any PAH in 
Table 8-1 above 10 micrograms per liter. If the method blanks do not meet 
these criteria, the analytical system is out of control and the source of the 
contamination must be investigated and corrective measures taken and 
documented before further sample analysis proceeds. 

* A case is a group or a set of samples collected from a particular site over a 
given period of time. 
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"• 11.1.2 Surrogate Compound Analysis 

As detailed in the RMAL SOP (Appendix B), the laboratory will spike all 
samples and quality control samples with deuterated PAH surrogate compounds. 
The surrogate compound will be spiked into the sample prior to extraction to 
measure individual sample matrix effects associated with sample preparation 
and analysis. 

RMAL will take corrective action whenever the surrogate recovery is outside the 
acceptance criteria shown below. The corrective action is described in Section 
15 of this QAPP. 

Acceptance Criteria % 
Surrogate Low-Level Non-Criteria 

Naphthalene-d8 14-108 25-175 
Fluorene-dlO 41-162 25-175 
Chrysene-dl2 10-118 25-175 

11.1.3 Matrix Spike/Matrix Spike Duplicate Analysis 

{ ^ Low-Level PAH matrix spike and matrix spike duplicate samples will be analyzed 
as outlined in the RMAL SOP (Appendix 8). Non-Criteria PAH matrix spike and 
matrix spike duplicate samples will be analyzed pursuant to the criteria of 
CLP SOW-2/88. 

The laboratory will spike and analyze 5% matrix spike and matrix spike 
duplicate samples. RMAL will spike seven representative compounds into water. 
These compounds and the spiking levels are listed below: 

Low-Level Non-Criteria 
Naphthalene 10 ng/L 50 ug/L 
Fluorene 10 50 
Chrysene 10 50 
Indene 10 50 
Quinoline 10 50 
Benzo(e)pyrene 10 50 
2-methyl naphthalene 10 50 
• 

The matrix spike criteria for data validity are as follows: 

0 The average of the percent recoveries for all compounds must 
fall between 20 and 150 percent. 

0 Only one compound can be below its required minimum percent 
• recovery. These minimum percent recoveries are: 
1) 10% for chrysene 
2) 20% for all other compounds. 

Corrective action will be performed if these criteria are not achieved as 
described in Section 15. 
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11.1.4 Duplicates 

Relative percent difference between duplicates will be calculated for each 
detected compound per procedures outlined in Section 14.3. of this QAPP. 

11.1.5 Internal Standard Areas 

The area of the internal standard will be monitored on each analysis. The area 
from the daily calibration standard will be used to set a daily acceptance 
criteria. If the internal standard areas in samples changes by more than a 
factor of two (-50% to -f 100%) from the daily standard, corrective action must 
be performed. Additionally, the retention times of internal standards must 
agree to +/- 30 seconds of the daily standards. 

11.2 Extended Analysis y 

The internal quality control checks for Extended Analyses will consist of 
surrogate spikes, matrix spikes, matrix spike duplicates, method blanks, etc. 
as described in the CLP SOW for semivolatile organics. The acceptance 
criteria are as defined in the SOW. 

11.3 Phenolics 

The internal quality control checks for phenolics will mimic those for 
inorganics in the CLP program and will include the analysis of a method blank, 
a laboratory check standard, a matrix spike sample, a matrix spike duplicate, 
and a duplicate sample. The specific details for each of these QC checks are 
summarized below. 

11.3.1 Blanks 

A "Preparation Blank" is analyzed with each batch of 20 samples. This blank is 
carried through the entire procedure, including the distillation step. 
Additional blanks, termed "Initial Calibration Blank" (ICB) and "Continuing 
Calibration Blank", (CCB) are also analyzed. These blanks are used only to 
evaluate the determinative step and are not distilled. They are analyzed at a 
frequency of one ICB per 20 samples and one CCB per 10 samples. 

An acceptable blank must not contain phenolics above the nominal reporting 
limit of 5 micrograms per liter. If any of the blanks contain phenolics above 
5 micrograms per liter, the system is out of control and corrective action 
must be performed. 
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11.3.2 Laboratory Check Standard 

The calibration Is verified by the analysis of two different laboratory check 
standards. An "Initial Calibration Verification" (ICV) check standard Is 
analyzed at a frequency of one per 20 samples. This check Is carried through 
the entire procedure, Including the distillation step. The measured value from 
this check standard must be between 75% and 125% of the true value. 

A "Continuing Calibration Verification" (CCV) check standard Is analyzed at a 
frequency of one per 10 samples. This standard Is used to verify the 
determinative step only. The measured value must be between 85% and 115% of 
the true value. 

If the measured values from the check standards-afq^riot within control limits, 
the system Is out of control and corrective action must be performed. 

11.3.3. Matrix Spikes/Matrix Spike Duplicates 

As for the other tests, matrix spikes and matrix spike duplicates will be 
performed at a frequency of 5%. The spike level Is 50 micrograms per liter. 
The recovery of the matrix spike must be between 75% and 125%. Corrective 
action Is performed If these criteria are not achieved. 

11.3.4 Duplicates 

Field duplicate analyses are performed at a frequency of 10%. Corrective 
action is performed If the relative difference from the duplicate analysis 1s 
greater than 70%. 
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12. PERFORMANCE AND SYSTEM AUDITS 

The ability of the Sampling Team to successfully monitor pumping wells and 
monitor wells, and the ability of the laboratory to successfully analyze 
groundwater samples will be confirmed by a series of audits conducted In 
conjunction with the Implementation of the groundwater monitoring program 
established In the Consent Decree-RAP. 

12.1 Field Audits 

EPA Region 5 Central Regional Laboratory (CRL) and the Central District Office 
(COO) are responsible for the external audits of field activities, Including 
field sampling and measurements, for compliance of requirements specified for 
this project. The Quality Assurance Manager and/or Field Team Leader of ENSR 
will be responsible for Internal audits to see If field sampling and 
measurements are properly followed. 

12.2 Laboratory Audits 

RMAL participates In a variety of federal and state certification programs, 
(Including the EPA CLP), that subject the laboratory to stringent systems and 
performance audits on a regular basis. A system audit Is a review of 
laboratory operations conducted to verify that the laboratory has the 
necessary facilities, equipment, staff and procedures In place to generate 
acceptable data. A performance audit verifies the ability of the laboratory 
to correctly Identify and quantltate compounds In blind check samples 
submitted by the auditing agency. The purpose of these audits Is to Identify 
those laboratories that are capable of generating scientifically sound data. 

12.2.1 External Audits 

RMAL will be subjected to EPA performance and system audits for approval/ 
disapproval specific to the requirements of this program. The Lubeivtituiji us. 
Sclentifle SupputI Sutllon (LSS3)--»r EPA Region 5 Central Regional Laboratory 
(CRL) Is responsible for the audits. 

12.2.2 Internal Audits 

In addition to external audits conducted by EPA Region 5 CRL, the City of St. 
Louis Park and/or Northwest Regional Quality Assurance Manager of ENSR 
(offlced In Fort Collins, Colorado) will be responsible for at least biennial 
auditing of the RMAL laboratory. Audit procedures will Include both system 
audits and performance audits as necessary to satisfy the City that RMAL Is 
capable of rendering satisfactory laboratory services under this QAPP (see 
Figure 12-1 for the City of St. Louis Park Audit Checklist). 
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CITY OF ST. LOUIS PARK AUDIT CHECKLIST 

Sample Receiving 

Are refrigerator/cold storage area temperatures recorded daily and 
are records properly maintained? 
Comments: 

Are sample chain-of-custody forms completed properly? 
Comments: 

Are the temperatures of the coolers being checked and recorded? 
Comments: 

Are volatile samples stored separately? 
Comments: 

Is access to sample storage area restricted? 
Comments: 

Data Review 
/ 

Are all calculations checked by the analyst for accuracy and 
completeness? 
Comments: 

Are anomalies documented and reported? 
Comments: 

What corrective actions are taken when the analytical results fail 
to meet QC criteria? 
Comments: 

gt^ndard Preparetipn 

Are Class S weights used to check the balances? 
Comments: 

Are non-EPA and non-NBS neat materials compared to EPA or NBS 
whenever possible? 
Comments: 

Have expired standards and reagents been discarded? 
Comments: 

Inoroanics 

Is the conductivity of the Milli-Q water system checked daily and 
recorded? 
Comments: 

Is linearity verified (correlation coefficient of at least 0.995) 
before sample analysis? 

Figure I2-I City of St. Louis Park Audit Checklist 

m. m 
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Figure 12-1 (continued) 

lES m 
If the CCV does not meet acceptance criteria, is the system 
recalibrated and are all affected samples reanalyzed? 
Comments: 

Organic Extraction 

Are all reagents and solvents screened for potential contamination? 
Comments: 

What is the source of reagent water? 
Comments: 

Are spiking solutions and standards prepared from separate stocks? 
Comments: 

Is glassware cleaned appropriately? 
Comments: 

Are the hood airflows checked and how often are they checked? 
Comments: 

C Hi 
Are current SOP's available for all personnel In the area? 
Comments: 

Is preventive maintenance performed on all instruments? 
Comments: 

Have MDL studies been performed on all methods? 
Comments: 

Are method blanks analyzed with every batch of samples? 
Comments: 
Are results of QC samples verified to determine if QC criteria has 
been met before sample analysis begins? 
Comments: 

Are QC results which are outside of acceptance limits checked for 
error? 
Comments: 

Are corrective actions taken as necessary and documented and 
samples reprepped/reanalyzed? 
Comments: 

Are logbooks reviewed periodically, as indicated by the signature/ 
date/comments of the reviewer? 
Comments: 
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13. PREVENTIVE MAINTENANCE 

Since instrumental methods of analysis require properly maintained and 
calibrated equipment, the operation and maintenance of modern analytical 
instrumentation is of primary importance in the production of acceptable data. 
In order to provide this data, RNAL subscribes to the following programs: 

0 maintenance agreements/service contracts with Instrument 
manufacturers 

0 laboratory preventive maintenance program 

13.1 Service Contracts 

Analytical equipment utilized by RHAL laboratory personnel for this project 
are covered by maintenance agreements with the instr^ument manufacturers. 
These manufacturers provide for both periodic "pf^entive" service calls as 
well as the non-routine or emergency calls. 

13.2 Instrument Logbooks 

Individual instrument logbooks are maintained for each piece of equipment and 
located near the instrument. General information contained in the logbooks 
include: 

0 Inventory information: 
equipment name, model number, serial number, manufacturer, date of 
acquisition, original cost 

0 Service tasks and intervals: 
cleaning, calibration, operation based on the manufacturer's 
recommended schedule, and previous laboratory experience 

0 Service record: 
date of breakdown, date of return to service, downtime, problems, 
repairs, cost of repairs, who performed the repairs, parts required, 
etc. 

0 calibration/performance checks 
0 daily operational notes 

Analysts are referred to manufacturers' operating manuals for specific 
procedures to be followed in the operation and/or maintenance of the 
individual instruments. 

Laboratory preventive maintenance includes any tasks that can be performed 
in-house, i.e., systematic cleaning of component parts as recommended in the 
instrument manual. If problems cannot be corrected by laboratory personnel, 
the instrument service representative is contacted and a service call 
requested to correct the problem. 
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13.3 Field Equipment 

All field equipment shall be inspected daily for damaged or missing pieces, 
which will be replaced as needed. 

13.3.1 Thermometer 

The field workers will handle the thermometer with care to preserve its 
measurement integrity. After each use, the thermometer will be rinsed with de-
ionized or potable water, wiped dry, and returned to its protective case. 

13.3.2 Water Level Measurement Tape 

Before each use, the battery will be checked using ttie equipment's element test 
function, and replaced if necessary. The tape «nd probe will be wiped Clean 
and rinsed with de-ionized or potable water after each use. 

13.3.3 Hydrolab 

The hydrolab instrument shall be maintained in accordance with the 
manufacturer's requirements. In particular, the battery will be checked daily, 
and replaced if necessary. The instrument shall be operated and stored at 
temperatures above freezing, to avoid damaging the instrument. After each use, 
the instrument will be rinsed with potable or de-ionized water, wiped dry and 
returned to its storage container. The sonde unit must be covered with its 
protective, water-filled cap. 
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14. SPECIFIC PROCEDURES TO ASSESS DATA PRECISION, ACCURACY AND COMPLETENESS 

A quality control program Is a systematic process that controls the validity of 
analytical results by measuring the accuracy and precision of each method and 
matrix, developing expected control limits, using these limits to detect errors 
or out-of-control events, and requiring corrective action techniques to 
correct, prevent or minimize the recurrence of these events. The quality 
assessment techniques described below consist of the techniques used to assure 
that statistical control has been achieved. 

The accuracy and precision of sample measurements are influenced by both 
external and interna! factors. External factors or errors are those associated 
with field collection and sample transportation. Internal factors or errors 
are those associated with laboratory analysis. External factors are defined i 
briefly in Section 14.I. Internal factors are defined in Section 14.2. 

14.1 External Components 

The results for quality control samples taken in the field represent the best 
estimates of accuracy and precision for the samples, since these values 
reflect the entire process from sample collection through sample analysis. 
The frequency of these control samples is described in Sections 5 and 6. 
Below is a brief description of the information provided by each of these 
control samples: 

0 Field blank - provides an estimate of bias based on contamination; 
includes effects associated with sample preservation, shipping, 
preparation, and analysis. 

0 Field collected samples or duplicates - independent samples collected 
at the same point in space and time. These give the best measurement 
of precision for sample collection through analysis. 

14.2 Internal Components 

The results of quality control samples created in the laboratory represent 
estimates of analysis and precision for the preparation and analysis steps of 
sample handling. This section describes the quality control-type information 
provided by each of these analytical measurements. The frequency of each of 
these measurements is discussed in Sections 5 and/or II. 

0 Surrogates - provide an estimate of bias based on recovery of similar 
compounds, but not the compounds analyzed, for each sample, 
preparation and analysis. 
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0 Internal standard - an analyte that has the same characteristics as 
the surrogate, but Is added to the sample extract Just prior to 
analysis. It measures bias or change In instrument performance from 
sample to sample, Incorporating matrix effects associated with 
the analysis process only. 

0 Matrix spikes/Matrix spike duplicates - the matrix spike Is added 
prior to preparation and analysis. The analyte used Is the same as 
that being analyzed and usually Is added to a selected few samples 
In a batch of analyses. It Incorporates matrix effects associated 
with the laboratory analysis. 

0 Method blanks - provide an estimate of bias based on contamination. 

14.3 Calculation Techniques 

The quality assessment procedures described abovrrequire calculations of 
relative percent difference (duplicate analyses) and percent recovery (matrix 
and surrogate spikes). The techniques for performing these calculations are 
described below. 

0 Precision - is the degree to which the measurement Is reproducible. 
Precision Is assessed by duplicate measurements by calculating the 
Relative Percent Difference (RPD) between duplicate measurements. 
The RPD Is calculated as follows: 

IDi - D2I 
RPD » —= X 100 

(Dj + D2)/2 

where: RPD = relative percent difference 

D] > first sample value 

D2 ° second sample value (duplicate) 

0 Accuracy - Is a determination of how close the measurement Is to the 
true value. 

The determination of the accuracy of a measurement requires a 
knowledge of the true or accepted value for the signal being 
measured. Accuracy may be calculated In terms of percent recovery as 
follows: 

X Percent Recovery » j x 100 
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where: 

X - the observed value of measurement 

T • "true" value 

9 Completeness - Is a measure of the amount of valid data obtained from 
a measurement system compared with the amount that was expected to 
be obtained under correct normal conditions. 

To be considered complete, the data set must contain all QC check 
analyses verifying precision and accuracy for the analytical 
protocol. In addition, all data are reviewed in terms of stated 
goals in order to determine if the data'base is sufficient. 

When possible, the percent completeness for each set of samples is 
calculated as follows: 

valid data obtained 
Completeness x 100% 

total data planned 
Comparability - expresses the confidence with which one data set 
can be compared to another data set measuring the same property. 
Comparability is ensured through the use of established and 
approved analytical methods, consistency in the basis of analysis 
(wet weight, volume, etc.), and consistency in reporting units 
(ppt, ppb, etc.). 
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15. CORRECTIVE ACTION 

Corrective actions are required whenever an out-of-control event or potential 
out-of-control event is noted. The investigative action taken is somewhat 
dependent on the analysis and the event. 

Laboratory personnel are alerted that corrective actions may be necessary if: 

0 QC data are outside the warning or acceptable windows for precision 
and accuracy; 

0 Blanks contain target analytes above acceptable levels; 

0 Undesirable trends are detected in spike recoveries or RPO between ' 
duplicates; 

0 There are unusual changes in detection limits; 

0 Deficiencies are detected by the QA department during internal or 
external audits or from the results of performance evaluation 
samples; or 

0 Inquiries concerning data quality are received. 

Corrective action procedures are often handled at the bench level by the 
analyst, who reviews the preparation or extraction procedure for possible 
errors, checks the instrument calibration, spike and calibration mixes, 
instrument sensitivity, and so on. If the problem persists or cannot be 
identified, the matter is referred to the laboratory supervisor, manager and/or 
QA department for further investigation. Once resolved, full documentation of 
the corrective action procedure is filed with the QA department. 

Generally, out-of-control events or potential out-of-control events are noted 
on an out-of-control event form (see Figure 15-1). This form is part of the 
data package and, thus, must bo completed prior to data approval. If an out-
of-control event does occur during analysis, for instance, a surrogate recovery 
falls out the expected range, the analyst must describe on this form: the 
event, the investigative and corrective action taken, and the cause of the 
event, and notify the Laboratory Quality Control Director. In some cases, 
investigation of an out-of-control event will reveal no problems. In such 
cases, only the event and the investigative action is recorded. If an out-of--
control event is discovered during data package review, the Laboratory Quality' 
Control Director notifies the supervisor for corrective action. 
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PARAMETER QC LOT 

PROBLEM (Be specific): 

ANALYST: DATE: 

CORRECTIVE ACTION TAKEN, RESULTS OF ACTION: 

C 

SUPERVISOR COMMENTS AND FOLLOW-UP ACTIONS/RESULTS: 

QUALITY ASSURANCE APPROVAL AND COMMENTS: 

ANALYST: DATE: 

SUPERVISOR: DATE: 

QA/QC: DATE: 

Figure 15-1 Out of Control Form 
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15.1 Low-Level and Extended PAH Analyses 

15.1.1 Surrogates 

As discussed in Section 11.1.2, corrective action will be performed whenever 
the surrogate recovery Is outside the following acceptance criteria: 

Surrooate Acceptance Criteria % 
Lw-Uve1 Non-Criteria 

Naphthalene-d8 14-108 25-175 
Fluorene-dlO 41-162 25-175 
Chrysene-dl2 10-118 25-175 ^ 

1 

The following corrective action will be taken w^^r'equlred as stated above: 
y' 

a) Check calculations to assure there are^o errors; 

b) Check Internal standard and surrogate solutions for degradation, 
contamination, etc., and check Instrument performance; 

c) If the upper control limit Is exceeded for only one surrogate, and 
the Instrument calibration, surrogate standard concentration, etc. 
are In control. It can be concluded that an Interference specific to 
the surrogate was present that resulted in the high recovery and this 
Interference would not affect the quantitation of other target 
compounds. (The presence of this type of interference can be 
confirmed by evaluating the chromatographic peak shapes and Ion 
Intensities of the surrogates.) 

d) If the surrogate could not be measured because the sample required a 
dilution, no corrective action Is required. The recovery of the 
surrogate Is recorded as D with the note surrogate diluted out. 

e) Reanalyze the sample or extract If the steps above fall to reveal a 
problem. If reanalysis of the extracts yields surrogate spike 
recoveries within the stated limits, then the reanalysis data will be 
used. Both the original and reanalysis data will be reported. 

15.1.2 Matrix Spikes/Matrix Spike Duplicates 

The matrix spike criteria for data validity are as follows: 

0 The average of the percent recoveries for all compounds must fall 
between 20 and 150 percent. 

0 Only one compound can be below Its required minimum percent recovery. 
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If the matrix spike criteria are not met, the matrix spike analysis will be 
repeated. If the subsequent matrix spike analysis meets the criteria, the 
data will be considered valid. Both matrix spike and surrogate spike 
recoveries will be used in assessing quality assurance/quality control for 
RMAL's analytical work. 

15.1.3 Blanks 

If non-carcinogenic PAH are detected in any Low-Level QC method blanks above 
the MDL but less than 5 times the MDL the corrective action will consist of 
flagging the data and investigating the source of the problem to Implement a 
corrective action for future work. If the concentration of carcinogenic PAH 
in the method blank exceeds the MDL or the concentration of non-carcinogenic 
PAH in the method blank exceeds five times the MDL, additional corrective , 
action, including but not limited to, reanalyses of/the blank and reanalyses 
of the samples may be required. 

If target compounds are detected in Non-Criteria method blanks above 10 
micrograms per liter, the corrective action will consist of flagging the data 
and investigating the source of the problem to implement a corrective action for 
future work. 

The relative concentration of compounds in both the samples and the blank are 
assessed as part of this corrective action. The results of these activities 
are documented in the narrative. 

15.2 Other Corrective Actions 

These sections discuss corrective actions which will be taken in the event that 
a sample or sample extract is lost or destroyed during shipment, storage or 
analysis, or in performance and system audits. 

15.2.1 Samples 

In order to minimize the possibility of sample destruction during shipment, six 
1-liter bottles will be taken for all Low-Level (ppt) samples. For all 
samples, field blanks and matrix spikes and duplicates, subsequent extraction 
and analysis will be conducted on four intact 1-liter bottles. All field 
blank duplicates will be extracted and held. In the event that the field 
blank is lost during analysis or invalidated, the duplicate field blank will 
be analyzed and reported. Additional sample matrix will be required for 
matrix spike analyses. 

If less than four liters of a sample remains after shipment and storage for 
analysis, the Program Manager will be notified and another sample will be 
collected and shipped to the laboratory for analysis. The analysis report for 
the sample batch containing the affected sample will clearly note in the 
discussion section that a replacement sample was taken. 
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15.2.2 Sample Extracts 

If a sample extract Is broken or lost during analysis, the Program Manager will 
be notified and will be responsible for determining the need for replacing the 
lost sample. The analysis report for the sample batch containing the affected 
sample will clearly note in the discussion section the action taken. 

15.2.3 Quality Control Samples 

If a method blank, or matrix spike and Its duplicate is lost or broken during 
analysis, a replacement QC sample will be sampled and analyzed. The analysis 
report will clearly note that a replacement QC sample was analyzed. 

If a field blank is lost or broken during shipment, storage, or analysis, its > 
duplicate will be analyzed. The analysis report foT the sample batch 
associated with the field blank will clearly not^the occurrence in the 
discussion section. 

15.2.4 Performance and System Audits 

Each system audit is imnediately followed by a debriefing, in which the auditor 
discusses his findings with the laboratory representatives. The debriefing 
serves a two-fold purpose. First, laboratory management Is afforded an early 
summary of findings, which allows them to begin formulating corrective 
strategies, and second, the auditor has a chance to test preliminary 
conclusions and to correct any misconceptions before drafting his report. 

The systems audit report (which may or may not contain performance audit 
findings) is first issued in draft to the Laboratory Quality Control Director. 
The QC Director distributes the draft to the Laboratory Director and 
appropriate supervisors to solicit comments and/or rebuttals. These responses 
are forwarded. In writing, to the auditor. The auditor makes revisions to the 
draft, on the basis of these responses, at his discretion. Any points of 
disagreement between the QA department and the laboratory organization are 
resolved through discussion before the final report Is Issued. Written 
responses to the draft report are attached to the final report as an appendix. 

Final audit reports are Issued to project management and to corporate 
management. Items requiring corrective action are documented on a Corrective 
Action Request Form addressed to the Project Manager. One copy Is retained by 
QA upon issuance. The Project Manager receives the original and one copy. Whpn 
satisfactory progress has been achieved on each requested action, the Project 
Manager or designee enters descriptions of actions and results on the form, thbn 
retains the copy and returns the original to QA to close the loop. 
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16. QUALITY ASSURANCE REPORTS TO MANAGEMENT 

Executing and administering an effective QA program in a large and 
complex laboratory system demands the skills of a highly qualified staff. The 
organizational structure of Enseco's Quality Assurance Group (Fig. 16-1) 
provides a disciplined national management network which oversees and 
regulates all laboratory QA functions. • 

Enseco's Quality Assurance Group is headed by Kathleen A. Carlberg. Corporate 
Vice President of Quality Assurance, who reports directly to the Enseco 
Executive Committee and to the Chairman of the Board. As principal architect 
of Enseco's QA program, Ms. Carlberg has charted a rigid course to monitor and 
control laboratory operations. This involves the intricate process of 
developing QA manuals, QC protocols, training programs, Standard Operating 
Procedures (SOP's), uniform statistical data, inter!aboratory and 
intra!aboratory performance evaluation studies, ̂  ^^nternal auditing 
programs. Ms. Carlberg is responsible for the administration and 
implementation of the QA program at all Enseco laboratories. 

Laboratory QA activities are specifically designed to fulfill the requirements 
of both the individual laboratory and Enseco. Directing these activities as 
Division Director, Mark J. Bollinger, Ph.D. works closely with the laboratory 
Quality Assurance Director, Gary Torf, who enforces and monitors the program. 

Because a QA program undergoes its most stringent test at the laboratory 
level. Laboratory QA Officers hold a cornerstone position in the 
organizational structure. Enseco QA Officers are highly skilled analytical 
scientists, knowledgeable in all aspects of laboratory operations. Their 
responsibilities include diagnosing quality defects and resolving problems 
with the analytical system; conducting performance evaluation studies, 
in-house audits, and walk-throughs; performing statistical analyses of data; 
auditing spike sample results; enforcing chain-of-custody procedures; 
assisting in the development of QA manual, SOPs and QC protocols; conducting 
QA training programs; and maintaining extensive records and archives of all 
QA/QC data. 

Laboratory QA Officers report to both the Division Director and to Ms. 
Carlberg. They also interface with one another in a peer evaluation and 
auditing system that encourages assistance and feedback, problem analysis, and 
collaboration on ways to improve laboratory performance. 

In conjunction with the Laboratory QA Department, laboratory vice presidents, 
directors, and managers are responsible for a subset of QA activities, and 
work closely with supervisors to evaluate daily laboratory functions. 
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The reporting system is a valuable tool for measuring the overall effectiveness 
of the QA program. It serves as an instrument for evaluating the program 
design, identifying problems and trends, and planning for future needs. 
Divisional QA Directors submit extensive monthly reports to the VP of QA and 
the Divisional Director. These reports include: 

0 The results of all systems audits including any corrective actions 
taken; 

0 Performance evaluation scores and commentaries; 

0 Results of site visits and audits by regulatory agencies and clients; 

0 Performance on major contracts, (including CLP); 

0 Problems encountered and corrective actfopi taken; 

0 Holding time violations; and 

0 Comments and recommendations. 

In addition, on a weekly basis, a sumnary of the 5% QA audit of reported data 
is sent to the Corporate QA Office. 

The VP of QA submits weekly reports to the CEO and monthly report to the Enseco 
Management Committee and each Divisional Director. These reports summarize the 
information gathered through the laboratory reporting system and contain a 
thorough review and evaluation of laboratory operations throughout Enseco. 
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Title: Ground-Water Sample Collection from HUmber: 7130 
Monitoring Wells Revision: 1 
(REFER TO QAPP SECTION 6.5.4.1 

1.0 Applicability . 

This Standard Operating Procedure (SOP) is concerned with the 
collection of valid and representative samples from ground-water 
monitoring wells. The scope of this dociiment is limited to field 
operations and protocols applicable during ground-water san^Ie 
collection. 

2.0 Responsibilities 

The site coordinator or his delegate will have the respQnsibility to 
oversee and ensure that all ground-water sampling is performed in 
accordance «rith the project-specific sampling program and this SOP. In 
addition, the site coordinator must ensure that all field workers are 
fully apprised of this SOP. The field team is responsible for proper 
sample handling as specified in SOP 7510, Handling and Storage of 
Samples. ; 

3.0 Supporting Materials . 

The list below identifies the types of equipment which may be used for 
a range of ground water-sampling applications. Prom this list, a 
project-specific equipment list will be selected based upon project 
objectives, the depth to ground-water, purge volumes, analytical 
parameters and well construction. The types of sasvling equipment are 
as follows: 

e Purging/Sample Collection 

Bailers 
Centrifugal Pump 
Submersible Pump 
Peristaltic Pump 

e Sample Preparation/Field Measurement 

pH Meter 
Specific Conductance Meter 
Filtration Apparatus 
Water-Level Measurement Bquipment 

Additional equipment to support sample collection and provide baseline 
worker safety will be required to some extent for each sampling task, 

'mie additional materials are separated into two priMry groups: 
general equipment tihich is reusable for several sasvlings, and 
materials which are expendable. 
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e General-

Pro ject-specific sampling program 
Deionized-water dispenser bottle 
Methanol-dispenser bottle 
Site-specific Health & Safety equipment (gloves, respirators, 
goggles) 
Field data sheets and/or log book 
Preservation solutions 
Sample containers 
Buckets and intecmediate containers 
Coolers 
First-Aid kit 

e Expendable Materials 

Bailer Cord 
Respirator Cartridges 
Gloves 
Water Filters ^ 
Chemical-free paper totfels 
Plastic sheets 

Equipment checklists have been developed to aid in field trip 
organization and should be used in preparation for each trip. 

4.0 Water-Level Measurement 

4.1 Introduction 

Prior to obtaining a water-level measurement, cut a slit in one 
side of the plastic sheet and slip it over and around the well, 
creating a clean surface onto which the sampling equipment can be 
positioned. This clean trarking area should be a minimum of eight 
feet square. Care will be taken not to kick, transfer, drop, or 
in any way let soil or other materials fall onto this sheet unless 
it comes from inside the well. Do not place meters, tools, 
equipsient, etc. on the sheet unless they have been cleaned first 
irith a clean rag. 

After unlocking and/or opening a monitoring well, the first task 
will be to obtain a water-level measurement. Hater-level 
measurements will be made using an electronic or mechanical 
device. Electronic measurement devices will be used in all wells 
wherein a clearly audible sound cannot be produced with a 
mechanical device. 
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4.2 Well Security 

Unlock and/or open the monitoring well. Enter a description of 
condition of the security system and protective casing on the 
Ground-Water Sasiple Collection Record shown in Figure 1. 

4.3 Measuring Point 

Check for the measuring point for the well. The measuring point 
location should be clearly marked on the outermost casing or 
identified in previous sample collection records. If no measuring 
point can be determined, a measuring point should be established. 
Typically the top (highest point) of the protective or outermost 
well easing will be used as the measuring point. The measuring 
point location should be described on the Ground-Water Sample 
Collection Record and should be the same point used for all 
subsequent sasvling efforts. ./• 

4.4. Measurement 

To obtain a water-level measurement lower a clean steel, 
fiberglass tape into the monitoring well. Care must be taken to 
assure that the trnter-level measurement device hangs freely in the 
monitoring well and is not adhering to the wall of the well 
casing. The water-level measuring tape will be lowered into the 
well until the audible sound of the unit is detected or the light 
on an electronic sounder illtiminates. At this time the precise 
measurement should be determined (to hundredth of a foot) by 
repeatedly raising and lotraring the tape to converge on the exact 
measurement. The water-level measurement should be entered on the 
Ground-Water Sample Collection Record. As well point of measurement 
should be indicated; i.e.. top of protective casing, top of pueriser, 
ground level. 

4.5 Decontamination 

The measurement device shall be decontaaiinated immediately after 
use with a methanol soaked towel. Generally only that portion of 
the tape which enters the water table should be cleaned. It is 
important that the measuring tape is never placed directly on the 
ground surface. 

S.O Purge-Volume Computation 

All monitoring wells to be purged prior to saa^le collection. 
Depending upon the ease of purging, 3 to 10 volumes of ground water to 
be determined by hydrogeologing prior to sampling present in a wall 
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shall be withdrawn prior to sample collection or one volume if well can 
be purged dry. The volume of water present in each well shall be. 
computed based on the length of water column and well casing diameter. 
The water volume shall be computed, using Figure 2. 

6.0 Well-Purging Methods 

6.1 Introduction 

Purging must be performed for all ground-water monitoring wells 
prior to saa^le collection in order to remove stagnant water from 
within the well casing and ensure that a representative sample is 
obtained. The following sections explain the proper procedures 
for purging and collecting water samples from monitoring wells. 

Three general types of equipment are used for well purging: 
bailers, surface pumps, or do%m-well submersible p\anps. 

In all eases pH and/or specific conductance will be oumitored 
during purging. Field parameter values will be entered on the 
Ground-Water Saa^le Collection Record along trith the corresponding 
purge volume. 

6.2 Bailing 

In many cases bailing is the most convenient method for well 
purging. Bailers are constructed using a variety of materials; 
generally, PVC stainless steel, and Teflon*. Care must be taken 
to select a specific type of bailer that suits a study's 
particular needs. Teflon* bailers are generally most "inert" 
and are used most frequently. Keep in mind the diameter of each 
monitoring well so that the correct size bailers are taken to the 
site. It is preferable to use one bailer per well; however, field 
decontamination is a relatively simple task if required. 

Bailing presents two potential problems with well purging. First, 
increased suspended solids may be present in sanvles as a result 
of the turbulence caused by raising and lotrering the bailer 
through the water coliann. High solids concentrations way require 
that total suspended solids (TDS) and the chemical character of 
solids be evaluated during sample analyses. Second, bailing may 
not be feasible for wells Which require that greater than twenty 
(20) gallons be removed during purging. Such bailing conditions 
mandate that long periods be spent during purging and sample 
collection or that centrifugal ptaops be used. All ground-water • 
collected from monitoring wells for subsequent volatile organic 
compound analyses shall be collected using bailers, regardless of 
the purge method. 
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6 .3 Surface- Pushing 

Cround-vater withdrawal using pumps located at the ground surface 
is cosntonly performed with centrifugal or peristaltic pumps.' 

All applications of surface pumping will be governed by the depth 
to the ground-water surface. Peristaltic and centrifugal pumps 
are limited to conditions where ground water need only be raised 
through approximately 20 feet of vertical distance. The lift 
potential of a surface pushing system will depend upon the net 
positive suction head of the pump and the friction losses 
associated with the particular suction line, as wall as the 
relative percentage of suspended particulates. 

Surface ptm^ing can be used for many applications of well purging 
and ground-water saaiple collection. In all cases, pumping cannot 
be used for the collection of samples to be analyzed for volatile 
organic confounds (VOCs). ; 

y" 

6.3.1 Peristaltic Pump 

Peristaltic pumps provide a low rate of flow typically in 
the range of 0.02-0.2 gallons/min (75-750 ml/min). For 
this reason, peristaltic pumps are not particularly 
effective for well purging. Peristaltic pumps are suitable 
for purging situations trtiere disturbance of the mter 
column must be kept sdnimal for particularly sensitive 
analyses. Peristaltic puiops are most often.used in 
conjunction %rith field filtering of sasyles and therefore 
can be used to obtain water saavles for direct filtration 
at the wellhead. 

6.3.2 Centrifugal Pump 

Centrifugal pumps are designed to provide a high rate of 
pushing, in the range of 10-40 gallons per minute (gpm), 
depending on pump capacity. Discharge rates can also be 
regulated sometihat provided the pusqp has an adjustable 
throttle. 

When centrifugal pumps are used, samples should be obtained 
from the suction (influent) line during pushing by an 
entrapment scheme as sho%fn In Figure 3. Construction of 
this Buttling scheme is relatively sisyle and will not be 
explained as part of this SOP. It is suggested that if 
samples cannot be obtained before going through the pump,' 
that saayles be obtained by using a bailer once pumping has 
ceased. Collecting samples from the pump discharge is not 
recommended. 
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6.3.3 Submersible Pump 

Submersible pumps provide an effective means for well, 
purging and in some cases sample collection. Submersible 
pumps are particularly useful for situations where the 
depth to mter table is greater than twenty (20-30) feet 
and the depth or diameter of the well requires that a large 
purge volume be removed during purging. 

ERT uses the Johnson-Keck pump model SP-81 which has a 1.75 
inch diameter pump unit. The pump diameter restricts use 
to monitoring wells which have inside diameters equal to or 
greater than two (2) inches. As with other pump-type 
purge/saavle collection methods, submersible pumps will not 
be used for the collection of samples for analyses of 
volatile organic compounds. Submersible pua^s should never 
be used for well development as this will seriously damage; 
the pump. y 

7.0 Sample Collection Procedures 

7.1 Bailing 

Obtain a clean/decontaminated bailer and a spool of polypropylene 
rope or equivalent bailer cord. Using the rope at the end of the 
spool tie a bowline knot or equivalent through the bailer loop. 
Test the knot for security and the bailer itself to ensure that 
all parts are intact prior to inserting the bailer into the well. 

Remove the protective foil %rrapping from the bailer, and lower the 
bailer to the bottom of the monitoring well and cut the cord at a 
proper length. Boiler rope should never touch the ground surface 
at any time during the purge routine. 

Raise the bailer by grasping a section of cord using each hand 
alternately in a "rocking" action. This method requires that the 
aaavlers* hands be kept approximately 2-3 feet apart and that the 
bailer rope is alternately looped onto or off each hand as the 
bailer is raised and lowered. 

Bailed ground water is poured from the bailer into a graduated 
bucket to measure the purged water volume. 

For slowly recharging walls, the bailer is generally lowered to 
the bottom of the monitoring well and withdrawn slowly through the 
entire ifater column. Rapidly recharging wells should be purged by 
varying the level of bailer insertion to ensure that all stagnant 
water is removed. The «rater column should be allowed to recover 
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to 70-90% of its static volume prior to collecting a sample. 
Water samples should be obtained from midpoint or lower within the 
tiater column. 

Samples collected by bailing will be poured directly into sample 
containers from bailers trhich are full of fresh ground water. 
During sample collection, bailers will not be allowed to contact 
the sample containers. 

7.2 Peristaltic Pump 

Place a new suction and discharge line to the peristaltic ptu^. 
Silicon tubing must be used through the pump head. A second type 
of tubing may be attached to the silicon tubing to create the 
suction and discharge lines. Such connection is advantageous for 
the purpose of reducing tubing costs, but can only be done if 
airtight connections can be made. Tygon tubing trill not be used 
When performing well purging or collecting samples for organic 
analysis. The suction line must be^oiig enough to extend to the 
static ground-water surface and reiw further should drawdown 
occur during purging. 

Measure the length of the suction line and lower it down the 
monitoring well until the end is in the upper 2-5 inches of the 
water column present in the well. Start the pui^ and direct the 
discharge into a graduated bucket. 

Measure the pushing rate in gallons per minute by recording the 
time required to fill a selected volume of a bucket. Flow 
measurement shall be performed three times to obtain an average 
rate. 

The pumping shall be monitored to assure continuous discharge. If 
drawdown causes the discharge to stop, the suction line will be 
lowered very slowly further down into the well until pumping 
restarts. 

Measurements of pH and specific conductance will be made 
periodically during well purging. All readings irill be entered on 
the Ground-Uater Sample Collection Record. 

Samples trill be collected after the required purge volume has been 
withdrawn and the field parameters (pH and Specific Conductance) 
have stabilized. 

Uhen the saaple bottles are prepared, each shall be filled 
directly from the discharge line of the peristaltic pump. Care 
trill be taken to keep the puap discharge line from contacting the 
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sasqple bottles. Ground-water samples requiring filtration prior 
to placement in senile containers, will be placed in intermediate 
containers for subsequent filtration or filtered directly using 
the peristatic pump. 

At each monitoring point «rhen use of the peristaltic pimtp is 
complete, all tubing including the suction line, ptm^ head and 
discharge line must be disposed of. In some cases where sampling 
will be performed frequently at the same point, the peristaltic 
pump tubing may be retained between each use in a clean zip-lock 
plastic bag. 

7.3 Centrifugal Pump 

7.3.1 Direct Connection Method (Mote: This method requires that 
the well easing be threaded at the top.) 

Establish direct connection to bhe top of the monitoring ' 
trail if possible using pipe.,jeofiMctions, extensions, and 
elbotra, ifith Teflon* tape t^^Pping on all threaded 
conneetions. If the centrifugal pump will subsequently be 
used for sample collection, a sample isolation chamber will 
be placed in the suction line configuration as shotm in 
Figure 3. 

Prime the pump by adding tap water to the pump housing 
until the housing begins to overflow. 

Start the pump and direct the discharge into a graduated 
bucket or a bucket of known capacity (>2.5 gallons). 

Start the puaip and measure the pushing rate in gallons per 
minute by recording the time required to fill the graduated 
bucket. Flow measurement should be checked periodically to 
determine if pushing rates are continuous, fluctuating, or 
diminishing. If discharge stops, the pump will be 
throttled back to determine if pumping will restart at a 
lower rate. If pumping does not restart, the pump should 
be shut off to allow the well to recharge. 

Measurements of pH and specific conductance will be made 
periodically during well purging. All readings trill be 
entered on the Ground-Water Sample Collection Beeord. 
-S^snples trill be collected after the required purge volume 
has been trithdrawn and the field parameters (pH and 
Specific Conductance) have stabilized. Samples should be 
collected from an in-line discharge valve or with a 
bailer. The v^xmp should be properly decontaminated between 
wells. 
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7.3.2 Do«m-Well Suction-Line Method 

Lower a new suction line into the well. The suction line 
%fill have a total length great enough to extend to the 
imter table and account for a minimum of five (5) feet of 
drawdown. Vote should be made that dra%idown may exceed the 
depth where pumping will terminate as a result of a 
notation derived from suction-line conditions and the 
lift potential of the pun^. All connections should be made 
using Teflon* ferrules and Teflon* thread tnrapping 
tape. Run the pua^ as per Section 7.3.1. 

At each monitoring well when use of a centrifugal pump is 
complete, all suction line tubing should be disposed of 
properly. 

7.4 Submersible Pump 
I 

Prior to using a submersible ptmip, a check will be made of well 
diame'ter and alignment. A 1.75 inc^hamster decontaminated 
cylindrical tube should be lowered to the bottom of each 
monitoring well to determine if the aligiusent or plumbness of a 
well is ade^ate to accomnodate the submersible pump. All 
observations irill be entered in the Ground-Water Sasiple Collection 
Record. 

Slowly lower the submersible pump into the monitoring well taking 
notice of any roughness or restrictions trithin the riser. 

Count the graduations on the pua^ discharge line and stop lowering 
when the stainless steel portion is below the uppermost section of 
the static water column within monitoring well. Secure the 
discharge line and power cord to the well casing. 

Connect the power cord to the power source (i.e., rechargeable 
battery pack or auto battery monitor) and turn the pump on 
(forward mode). When running, the pump can usually be hoard by 
listening near the well head. 

Voltage and amperage meter readings on the pump discharge must be 
checked continuously. The voltage reading will decline slowly 
during the course of a field day representing the use of power 
from the battery. Amperage readings will vary depending upon the 
depth to water table. Amperage readings greater than 10 as^s 
usually indicate a high solids content in the ground water which 
may cause pump clogging and serious damage. If a steady increase 
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in amperage is observed, the pump should be shut off, allowed to 
stop, switched to the reverse mode, stopped again and then placed 
in forward mode. If high amperage readings persist, the pump 
should be withdrawn and checked using the large upright cylinder 
and tap water. Ground-water conditions such as high solids may 
require that an alternate purge/sastple method be used. 

Drawdown must also be monitored continuously by remaining near the 
well at all times and listaning to the ptimp. When drawdown 
occurs, a metallic rotary sound will be heard as the pump intake 
becomes exposed and ceases to discharge water, but continues to 
run. The •pump should be lotrared immediately to continue pusiping 
water within the uppermost section of the static water column. 
MOTE: The submersible pump cannot be allowed to run tihile not 
pumping for more than five seconds or the pump motor will bum out. 

If drawdotm continues to the extent that the well is pumped dry, 
the pump should be shut off and the well allowed to recharge. 
This on/off cycle may need to be repmaied several times in order 
to purge the well properly. 

Measurements of the pumping rate, pK, and specific conductance 
should be made periodically during well purging. All readings and 
respective purge volumes should be entered on the Ground-Water 
Sample Collection Record. 

While ptnnping is on-going and when sample bottles are prepared, 
- bottles will be filled directly from the discharge line of the 

pump taking care not to touch sample bottles to the discharge line. 

At each monitoring well when use of the submersible pump is 
complete, the puap, discharge line and power cord shall be 
decontaminated according to the procedures contained in the SOP 
for Decontamination. 

8.0 Sample Preparation 

8.1 Introduction 

Prior to sample transport or shipment, ground-water samples may 
require filtration and/or preservation dependent on the specific 
type of analysis required. 

Specific preservation techniques are described in the RPA 
document. Handbook for Sampling and Sample Preservation of Water 
and Wastewater (EPA-600/4-82-029}. The EPA manual and laboratory 
manager should be consulted during the planning stage of the 
project. Project-specific sampling plans shall be assembled using 
the approved procedures obtained from the EPA manual. 
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8.2 Filtration 

Ground-water saaples collected for dissolved netals analyses will 
be filtered prior to being placed in sainple containers. 
Groundrwater filtration will be performed using a peristaltic pump 
and a 0.45 micron, water filter. Typically the water filters are 
142 mm in diameter and are usually placed in 142 mm polycarbonate 
housings. 

The filtration of ground-water sauries shall be performed either 
directly from the monitoring tfell or from intermediate sample 
containers such as decontaminated buckets. In either case, well 
purging shall be performed first. Fresh ground tfater shall then 
be filtered and discharged from the filtration apparatus directly 
into sample containers. For most dissolved metal analyses, pK 
adjustment of the sample is also required and shall be performed 
after filling the sample bottles. This is generally accosylished 
using laboratory supplied compotmds such as sulfuric or nitric i 
acid and sodium hydroxide. 

9.0 Documentation 

A number of different doctnwnts must be completed and maintained as a 
part of ground-water sampling effort. The documents provide a summary 
of the saople-collection procedures and conditions, shipment method, 
the analyses requested and the custody history. The list of documents 
is: 

e Ground-irater sample collection record 
a Sample labels 
e Chain of custody forms and tape 
e Shipping receipts 

Sample labels shall be cos^leted at the time each sample is collected 
and will include the information listed below. A sample label is shown 
in Figure 4. 

e Client or project name 
e Sample number 
e Designation (i.e., identification of sample point no.) 
e Analysis 
e Preservative (e.g., filtration, acidified pK<2 HHO3) 
e Sas^le-collection date 
e Sampler's name 
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Figure 5 displays the chain of custody record used by ERT. The chain 
of custody form is the record sample collection and transfer of 
custody. Information such as the sample collection date and time of 
collection, sample identification and origination, client or project 
name shall be entered on each chain of custody record. In accordance 
vith 40 CFR 261.4(d) the following information must accompany all 
ground %fater samples trhich are known to be non-hazardous and to which 
U.S. Department of Transportation and U.S. Post Office regulations do 
not apply. Such information is: 

e sample collector's name, mailing address and telephone 
number, 

e analytical laboratory's name, mailing address and telephone 
number, 

e quantity of each sample, 
e date of shipment, and 
e description of sample. 

The chain of custody forms provide a locatipti for entry of the 
above-listed information. 

10.0 References 

EPA, Handbook for Sampling and Sample Preservation of Water and 
Wastewater EPA-600/4-82-029. September 1982. 

Geotrans, Inc. RCRA Permit Writer's Manual, Ground-Water Protection 
prepared for U.S. EPA. Contract Ho. 68-01-6464, October 1983. 

Code of Federal Regulations, Chapter 40 (Section 261.4(d). 
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STiHDABD 0PEBA3ZBG PBOCKDUBE 

Title: Gcound-Watar Sanqtle Collection from 
Monitoring Uells 

Page: 16 of 17 
Date: lat Qtr. 1986 
•uober: 7130 
ftevision: 1 

CUENT. 

SAMPLE NO.. 

OESIGNATION. 

ANALYSIS 

PRESERVATIVE. 

DATE .BY. 

f Figure 4 Sample Container Label 
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Title: 

Pane .»f 

STANDARD OPERATING PROCEDURE ' 
(REFER TO QAPP SECTIOH 6.7) ut Qtr 19« 

CAlibratiott ud Op€ratloa of lydrolab Vator Quality Hooitor SOP 7320 

1.0 Applicability 

This Standard Oporatiag Proeodura (SOP) prouidac basic iastructioas to 
bo oaployod for tho field operation of Kydrolab digital •altlaeters 
(BOdel Hoe. aoai and 8000). Hydrolabs are ased for field aeaaureMat 
of water-quality paraaeters. 

2.0 Eespoaaibillties 

The field teas is responsible for ensuring that the Hydrolab unit'is in 
proper operating condition prior to use in the field. All 
systea-calibration checks are the responsibility of the field tesa. 

3.0 Haterials 

e Hydrolab Operation and Maintenance Instructice Manual 

e Hydrolab Sonde unit, battery pack tad suLrface unit 

e Hydrolab calibration-cup 

a Two Pisher-braad laboratory potassiua chloride (CCD standard 
solutions Oeaown conductivity at 2S*C) 

e Two freshly prepared pH buffer solutions. Generally pH 7.0 and pH 
4.0 or 10.0 are used. 

e Distilled or de-ionized water (approzisMtely two liters) 

e Chesical-free paper towels 

e Screwdrivers (as supplied in the Hydrolab Accessory Hit) 

4.0 Procedures 

The Hydrolab provides siaultaneous aeasursBent of four water quality 
paraaeters: 1) dissolved ozygen, in ag/1. 2) teaperature. in *C; 3) pH. 
in standard units, and 4) conductivity, in uahos/ca (uS/ca). The panel • 
switch on the front of the indicator unit controls %fhich paraaeter is 
being aeasured a^ read-out. 

The display is read in the following Banner; teaperature, pH and 
dissolved ozygen are read out directly. For ezaaiple, a^ teaperature of 
21. fC will be displayed as 21.8. A dissolved ozygen (0.0.) or pH 
reading of 8.1 will be displayed at OS.l. Conductivity is read out 
directly on the 2k scale. If the 20k scale is required to aeasure 
higher conductivity the auaber that is displayed will need to be 

08S8J 
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Pme ot 

STANDARD OPERATING PROCEDURE ^ ® 
Title: Number* QtP 198+ 

Calibration and Oparatloa of lydrolab Vatar Quality Honitor ae^'isiun: SOP '320 

Bultipliad by 10. In tba 200k aeala tha roadias will ba 
Bultipliad by 100. Por axampla, auppota tba sampla baiap tMasurad 
baa a eoaduetivity of 1S27 uS/ea. Usiag tba 2k aeala, tba diaplay 
will abow 1S27 (diraet raad-out). Uaiag tba 20k aeala tba diaplay 
will abow 1S3 (1S3 z 10 - 1S30 uS/ea). Qaiag tba 200k raaga tba 
diaplay will abow OlS (OlS z 100 • ISOO uS/ea). Only tba Hydrelab 
aodal 40ai offara tba tbraa aeala aoaauraaMat. Tba Hydrelab 
aodal 8000 ia raatrietad to aaaauraaoat of eoaduetiuity witbia tba 
raaga of 0-2000. 

8.1 Hydrelab Calibratioa > 

a eoaplata ealibratioa ebaek abould ba parferaad bafora going to 
aad after raturaiag frea a field aaapliag/watar quality 
aaaauraaaat aetirity. Tba ealibratioa preeoduraa abould ba 
earriad out ia a eoatrellad aauireaaaat aueb aa a laboratory, but 
a field offiea or eloaad-ia abaltar aay also ba uaad. 

at laaat one bour prior to ealibratioa. taka tba following 
preparatory atapa: 

1) Kaaova tba "Storaga-Cup" from tba Sonde Unit. 

2) Ramova tba protaetiva guard from tba diaaolvad ozygaa taaaor. 

3) Xaatall tba "Calibratioa-Cup** oa tba Sonde Unit aad fill to 
tba brim witb diatillad watar. 

a) Seal tba Calibratioa Cup witb tba aoft plaatie eap aad store 
tba sonde unit, ealibratioa staadards, aad tba distilled 
watar at eoaataat room tamparatura for at least one bour ia 
order to briag tba various saasors, tamparatura eompaasatiag 
alamaats, aad tba ealibratioa solutioas iato tbarmal 
aqulibrium (witbia a few dagraas). 

All of tba ealibratioa eoatrols are loeatad oa tba front panel of 
tba ladieator Unit. Adjustmoats, if aaeassary, should ba made ia 
tba followiag maaaar: 

1) tamava'tba appropriate saal-seraw for tba paramator being 
adjusted. 

2) Insert a small serawdrivar tbrougb tba aeeasr bole aad 
adjust tba ealibratioa eoatrol ia tba diraetioa whieb brings 
tba reading iato agraamaat witb tba value of tba standard 
solution being amployad. 

3) Raplaea tba saal-seraw. 
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STANO^RD OPERATING PROCEDURE ^ * 
Ofttcr • ^ ^ 

C«Iibr«tioa «ad Op«r«tiea of Hytfrolab Vator Quality loaltor *S0P^732 
Revisiun: ^ 

^J|2S5-1IE vil'l' savoral tiaws duriac tho eallbratioa 
proeodaro. Zb la to bo porfoemad la tho folloidas owaaor: Fill 
tho eallbratioa cup halfmy with do-ioaizod or diatillod water. 
Saap oa tho aoft plaatic cap; ahaka tho aoado uait for tea aoeoads 
aad thoa pour out tho water. Sopoat twice aoro uaias froth 
do-ioaiaod or diatillod water, toaovo tho eup aad ahako aa aueh 
of tho riaao water aa poaaiblo froa tho oloctrodoa. 

4.1.1 Oiaaolvod Ozysoa Calibratioa 

0888J 

the OiaaolYod Ozysoa ayatoa la tho first to bo calibrated 
aiaeo tho wator that haa booa storod ia tho eallbratioa cup 
ia uaod to aaiataia eoatrol of tho toaporaturo iaaido tho 
eup. Tho eallbratioa ataadard ia oithor a wator aamplo of a 
kaowB 0.0. eoaeoatratioa (dotoraiaod la tho laboratory by 
tho Viaklor or iodoatrie aothod ia aeeordaaeo with Staadard 
jtethoda for tho Ezaaiaat^ea e^ Water aad Waatowator, l^th 
Iditioa. APHA-4WWA-wpcy. 1980 or wa^or-aaturatod air at tho 
toaporaturo iaaido tho eallbratioa >up. Tho fellewias 
proeoduroa aro for tho wator-saturatod air aothod for D.O. 
eallbratioa. 

lavort tho Soado Uait aad roaoro tho soft plastic cap. Pour 
off oaoush wator to ̂ riag tho level to just bolow tho 0.0. 
aoabraao- rotaiaor O-rlas. Vith a eloaa paper towel or 
tissue blot aay aoisturo froa tho D.O aoabraao. Cover tho 
eallbratioa eup aouth with oao of tho hard plastic caps 
provided ia tho Aeeoaaory Kit. This will keep draft's from 
blowias oa tho aoabraao. Do aot seal tho eup with tho 
plastic cap, boeauao that could eauso a partial-proasure 
ehaafo ia tho eup. Wait approziaatoly S aiautoa, or uatil 
tho roadiaf ia stable, thoa switch to tho TEHPESaZUBE 
pooitioa aad record tho toaporaturo roadias. Kofor to 
Table 1 for tho eorroet ozysoa eoaeoatratioa at this 
tomporaturo. Siaeo tho table values refer to eoaeoatratioaa 
at Staadard Proaaueo it will bo aoeossary to eorroet tho 
value for local baroaotrie prosauro. This should bo doao ia 
tho followias aaaaor: 

Correct 0.0. Sottias • (Local Baroaotrie 
Pressure/760aa) z (Table value 
at Cap Toaporaturo) 

KZAHPLE: If T • 28.S*C aad Local Baroaotrie 
Pressure « BOOaa, 

Correct D.O. Sottias > (800aB/760aa) z (7.6 as/l) 
a 8.0 as/1 

ENVIRONMENTALRESEAROi&TECHNOLOGY.INC 686 vimsiNanoAO.coNCoeo. MASSACHUSETTS oi7<2 
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Pa*e 

StwDARD OPERATING PROCEDURE 
1st Ofc T 

^'**** CUlbrttiea and Oparatloa of lydcolab Watar Quality Hoaltor •fu'nber; ' 
Revinun: , 

( 

Zf a baraaatar la aot auailabla, tba aqaivalaat praatura aay 
ba aatlaatad from Tabla 2 ubieb ralataa ataeapbarie praaaura 
with alavatioa abova aaaa aaa laval. Tharafora, tba 
approxiaata ataoapbarie praaaura at aa altituda of 2000 
faat, for axaapla, would ba: Local htaoapbarlc Praaaura • 
70Saa Hp. 

Adjuat tha Oiaaolrad Oxypaa calibratioa eoatrol uatll tba 
propar ralua (rouadad to aaaraat taatb) la dlapLayad. Pour 
our tha watar; aad thaa follow with a BIMSZ STEP. 

a.1.2 pH Calibratioa 

Calibratiap tha pH ayataa raquiraa tba uaa of two 
riahar-braad pB laboratory buffer aolutioaa. Dapaodiap upoa 
tha applicatloa, aithar pB a.O or pB 10.0 ia uaad la 
additioa to pB 7.0. larart tha aoada ualt aad fill tha 
calibratioa cup with fraab pfl 7.0 buffer aolutloa. Switch 
to "pB**, aad wait approxiaataly Vd^autaa for tbomal 
aquilibriua. Thaa adjuat tha calibratioa eoatrol uatll 
7.0 ia diaplayad oa tha road-out. 

Pour out tha 7.0 buffer aad repeat the BINSE STEP. lavert 
tha aoada uait aad aerew oa tho calibratioa cup; fill with 
10.0 or a.O buffer. After approxiaataly S-aiautea, adjuat 
tha pB "Slope" eoatrol uatil aithar 10.0 or a.O (aa 
appropriate for tha buffer balag uaed) la diaplayad oa tha 
read-out. Pour out tha buffer aad repeat the BIMSE STEP XSfS. 

4.1.3 CoaductiTity Calibratioa 

After tha aaeoad BZBSE STEP, take a eleaa paper towel or 
tiaaua, aad blot aoat of the aolature ia tha alactroda area 
ao that tha itaadard will aot suffer dilutioa. 

Zastall a cleaa calibratioa cup aad lavort the soada uait. 
Tha coaduetirity systea is calibrated usiag at least two 
prepared ECl staadard aolutioaa with a kao%m coaduetirity at 
23*C. Proa Tabla 3. aalact two staadard aolutioaa with 
raluas of approxiaataly oaa-third aad two-thirds of tha 
raaga you are aoat likely.to aacouatar ia tha field. Par 
axaapla. if you are goias bo ba worfciag ia fresh watar (0-2K 
scale; you would waat to uaa a O.OIM staadard aad a O.OOSM 
staadard. Select tha more eoneentrated of tha two ataadards 
aad pour it slowly dowa tha aide of tha calibratioa cup 
uatil full. Uhaa the readlas la stable, adjuat tha 
eoaduetiVity calibratioa eoatrol uatil tho display aatehes 
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Pa<e .>f 

STANDARD OPERAnNC PROCEDURE „ . ' * 
Date: * ^ 

Title: \umh«" 
Calibration and Oporatloa of Rydrolab Vator Quality Voaitor SOP 732C 

tbo Taluo liatod in Tablo 3. lapty tbo calibration cup and 
ropoat tbo IXHSS STEP TUo Tlaoa. Pour in tbo noeond 
•tandard. Cboek tbo roadinp on tbo Display. It should bo 
eorroct vitbin • 1% of tbo rango boing usod. Por oxsaplo, 
if tbo 0-2K seals is usod. tbo roadlag for tbo second 
standard should bo correct within * 20 uS/ca of tbo true 
raluo. Pour out tbo standard solution. Porfoca a tZMSe 
STSP. 

a.1.4 Toaporaturo Calibration 

Tbo toaporaturo systoa is factory callbratod and is accurate 
to • 0.2*C. No calibration adjustaont is provided. A 
periodic chock of tbo toaporaturo systoa against an ' 
ms-tracoablo tbocaoaotor should bo porforaod as a 
verification. 

4.2 Pinal Preparation 

Turn tbo systoa off and disconnect thau^ystoa eoaponones. Replace 
all rubber dust caps. Roaovo tbo Calibration Cup froa tbo Sonde 
Unit and replace tbo protective guard on tbo dissolved oxygon 
electrode. Pill tbo Storage Cup with tap water and install onto 
tbo Sonde Unit. Tbo systoa is now calibrated and ready for field 

4.3 Pield Operation 

9VO the Storage Cap froa the calibrated sonde unit and install 
the guard or the optional saaple circulator. Connect the systoa 
coaponents. Lower tbo sonde unit into tbo water (sideways, if 
possible) and shake it to dislodge air bubbles trapped in tbo 
conductivity cell block. Release the sonde unit and lower it to 
saaple depth. Wait until the readings stabilise (0.0. is the best 
indicator) and than record the value for each paraaeter. Repeat 
at now depths or locations. 

Uben using for ground water ssapling. pour/place a saaple of 
ground water into the Storage Cup and attach it to the sonde so 
that all nodiss are subaorged. 

Chock tbo battery voltage occasionally; charge or change batteries 
if tbo level drojis below 10.S volts. DO MOT charge tbo battery 
routinely after each day's use. Doing so aay sborton the life of 
the battery. Use the battery until tbo voltage level drops to 
between 10.S and 11.0 volts. At this point put the battery on 
charge for 24 hours. 

0888J 
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lABLB 1 

DISSOLVED OXICEH SAIUHATION VALUES IN 

DISTILLED WATER AT 760 aa Hs 

Page: 6 of 8 
Date: 1st Qtr. 1984 
Number: SOP 7320 
Revision: 1 

T-y- ro? DP (H/l? XSSD. CC) 

0.0 14.6 15.5 
0.3 14.4 16.0 
1.0 14.2 16.5 
1.3 14.0 17.0 
2.0 13.9 17.3 
2.3 13.7 18.0 

3.0 13.3 18.3 
3.3 13.3 19.0 
4.0 13.1 19.3 
4.3 13.0 20.0 
S.O 12.8 20.3 
3.3 12.6 21.0 

6.0 12.3 ^-^>1.5 
6.3 12.3 22.0 
7.0 12.1 22.3 
7.3 12.0 23.0 
8.0 11.8 23.3 
8.3 11.7 24.0 

9.0 11.6 24.3 
9.3 11.4 23.0 
10.0 11.3 25.3 
10.3 11.1 26.0 
11.0 ll.O 26.3 
11.3 10.9 27.0 

12.0 10.8 27.5 
12.3 10.6 28.8 
13.0 10.3 28.5 
13.3 10.4 29.0 
14.0 10.3 29.5 
14.3 10.2 30.0 
13.0 10.0 30.3 

po 

9.9 
9.5 
9.7 
9.6 
9.3 
9.4 

9.3 
9.2 
9.1 
9.0 
8.9 
8.8 

8.8 
8.7 
8.6 
8.3 
8.4 
8.3 

8.2 
8.2 
8.1 
8.0 
8.0 
7.9 

7.8 
7.7 
7.6 
7.6 
7.3 
7.4 
7.4 

•» 



Page: 7 of 8 
Date: 1st Qtr. 1934 
Number: SOP 7320 

TABUt 2 1 

Slta Approximate Meea 
Elevetloa Barometric Prexture 

(feet above mean sea level? (wm He) 

1000 733 

ISOO 720 

2000 70S 

2S00 694 

3000 6B0 

3S00 669 

4000 6S6 

4500 644 

5000 632 

5500 620 

6000 609. 

6500 S98 

7000 S86 

7500 S/S 

8000 564 

8100 SS4 

9000 543 

9500 533 

lOOOO ~ S23 



Page: 8 of 8 
Date: 1st Qtr. 1984 
Number: SOP 7320 
Revision: l 

TABLE 3 

COHOUCTZTXir CALXB8ATZ0N STANDABOS 

Coadueltivica of Potassium 
Chlorido Solutioos at 2S*C 

Cooduetlvlty Boadlrs on 
Hydrolab Display for Givsn 

M.W. - 74.55S 

. SS&e^ Grams ECl/L uS/em 12=251 (0-20K) ^0-200K) 

O.OOOS 0.03728 73.9 - -

0.001 0.07456 147.0 147 - -

0.002 0.1491 292.0 292 - -

O.OOS 0.3728 717.8 718 - -

0.01 0.7456 1.413C 1413 141 -

0.02 1.491 2.767E 277 -

O.OS 3.728 6.668K 667 -

0.1 7.456 12,90E _ 1290 129 
0.2 14.911 24.82E 248 
O.S 37.278 58.648 586 
1.0 74.5SS iii.9r 1119 

r NOTES: (1) Two conductivity standards art rteossstndtd for each ranse 
sottlns (boxsd-in valuos). Calibration adjustments will b« 
mndo first with tbo bigbar concentration and then with the 
lower concentration. 

(2) Single dashes indicate ranges which are not reeoomended for 
calibration ebeebs. 

(3) The Hydrolab model 8000 is restricted to conductivity 
readings between 0-2000 vS/cm (0-2h} scale), therefore 
conductivity readings and thus calibration solutions within the 
0-20k and 0-200fc ranges will not apply. 
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STASDAKD OPIUZZIG PIOCBDDBB Page: 1 Of 5 
Data: 3rd Qtr. 1986 

Title: Packaging and Shipment of Samples Dumber: 7510 

(REFER TO QAPP SECTION 6.6) Revision: 1 

1.0 Applicability 

This Standard Operating Procedure (SOP) is concemed with procedures 
associated %rith the packaging and shipment of samples. Two general 
categories of samples exist: environmental samples consisting of air, 
water and soil; and %raste samples which include non-hazardous solid 
wastes and hazardous wastes as defined by 40 CFR Part 261. 

2.0 Responsibilities 

It is the responsibility of the project manager to assure that the 
proper packaging and shipping techniques are utilized for each 
project. The site operations manager shall be responsible for the 
enactment and completion of the packaging and shipping requirements 
outlined in the project specific sampling plan. The site operations 
manager shall be responsible to research, identify and follow all 
applicable U.S. Department of Transportation (DOT) regulations 
regarding shipment of materials classified ^ waste. 

3.0 General Method 

The objective of sample packaging and shipping protocol is to identify 
standard procedures which %rill minimize the potential for sastple 
spillage or leakage and maintain field sampling program compliance trith 
U. S. BPA and U. S. DOT regulations. 

The extent and nature of sample containerization will be governed by 
the type of sample, and the most reas'>ra^le projection of the sasvle's 
hazardous nature and constituents. The EPA regulations (40 CFR Section 
261.4(d)) specify that samples of solid tmste, «rater, soil or air, 
collected for the sole purpose of testing, are exempt from regulation 
under the Resource Conservation and Recovery Act (RCBA) when all of the 
following conditions are applicable: 

A. Sauries are being transported to a laboratory for analysis; 
B. Samples are being transported to the collector from the laboratory 

after analysis; 
C. Samples are being stored (1) by the collector prior to shipment 

for analyses, (2) by the analytical laboratory prior to analyses, 
(3) by the analytical laboratory after testing but prior to return 
of sample to the collector or pending the conclusion of a court 
case. 

Qualification for categories A and B above require that sample 
collectors cooply with U.S. DOT and U.S. Postal Service (USPS) 
regulations or comply with the following items if U.S. DOT and USPS 
regulations are found not to apply: 

0908.1 
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StAMDASD opnixnc PIOCBXntB Pase: 2 of 5 
Data: 3rd Qtr. 1986 

Title: Paekasing and Shipnant of Samples Dumber: 7510 
levieion: 1 

The following Information oust accompany all aamplee and will be 
entered on a sample specific basis on chain of custody records: 

e saag)le collector's name, mailing address and telephone number, 

e analytical laboratory's name, mailing address and telephone number, 

e quanLlLy of sample, 

a date of shipment, 

e description of saavle, and 

in addition, all samples must be packaged so that they do not leak, 
spill or vaporize. 

4.0 General Methods 
/ •; 

4.1 Place plastic bubble wrap matting oVer^the base and bottom comers 
of each cooler or shipping containeif^ as needed to manifest each 
smmple. 

4.2 Obtain a chain of custody record as shorn in Figure 1 and enter 
all the appropriate information as discussed in Section 3.0 of 
this SOP. Chain of custody records will include complete 
information for each sample. One or more chain of custody records 
shall be conq^leted for each cooler or shipping container as needed 
to manifest each sample. 

4.3 Wrap each sample bottle individually and place standing upright on 
the base of the appropriate cooler, taking care to leave room for 
some packing material and ice or equivalent. Rubber bands or tape 
should be used to secure wrapping, con^letely around each sample 
bottle. 

4.4 Place additional bubble wrap and/or styrofoam pellet packing 
material throughout the voids between sample containers within 
each cooler. 

4.5 Place ice or cold packs in heavy duty zip-lock type plastic bags, 
close the bags, and distribute such packages over the top of the 
sasqiles. 

4.6 Add additional bubble wrap/styrofosm pellets or other packing 
materials to fill the balance of the cooler or container. 

4.7 Obtain ttro pieces of chain of custody tape as shown in Figure 2 
and enter the custody tape numbers in the appropriate place on the 
chain of custody form. Sign and date the chain of custody tape. 
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STAHDAHD OPBtAIIHC PBOCSDUHH Page: 3 Of 5 
Date: 3rd Qtr. 1986 

Title: Packaging and Shipment of Samples Sumber: 7510 
Sevision: 1 

4.8 To complete the chain of custody form enter the type of analysis 
required for each saaq>le, by container, under the "AHAT^YSES" 
section. Under the specific analysis enter the quantity/volume of 
sample collected for each corresponding analysis. 

If shipping the samples tihere travel by air or other public 
transportation is to be undertaken, sign the chain of custody 
record thereby relinquishing custody of the samples. 
Relinquishing custody should only be performed When directly 
transmitting custody to a receiving party or when transmitting to 
a shipper for subsequent receipt by the analytical laboratory. 
Shippers should not be asked to sign chain of custody records. 

4.9 Remove Lhe last copy from the chain of custody record and retain 
with other field notes. Place the original and remaining copies 
in a zip-lock type plastic bag and place the bag on the top of the 
contents within the cooler or shipping container. 

4.10 Close the top or lid of the cooler^^ shipping container and with 
another person rotate/shake the container to verify that the 
contents are packed so that they do not move. In^rove the 
packaging if needed and reclose. 

When transporting samples by automobile to the laboratory, and 
where periodic changes of ice are required, the cooler should only 
be temporarily closed so that reopening is simple. In these 
cases, chain of custody td.ll be maintained by the person 
transporting the saiaple and chain of custody tape need not be 
used. If the cooler is to be left unattended, then chain of 
custody procedures should be enacted. 

4.11 Place the chain of custody tape at two different locations on the 
cooler or container lid and overlap trith transparent packaging 
tape. For coolers with hinged covers, if the hinges are attached 
with scretrs, chain of custody tape should also be used on the 
hinge side. 

4.12 Packaging tape should be placed entirely around the sample 
shipment containers. A minimum of one to two full wraps of 
packaging tape will be placed at at least two places on the 
cooler. Shake the cooler again to verify that the sample 
containers are well packed. 

4.13 If shipment is required, transport the cooler to an overnight 
express package terminal or arrange for pickup. Obtain copies of 
all shipment records as provided by the shipper. 

4.14 If the samples are to travel as luggage, cheek with regular 
baggage. 

0908J 
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4.15 Upon receipt of the samples, the analytical laboratory will open 
the cooler or shipping container and will sign "received by 
laboratory" on each chain of -custody form. The laboratory will 
verify that the chain of custody tape has not been broken 
previously and that the chain of custody tape number corresponds 
«rith the number on the chain of custody record. The analytical 
laboratory will then forward the back copy of the chain of custody 
record to the sample collector to indicate that sample transmittal 
is eosqilete. 

5.0 Documentation 

As discussed in Section 4.0 the documentation for supporting the sample 
packaging and shipping %rill consist of chain of custody records and 
shipper's records. In addition a description of sample packaging 
procedures will be written in the field log book. All documentation 
trill be retained in the project files following project congiletion. 
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SOP No.: Revision No.: Effective Date: 
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Supersedes: 

1. purpose! 

The purpose of building security Is to guarantee data security and 
confidentiality for the client as well as providing analytical data which Is 
legally defensible. 

2. Policies: 

RMAL's security policy Includes controlled access to the building, testing 
areas and data files, confidentially agreementsjwltb all personnel. 
Identification badges for all personnel, electronic security and fire alarm 
systems, and a security guard. All visitors are also assigned visitor badges and 
are aecompanled by RMAL staff during their stay In the facility. 

3. Safety Issues: Not Applicable 

4. Procedure: 

Building Security 
a. 

b. 

c. 

All exterior doors to the facility will remain locked at all times 
with the exception of the front entrance. 
During the hours of 7:00 a.m. to 6:00 p.m., the front entrance or 
main reception area Is controlled by the receptionist and secui*ed 
by locked entries. The alarm system Is not activated during this 
time period. 
During the hours of 6:00 p.m. to 7:00 a.m., the front entrance Is 
controlled by security guard. All persons entering or leaving the 
facility will be recorded by the security guard. The alam system 
Is activated during this time period to prevent all other exterior 
doors from being usable. Including sample receiving and the patio 
doors. 

Date: 

Management fjto 

P' 1 IVA 
Date: 

Date: ' 
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d. Sample receiving during the hours of 6:00 p.m.to 7:00 a.m. Is 
permitted only with the assistance of the security guard. 

Personnel Identification 
iT All employees and visitors are required to wear security badges at 

all times while on the premises of all ENSECO divisions. 
b. The personnel administrator Is responsible for Issuing a picture 

I.O. badge to an employee on the employee's first day of 
employment. Each employee Is responsible for his/her badge. 
Additionally, each employee will be required to sign a 
"Confidentiality Agreement" which Is Included In the employee's 
personnel file. ^ ' 

c. The receptionist Is responsible fqjMjssuIng a badge to each visitor 
to the facility. Visitors must request a badge from the front 
office of the division they visit, sign the visitor log and must be 
accompanied by an ENSECO employee before access to any building 
will be allowed. 

Building Alarm System 
at While U Is not anticipated that employees will have to set or 

disarm the alarm system. It Is Important that employees understand 
the procedure. Unless used correctly, the alarm will go off and 
the Arvada Police Department will be called. 

b. The procedure Is confidential Information and can be obtained from 
the Personnel Department. 

5. Responsibilities: 
a. It Is the responsibility of each employee to maintain 

confidentiality of all clients data. 
b. The Personnel Department Is responsible for Issuing employee 

Identification badges and having signed "Confidentiality 
Agreements" In each employee's personnel file. 

c. The receptionist Is responsible for Issuing visitor badges and for 
visitor sign-In during normal business hours. The security guard 
Is likewise responsible for visitor and eiq}loyee comings and goings 
between the hours of 6:00 p.m. and 7:00 a.m. 

d. Employees escorting visitors are responsible for ensuring that 
visitation procedures are followed and that data confidentiality 
has not been compromised. 

6. Comments: 
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Supersedes: 

1. Purpose 

A11 laboratory data will be subjected to a rigorous data review process 
prior to its release to the client. The review process has been developed to 
minimize errors associated with sample processing, sample analysis and data 
reporting and to ensure that information pertaining to a given sample is 
well-documented. The process consists of a three-level review whereby results 
generated for a specific project are evaluated to^ensure that 

0 project is complete; 
^ 0 precision, accuracy and detection limits are met; 

0 raw data interpretation is correct; 
0 all calculations are correct; 
0 contractual requirements are met; and, 
0 all information is well documented for archival purposes. 

Enseco/RMAL uses a computerized Laboratory Information Management System 
(LIMS), as well as a variety of custom software programs designed to perform 
calculations, check results, generate reports, and to ensure data integrity 
and security. Whenever possible, historical client-specific data may aid in 
the review process as an additional check on generated results. 

2. Policies 

All project data will be subjected to a three-tier review process 
including review by operations, the data review group for inorganics, 6C/MS, 
and chromatography and the final review by the project or client managers. 
Data will not be released to the client until the review process is completed. 

Prepared by: 
Allen J. Mediae, Ph.D. 

Date: 
. December 9, 1987 

Managemenh Approval: Date: 

QA Of^^^p^a^^^^ Date: 
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3. Safety Issues 

There.are no direct safety issues which are of concern for the data review 
process. As with other non-analytical activities, caution should always be 
exercised when performing data review functions in the laboratory. For 
example, discussing problems with analysts, examining original saiqiles, 
checking preparation aliquots will require review personnel to be in the 
laboratory or in appropriate storage areas. A review of safety concerns for 
all of these areas shall be implemented. 

4. Procedure 

The data review framework is essentially the s^ for the metals, non-
metals, GC/MS and chromatography groups. The differences between each groups 
procedure are due to analysis differences, data-^en'try and data correction 
software developed for LIMS. The data review process consists of three levels 
(LEVEL 1, LEVEL 2 and LEVEL 3). The general framework for the laboratory 
review process is shown in Figure 1. 

A. LEVEL 1 REVIEW 

The LEVEL 1 REVIEW begins at the analytical (bench) stage where LEVEL 1 
review is primarily a self-review of all information generated during the 
analysis. During the analytical test, the analysts have much information 
concerning the precision, accuracy and problems. The intent of the data 
review program is to take advantage of this condition by-review of all 
analytical details generated by the analyst and subsequent approval of the 
test results and QC by the analysts immediate supervisor. Specifically, the 
functions of the analyst and supervisor are as follows: 

ANALYST: 
1. Review Prep Lab Notes • Preparation lab notes are to be 

reviewed to determine if there were anomalies observed which may 
affect the analysis for certain parameters. 

2. Review Special Instructions - For certain projects, the 
Client may have specified certain modifications to a standard test, 
Analysis using a custom test, project specific QC, or special 
preparation of the sample. 

3. Record All Necessary Information - While this may be 
considered more of an operations or analytical method concern, proper 
documentation of the analysis, in sufficient detail to allow re
creation of the analysis, is essential for an effective, efficient 
data review program and to permit development of a sound data archive 
program. An important part of data recording is to reveal whether 
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the test proceeded according to the Analytical Method SOP and that 
deviations from the method, anomalies during analysis, or that 
decisions concerning re-analysis are well-documented. 

4. Check All Calculations - Errors frequently occur during 
calculations for standard curves, dilution factors, unit conversions, 
or extrapolations from instrument response to appropriate 
concentrations. The analysts will check ALL calculations, or verify 
data entry into software designed to perform calculations, examine 
results for agreement with expected results (i.e. order of magnitude 
or better) and indicate that calculations were reviewed on the LEVEL 
1 REVIEW CHECKLIST. 

5. Provide Data and QC Summary - Si^af^ies of parameter 
concentrations and QC data generated aretQi)e provided to the 
supervisor along with raw data (bench sheets, chromatograms, etc.) 
for supervisor approval of the analytical results. 

6. Provide Out of Control/Anomally Sheet - Information regarding 
out of control situations or anomalies is necessary for review 
personnel to re-create the analysis when there are questions 
concerning the data which has been generated during the analysis. 
Holding time violations are to be clearly indicated along with the 
appropriate reasons for the violation. 

7. LEVEL 1 REVIEW CHECKLIST - The function of the checklist is 
to indicate that the above items have been considered in the 
analysis. The LEVEL 1 REVIEW CHECKLIST is shown in Figure 2. There 
are more detailed items which are considered during the analysis and 
the review procedure by both analysts and the innediate supervisor in 
the GC/MS, GC, Metals and Inorganic Groups. Much of this information 
can be found on the LEVEL 2 CHECKLIST'S. For example, in metals 
analysis using graphite furnace analysis, the analysts and supervisor 
will examine instrument standardization criteria (absorbance for 
standards,etc.), dilution factors, linear range compliance, detection 
limit adjustment and whether the Method of Standard Additions was 
required. 

SUPERVISOR: 

It is recognized that the analyst supervisors are not a part of • 
the data review group. However, the supervisors are directly 
responsible for the analytical performance of the various analyst 
and, as such, are an integral part of the review process. The main 
functions of the supervisors are to review analysis as soon as 
possible and 1) accept analysis or 2) suggest re-analysis. As part of 
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the LEVEL 1 REVIEW process, supervisors will perforra the following 
tasks: 

1. Review analysis package for QC, reasonable results, holding 
tie violations and general acceptance of analysis. It is ver^ 
important that re-analysis decisions be made at this level. 

2. Signify approval on LEVEL I REVIEW CHECKLIST 

3. Approval of data entry into data base management system 

4. Schedule data entry (applicable to inorganics analysis at 
this time only). 

It will be the responsibility of theTsupervisor to review and 
approve (or disapprove) the analysis on-a'daily basis. It will not 
be acceptable for supervisors to allow their review packages to stack 
up while other tasks are being performed. The review process depends 
on a continual flow of information through the the various levels. 
To meet turnaround times and other constraints of a commercial 
laboratory, it is essential for supervisors to provide a timely 
review of data generated by the analysts. 
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B. LEVEL 2 REVIEW: DATA REVIEW GROUPS 

At the present tine, separate data review groups exist in the inorganics 
division, the GC/MS division and the Chromatography division. A thorough 
review of the project data base takes place within the data review groups. 
There are numerous items which are common to each divisions review procedure. 
Each review group has developed a separate checklist to aid each reviewer in 
specifics related to the analytical tests. In addition, the reviewers in each 
group possess sufficient experience with the analyses conducted by the 
division to allow a comprehensive assessment of the precision and accuracy of 
the data generated. 

The LEVEL 2 REVIEW is considered to be a peer review of the analytical 
data and review of project specific requirements*-^At this stage of the 
review, a complete check of the tests assigned to-1 project is made against 
the project data base to assess project completion. Additionally, the 
preparation lab notes, bench sheets, QC forms and anomally sheets are reviewed 
in detail to ensure that raw data has been interpreted correctly, that 
detection, precision and accuracy criteria are met, that the information is 
well documented for archival purposes, and that contractual requirements are 
also met. 

Each data review group will evaluate the project data with respect to the 
LEVEL 2 REVIEW checklists. If any re-analysis is required at this stage, the 
decision is documented along with other project specific data. The LEVEL 2 
REVIEW CHECKLISTS for each group are shown in Figures 3-5. The completion of 
the LEVEL 2 REVIEW is indicated on the checklists by the appropriate 
signature. 

The reviewers will also provide Information which is used by the report 
preparation personnel to prepare the final project report. Reviewers should 
provide comments on unusual or inconsistent results, anomalies, subcontractor 
data, and the extent of any necessary data qualification. Reviewers are to 
also assemble the complete package for report generation. Including the above 
comments and raw data, when requested. 

Following the completion of the review by the peer reviewers, the complete 
package will be examined by the data review supervisor. Supervisors will 
provide additional review of comments, anomalies, data qualification, and 
relationships between parameters, when appropriate. Approval of the LEVEL 2 
REVIEW by the supervisor is also indicated on the LEVEL 2 REVIEW CHECKLIST. 

The supervisors will also check the file for completeness, address 
comments from reviewers, and spot check results for reasonableness. The 
supervisors will also develop revisions to the data review SOP, provide 
training to data reviewers, assist development of computer knowledge-based 
review software and provide a continued evaluation of data review procedures. 
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At the completion of the review process for each division, the supervisor 
will change the project completion status in LINS from status 4 to 7. 
Altering the project status in this way allows management to effectively move 
projects through the laboratory as rapidly as possible. 
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C: LEVEL 3 REVIEW: CLIENT MANAGERS 

The last review of project data takes place at the client manager level. 
This review is directed at the results obtained, the clients needs, overall 
project results across analytical divisions, special instructions, analysis 
problems, the extent of data qualification. Client managers are not 
responsible for numerical errors, wrong analysis dates and other information 
which is the responsibility of LEVEL 1 and LEVEL 2 REVIEW. 

5. Responsibilities 

LEVEL 1 REVIEW 
y' 

The operations supervisors are directly responsfble for the approval of 
the analysis and the LEVEL 1 REVIEW CHECKLIST. The 
analysts are responsible for the analyst items on the checklist and being 
aware of what takes place during LEVEL 2 REVIEW. 

LEVEL 2 REVIEW 

The peer reviewers in each data review group (inorg., GC/MS and 
chromatography) are responsible for the detailed review of all project 
information as indicated on the LEVEL 2 REVIEW CHECKLIST. The data review 
supervisor is responsible for a brief examination of the project data and 
comments, additional conments appropriate for the final report, training 
reviewers, and developing review procedures to be used for the LEVEL 1 and 
LEVEL 2 REVIEW. 

LEVEL 3 REVIEW 

The client managers are responsible for ensuring that the client's needs 
have been met, that the data appears reasonable and that contractual 
requirements have been met. 
6. Comments 

For the review process to be effective in correcting problems and 
improving data generated in the laboratory, it is essential that reviewers 
inform operations supervisors and client managers on a regular basis of the 
problems which have been identified during the review process. Review 
checklists or written memos would be an effective means for alerting various 
personnel on problems which could be avoided or should be corrected. 
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Figure 1 - Laboratory Data Review Framework Form 
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ANALYTICAL TEST. 
ANALYST ITENS 

Y N NA 

y N NA 

Y ' N NA 

Y N NA 

Y N NA 

Y N NA 

Y N NA 

Y N NA 

Y N NA 

Samples Properly Preserved and in Proper Container 

Bench Sheets (Data Package Completed With All 
Information, Including Special Instructions 

N NA Blank Correction Procedure Followed 

ANALYST COMMENTS: 

ANALYSTS REVIEW DATE 

SUPERVISOR ITEMS 

Y N HA Results Appear Reasonable 

Y N NA Re-rtin Decision Documented 

Y N NA Holding Time Violations Docximented 

SUPERVISOR COMMENTS: 

SUPERVISOR APPROVAL DATE 

DATE DATA ENTERED ^BY WHOM 

Figure 2 - Data Review Program Form 
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PATA BEYICT fBQGBAM 

rJgVEL 2 REVIEW CHECKLIST PROJECT 9 

IMQRGANICS: tSXALS WH-METALS 

Y N NA Project Assignment Record (LIMS) vs. Actual Data 

Y N NA Preparation Lab Notes Reviewed 

Y N NA Special Instructions Followed, Check Item 
Project Specific QC 
Raw Data Requested 
Limited Sample Volume 
Special Preparation Needed 
Custom Anal/tical Test 
Special Holding Times 
01 he r 

Y N NA Bench Sheets (Analysis Package! Complete 
Y N NA Special Instructions-Wbted 
Y N NA Detection Limits Correct 
Y N NA Blank Correction Procedure Followed 
Y N NA Significant Digits Correct 
Y N NA All Calculations Checked 

Y N NA QC Checked and Acceptable 
Y N NA QC Lot Assignment Correct 
Y N NA Out of Control Form Filed 

Y N NA Analysis Anomallies Noted 

Y N NA Re-run Decision Documented 

Y N NA Analysis Date Reflects Date of Accepted Data 

Y N NA Holding Time Violations Documented 

Y N NA Camera-Ready Report Cover Sheets Completed 
Y N NA Prep sheet Attached 
Y N NA Analysis Anomally Sheet Attached 
Y N NA Raw Data Attached 

LEVEL 2 REVIEW APPROVAL DATE 

CORRECTIONS ENTERED DATE 

SUPERVISOR APPROVAL DATE 

Figure 3 - Data Review Program Form 



f 

Page: 11 of 12 
Date: 12/9/87 
Number: LP-RMA-0001 
Revision: 0 

SC/MS OATA REVIEW CHECmST 

a 1. Check LXMS Test vs SOP. 
CH 2. Check anomalies sheet and QC form. 

3. Check standard and see if It was updated. 
4. Look at chromatogram for: 
C3 a. carry-over 
Q b. truncating peaks 
Cl c. general chromatographic quality 
Q d. very large unknown peaks 
5. Recalculate run factors. 
6.. Check surrogates. 
7. Check Quant list for: 

a. linear ranges 
b. co-eluting compounds 
c. IS areas ^ 

Q d. carry-over 
8. Check spectra for ID's and saturation. 

CH 9. Check If TID's are pulled If necessary. 
O 10. Check chromatogram vs Quant list vs TID's. 

II. Recalculate all target compounds and TIO's. 
^ 12. Note any anomalies not on forv already. 

13. Over-all project review (coiqpound types, ratios). 

Flsure 4 - GC/MS Data Review Checklist Fonn 
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CHROMATOGRAPHY 
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Y N NA 

Y N NA 

Y N NA 

Project Assignoent Record (LZMS) vs. Actual Data 

Preparation Lab Notes Reviewed 

Special Instructions Followed. Check Item 
Project Specific QC 
Raw Data Requested 
Limited Sample Volume 
Special Preparation Needed 
Custom Analrtical Test 
Special Holding Times 
Other 

Y N NA Bench Sheets (Analysis Package) Complete 
Y N NA Special Instructiooa-'Hoted 
Y N NA Detection Limits Correct 
Y N NA Blank Correction Procedure Followed 
Y N NA Significant Digits Correct 
Y M NA All Calculations CSiecked 

Y N MA QC Checked and Acceptable 
Y N NA QC Lot Assignment Correct 
Y N NA Out of Control Form Filed 

Y N NA Analysis Anomallies Noted 

Y M MA Re-run Decision Documented 

Y N NA 
• 

Analysis Date Reflects Date of Accepted Data 

Y N NA Holding Time Violations Documented 

- Y N HA Camera-Heady Report Cover Sheets Completed 
Y M HA Prep sheet Attached 
Y M HA Analysis Anomally Sheet Attached 
Y N NA Raw Data Attached 

LEVEL 2 REVIEfr APPROVAL - DATE 

CORRECTIONS ENTERED DATE 

SOPEHVISOR APPROVAL DATE 

Figure 5 - Data Review Pregran Form 
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1. Purpose: 

To create analyses records In the laboratory conputer for notification to lab 
analysts. 

2. Policies: 

Log-In must be completed within 24 hours of authorization by a project 
manager. Authorization occurs when a PAR, Menu of Analytical Services (Figure 
1), and Project Screen In the computer are filled out and the Information Is 
turned In to the Receiving area (Client Services). / 

3. Safety: Not Applicable 

4. Procedure: 

As log-In proceeds fill out the LOG-IN checklist (Figure 2) and address all 
the issues on this form. 

a. Retrieve the samples from the walk In cooler. Compare the bottles with 
the paperwork and PAR. Check for the correct test and sample matrix 
and properly preserved bottles for tests. 

b. Check that the labeling was done correctly and referenced properly on 
the chain of custody. 

c. Read the Menu of Analytical Services and PAR. Check for any jobcodes 
and special Instructions. Special Instructions are entered In the 
computer using a text editor and are then visible to all analysts. 
These are entered by the project managers. 

d. Go to Data Set Maintenance In the Computer. Modify the project screen 
to change the project from P(planned) to A(actlve). Verify the number 
of samples and the amount of $. 

e. Using the group code editor In LIMS (laboratory computer) set up groups 
of tests according to the PAR. Duplicate and Matrix spiked samples 
(Project specific QC) need to have separate groups of tests. Print 
copies of these group codes. 

""TMh Date: 

/.,*)lo/l7 : 
Management ̂ provai 

( U.{ 
Date:' f 

iz-Z/o/Sr^ 
QA OfflcerN^roval: /J/ Date: / 
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f. Go to the Log-in saaqjle program. Assign the proper group code (groups 
of tests) to each sample separately, adding the received date, 
collections date, and client identification. List the bottles 
received for each sample.and the location they will be placed. 
Samples placed on a hold status may or may not be logged in depending 
on the decision by the project manager. 

g. Print a list of the sauries, tests assigned, and bottles received 
through a select report. Print a copy of the project screen. Print an 
Acknowledgement letter indicating the samples received, RMAL numbers, 
and any discrepancies noted upon receipt. 

h. Perform any compositing, filtering, or splitting necessary. Create 
any additional preserved bottles if necessary. 

i. Fill out the Analysis request form for s^ontract work (Figure 3) if 
necessaT7. A purchase order must also 1)^ filled out. For 
subcontracting to another Enseco facilfty fill out the Interlaboratory 
Analysis Request form (Figure 4). 

J. Put samples in the proper locations. Volatlies are placed in 
refrigerators near the MS and GC areas. Waters for organic prep are 
placed in refrigerators near the Organic prep labs. Inorganic water 
bottles are placed in the walk in cooler and arranged by type of 
preservative. Solids and Wastes are stored in the walk in 
refrigerator on color coded shelves that are cross referenced by a 
color coded board in the receiving area. 

k. All printed paperwork is placed in the project folder and it is 
reviewed by the supervisor. The folder is then stored in the 
Receiving area while the project is active. 

1. Changes that need to be made to a project after log-in must be 
requested by filling out the Log in Change form (Figure 5). 
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Enseco 
STANOARO 
OPERATING 
PROCEDURE 

: fage 3 of 8-

SOP No.: Revision No.: Effective Date: 
LP-RNA-0003 Original 12/9/87 

5. Responsibilities: 

Project aanager Is responsible for correctly filling out the PAR, special 
Instructions, Menu of Analytical Services, and Project screen. Turnaround tine 
Is decided by the project nanager. Sample Receiving technicians are responsible 
for transferring the Information to the laboratory conputer. 

6. Definitions: 

Special Instructions - Typed Instructions In LINS to the operations 
groups and analysts that are necessary j$o conp1ete the work and can 
not by Indicated by using one of the Compdter tests. 



Proj. i. Filled out by: 

Client Name Date: 

SOP No. LP-RMA-0003 
Page: 4 of 8 
Date: 12/9/87 
Revision: Original 

BffiKU OF ANALYTICAL SERVICES (GENERAL PTTO.) 

Project manager must complete and submit this form to Sample Receiving along with PAR. 

e PROJECT TYPE; [ ] Industrial [ ] EPA/CLP 

e WORK LEVEL DESIGNATION; (specify one only) ( I 1 [ ] 2 [ ] 3 

e ACKNOWLEDGMENT LETTER: ( 1 Normal ( 1 Other Specify: 

• TURNAROUND: [ 1 Normal 
(Report Due Date) 

[ ] Rush 
(Verbal Results Due Date) 

f 
If rush, check boxes 
to indicate completion: 

(Report Due Date) 

[ 1 Operation's Consent 
( ] Rush mail message sent 

If rush, circle divisions involved: GC MS IN ME 

e BILLING: List ( ] Std. Discount/Surcharge 
Note any special billing instructions: 

e SAMPLE DISPOSAL: [ 1 Return to client (30 days after completion of project.) 
[ ] Disposal by RMAL (S2S/safflple). 
( 1 'Store beyond 30 days ($S/month/sampie) 

Estimate additional time beyond 30 days. ' 
( 1 Other, specify: 

• REPORTABLES: 

Details: 

Standard RMAL "Camera Ready" Report only. 
Project Specific QC 
Special QC 
EPA/CLP, Specify paclcage(s), (VOA, SNA, etc.) 
Special format 
Verbal results to client. 

Figure 1 - Menu of Analytical Services 



SOP Ho. LP-RMA-0003 
Page: 5 of 8 
Date: 12/9/87 

LOG IN CHECKLIST Revision: Original 

PROJECT »; ADD ON 

LOGGED BYs 

PAR COMPLETE OR UPDATED?:, 

LIST PAR PROBLEMS: 

PROJECT SCREEN CORRECT? (tt of saoples, S Mount). 

SAMPLE MATRIX CORRECT? 

TEST MATRIX CORRECT? 

SHORT HOLDING TIMES ON BOARD? 

VOAS ON BOARD? 

CHAIN OF CUSTODY SIGNED?. 

SAMPLE BOTTLES LABELED CORRECTLY?. 

APPROPRIATE BOTTLES FOR PARAMETERS?, 

LIST BOTTLE PROBLEMS 

VOA VIAL FOR VOA ANALYSIS?. 

SUBCONTRACT FORM FILLED OUT?. 

BOTTLES MADE TO SEND OUT? 

BOTTLES BOXED AND PUT AWAY?. 

SPECIAL INSTRUCTIONS IN LIMS?, 

BNA OR VOA TESTS MODIFIED? 

GROUP CODES SENT TO JEFF LOWRY?. 

Figure 2 - Log In Checklist 



SOP No. LP-RMA-0003 
Page: 6 of 8 
Date: 12/9/87 
Revision: Original 

AMALYSIE REQUEST FOR SUBCONTRACTS 

R2IAL Project NUaber: 

Laboraptory to be subcontracted: 

Project Manager: 

Results Due: 

Bottle 
Saaple ZD Number Matrix Parameter Description Comments 

Figure 3 - Analysis Request for Subcontracts 



INTERLABORATORY ANALYSIS 

SOP No. LP-RNA-0003 
Page: 7 of 8 
Date: 12/9/87 
Revision: Original 

SHIP TO: (circle one) SEND RESULTS TO: 

CAL ERCO CLE GAS MAR HOU 
KOCKT MOMUiio AflaiyocM LiDonitory 
4955 Yarrow Street 
ArvadStCO 80002 
(303)421-4(11 FAC: (303)431-7171 

Atrentiom Attention: 

CLIENT NAME PROJECT NO. 

Relinquished by: (Signature) Received by: (Signaiare) Date lime 

Relinquished by: (Signature) Received by: (Signature) Date Itme 

Aaalyas 

liupon 
Lab ID EasecolD CUeutlD 

Matrix 
(•.s,w) 

OMB Date 
Ree'd Anih. 

Pi-
liem# 

Upon 
Receipt 

r 

a. 
b. 
c 

d. 

e. 

f. 

S-

Veibal results required by (date): Written results required by (date): 

QC: O StandardEnseco Q CLPRotocol Q Prqject'Specific 

Sample Disposal: Q Enseco Q Retunitoaient Q PhoneRMAL 

Raw Daa Copies Needed: O Yes Q No 

Detection Limits: Q Standard Pioduct O Other* 

Holding Times: O Enseco O EPA-CLP Q Other* 
'Special tnttniericvw; 

h. Intercompany Rebate: (circle 0/ie> 0% S% 10% L P.O.Nttmber. 



SOP No. LP-RMA-0003 
Page: 8 of 8 
Date: 12/9/87 
Revision: Original 

LOG-IN CHANGES 

DATE 

PROJECT * 

CHANGE REQUESTED BY 

DESCRIBE CHANGE (tests added or deleted,corrections,etc.) 

PRICE LIST INCREASE:. 

NEW DATA DUE: 

NEW REPORT DUE: 

PROJECT MANGER SIGNATURE. 

Figure 5 - Log In Changes 



STANDARD 
OPERATING 
PROCEDURE 

Enseco 

Subject or Title: Pace 1 of zs 
. USE OF PAR (Project Assignment Record) - Refer to QAPP Section 7.1 

SOP No.: ^ Revision No.: trrective Date: 
LP-RMA-0004 Original 12/9/87 

Supersedes: 

1. Purpose: 

To designate and authorize the tests required for each sample (or sample 
site) and the matrix of these samples in order for a sample receipt technician to 
assign these tests in the lab computer. 

2. Policies: 

PAR'S are always filled out before the log-in process may take place. 
Changing a standard list of analytes for a test logged in must be approved by a 
senior level manager. 

3. Procedure: 

a. Choose one of the 4 types of PARs. 

Long Form - for projects Involving Mass spec., Chromatography, 
Inorganic and metal work. (Figure 1). 
Inorganic - for only inorganic and metals work. (Figure 2) 
Chroroatooraphv - for only chromatography work. 
Mass Spectrometry - for only Mass spec. work. 

Figure 3) 
Figure 4) 

b. Fill in the information at top. Group the samples by similar tests 
required for the same sample matrix. Indicate the proper sample matrix 
(Figure 5). Indicate the proper test matrix (see the choices on the 
PAR). 

For tests 01 - water 
20 - solid 
40 - waste 
16 - TCLP 
13 - EP TOX 

Prepa/ed by 

ptt Ih Idi/u 
Date: 

/o 
Managemenb' WWA ' ' Date: 

QA Offic^ Date: 1 



Enseco 
STANDARD 
OPERATiNG 
PROCEDURE 

C 

Page 2 of 29 

SOP No.: Revision No.: Effective Date: 
LP-RMA-0004 Original 12/9/87 

c. Nark the columns associated with each group of samples for the test 
desired (with an x). Some exceptions are: 

S or Q are required for some tests to Indicate single or quad 
analyses 

T or D are required to indicate Total or Dissolved 

C Is required to indicate a change to a standard list. For 
any C marked there must be an explanation written on the PAR. 
For example some analytes might be deleted or added from a 
standard Priority Pollutant Semlvolatlle list. 

d. New tests that are not on the PAR must-lie created by the Data 
Administrator following completion of the Request form (Figure 6). 
Generic tests are available as place holders while the test Is being 
created. 

5. Responsibilities: 

Project managers are responsible for the accuracy of the PAR. 

6. Comments: 

TCLP preps must be assigned. They are not pulled with the Job codes. Some 
tests are not to be changed or modified (ICPLIT). Not all created tests are on 
the PAR. Most of the tests that RMAL sends to subcontractors must be hand written 
on the PAR. (Figure 7) 

•7. Definitions: 

Jobcode - groups of tests that will be automatically assigned by the 
computer by the use of a simple phrase; exanqile RCRAOIC assigns all 
RCRA tests. 



SOP No. LP-RMA-0004 
Page: 3 of 29 
Date: 12/9/87 
Revision: Original 

LONG FORM n 1. Last Retisioiu 6/S/87 Cumnt Knision: 9/15/97 iJtab oada V H 
FEOj< / / SpcL Itat: Y N 

OCDP avo. mat TaseMbc 
A 
B 
c 
D 

E 

C3i«nt Oaacrlptien MlSaqile 

Hazard Labak 
<^< »> «<A »> ORGANIC CHEMISTRY «< »> «< >» 

CC/LC Aaalyzaa Teat ID Matriees A B C D E 

SOMA MhalcnMBBnes aacsor 01 
* Balogmted Ytalaitlle CEganiee — 601LI OUO ,16,46 

la 

* Amctie Viaitttile CDDgoiicB •« M2U 
603UL ^ 

mA§ 

01.20 ,16,46 

4P 

{ 

Bansana, Talum, EttyltaHtm. l^vlenas 
SOMA VblBtilas NO. SDH 

0140 ,16,46 
01 

Aerolsin A AerylmitrUe 603LI OIJO 
Rienols 604U 01,20 
Bensidints 605U OIJO 
Rxttaalata ttbais 60611 01,20 
Mltzoaaminas 607X1 01,20 
QaganochlociJM BastieldeVFCB's 608 CCP PP 0140 ,16,46 
CC Best'a/PCB's (ION CESBCnCM UKII) OCP VPL 20 
NFCES Otganodilecina Bestieidea/PCB's CCP VP 0140 

OCPHSL 0140 
B5L 0a>'8/ICB'S (ION CECBCX2CM XJMIX) OQBSZZi 20 
dP/BSL OcganochleEine Pasclclde^PO's OCP CLP 01,20 
Appendix 8 or 9 Ocganochloeine Bast/FCB'e OCP AP9 01,20 
TOP Oanetardstle Ccganedilerlne Pasts. COXOP 01,20,16,46 

* SCMA OERanoetiXecina Pastleides OCP sow 01 
* BCRA Organoctalcelna Pestieidas OCPRCR 0140 

PCB'S VC8 01,20, 45 
mtrO'Aromaties A Cyclic Ketones f09U OIJO 

LCPNA 0140 ,16,46 
Halccthers 6IIU OIJO 
CUortnated Hydrocarbons 4i2LI OIJO 
OcganaphosphBta Pastieidas •• OPP 01,20 

Noted 
^toSeoDed^StiSStd'tooajct (01 & 20 01 C 20 Bolded - Std.M. DL 

Figure 1 - Long Form for GC/MS. Inorganic. Metal Analyses 



LP-RMA-0004 
4 Of 29 

SOP No 
Page: 
Date: 12/9/87 
Revision: Original 

LONG FORM n 2. Uu Rtrixion: </«/«7 Cumm lUfUion: 9/t5/»7 

( 

CC/LC AaaJysM (caac) TaatIO Matricei A B C D E 

Appendix 8 or 9 ocganepbaiteta Pastieidea (SPAF9 01,20 

BRB AF9 01,20 
ICUP 18)1 lili filial BBSOF 01,20, 18,48 

• SCMl Haiftieidas HRBSOW 01 
* ROta BaiAieidas #• BRBRCR 01,20 
Triaxbits »i9U OiJO 
cazboBta « Ctoaa msMHtVm'' HRC 83212 01,20 
Fanta a TattaebloEastenal FCF 01,20 
Ettylana oitaadda (SOB) S04XX 01,20 
Rydraeaxta) Sean by FID GCHXD 01,20 
Boiling Faint Odstxdbueian By GC OCBR) 01,20 
Naber Miaeltala Solvents GC OKI 01 
SoivolatilaB by 16D 16D EKA 01^20 1 

Falstiles by MSD MSDVGA ^ -01,20 
Saaivniatilsa by FID GC WA 01,20 
Bass Naubals by FID GC EN 01,20 
Adds by FID GC ACD 01,20 
land TtBatBBRt Daanstxatim / HF£C ZC ZSD 01,20,43, 16,48 

GC / MS AaalysM 
Ftlficlty Fallutant Volatilas VQA 824 OUO ,40 16,46 

VQA634L 20 
Fxioclty FaUutant Soivolatilas BA 825 01,20 ,40 16,46 
Ftiaelty FaUutant Add Os^anies ACD 825 OIJO ,40 
PCleKlty FaUutant BasVMsubaol Ocganies EN 825 OIJO ,40 

• Hazaxdous Sufastanoa List Falatiles VGA asL OtJO ,40 16,46 • 
BSL Vblatilas (ZflS iriW .TlUt UMXT) VOKBSIL 20 

* HaaiTdous Substanea List SedwaLstilse BNA HSL 0U0,40 16,46 
* Mzazdna Substanoa list Add Otganies ACDRSL OIJO ,40 
• Basaxdaus Substanoa List Bas^liaubxal Org BNBSL . 01,20,40 

OP/BSL Falatilas (Xn>*s xncludod) VGA OF 01,20,25 

•• Mast ttodiCiabU 
* Frsfartad Standard 

C-Ghanga notad. 
(01 & 20 Bolded) 

Bcaldad Of « 20 - Std.Ftd. 

Figure 1 - Long Form for GC/NS, Inorganic. Metal Analyses 



SOP No. LP-RMA-0004 
Page: 5 of 29 
Date: 12/9/87 
Revision: Original 

LON6FORM Last Rnision: 6/8/87 Ctamt JUHsian: 9/IS/87 

CC/MSAulytM (eont.) 
OP/BSL SMtvnliimn Xneludad) 

MEGES VblatUsB OtgniicB 
MSCBS SemivaiatilM 

9 viaiatiles 
IVQlBtilCS 

Apponlix 8 or 9 OilrrimteBd Oendm « Ptew 

CSA-OB oioBciana 8 Rsna 
appndix 8 13D VUatilaB 
acpndix 8 TZD SOBlvolatilas 
TOP/ Ttalatiles 

TOP/ ScnivolatilHi 

TCIP/ X«d IlBsttictlan Vblatilas 
lOP / Und Bastxletlan Soivolatiles 
BaeiMcy 
Mflnoey VQU'S (XCW.CeiEaiCN UMXI) 
RaeixMcy aoL 
Palytaielaar 
PaLymelaar Eydteeaitans S3K 
taitativtt IdenMflnwticn VbLatiles 
VaRtatlva XdentificatiA ScDlvolatiles 

VoLatiias 
QiaracCecizatlon SenlvolatUes 
Oizest Aqueous Xixjectlen Valatiles 

Dixeet Xnjeetian Sonivolatlles 

TwtID 
BNaOP 

824 

wa 625 
VGA AF9 

Matric 

01,20,25 

01 

01 

A B C D E 

01,20,40, 16,46 
BA AF9 
GDOI AP9 

on 
vctm 

VOKCOP 

VOaiHR 

VQABEF 
VOKEFL 

W RA 

VESA TZD 

BNATID 
Ala CHR 
BACBR 
voaoAi 
BMa OA! 

01,20,40, 16,46 
01,20 DiwJ2 

01,20 DlfJ2 

01,20,40, 16,46 
01,20,40, 16,46 
01,20,40, 16,46 
01,20,40, 16,46 
0i;20,40, 16,46 
91,20,40, 16,46 
01,20,40, 16,46 
20 

01,20,40, 16,46 
01,20,40, 16,46 
01,20,40« 16,46 
01,20,40, 16,46 
01,20,40, 16,46 
01,20,40, 16,46 
01,20,40, 16,46 
01 
01 

BQided 01 a 20 - 8td. M. 
C - Qianos Hoead 

Figure 1 - Long Form for 6C/NS, Inorganic, Metal Analyses 



LONG FORM K 4. 

SOP No. LP-RMA-0004 
Page: 6 of 29 
Date: 12/9/87 
Revision: Original 

Latt KnWan: 6/8/t7 Currtnt ttnition: 9/15/87 
<« »> «< »> INORGANIC CHIMISTRY «< »> «< »> 

e 

Phyalcal Tattt Teat ID Matrlcaa A B C D E 

®oaansivlty ay RK MQSB « 01,20 
aoEzoaivlty, mcB KMCB 01,20 

0Oolar NBSOQCR 01 
($Odor COCR 01 

nttida Size / Hydmber 20 
leztieu Size / Siwe 20 
lyiltahility, aoeed Gap FX5BFT 01,20,40 
ntoant QU/NitaK/SoUd (cyw/S) %CMS 

f i|i}f ^"1 

40 
ao 

Oil a Gteeee / GEBviastzic BALOaS 01,20 
Oil a Gceaae / Znfcazad SpactzcBBter (Bt) Bioas 01,20 
AzoBBtie OH a Graaaa / (Bt) Biaoas 01,20 
Itotal Detzolaai ^dzocBZlnis (BH) / (Bt) BIBH 

Mlaaral Taats 
@Speei£ic Cenduetanoe case e 01,20 
0 Acidity MEraCXD 01,20 

HEXn* 01,20 
pK, FBSta NEBBP 20 

0Altalinity, ^DotaVQudyBieazlvHyttneide MEraiB 01,20 
Baxdness, Tltzstion BORiABD 
Bazdnesa, ICP xontR* 
Sodiim Adsocption Ratio (SAR) XCP 8AR 01,20 
cation Bocbanga Opacity XCPCBC 20 

Ion Belanee (Mjar Caticni/Anicne) Sea Job Coda: lOHBAXMCE 

1 1 
Oxyt'B DtMsa / Carboa 

@ Biorhniiifial Caqgan Daand (BOO) HSEBOD 01 
OwBieal aygen Doaand (OOO) MDOX) 01,20 

m /M t%im 191 iVWliI WC^QtlUe \AWW/ 

Fucpaable a^anie caitcn (FOC) TKFX 
- WJLff £U I/IVei d/ 

01 
A1 RA^BBUJB %auMia 

• 

@ SHORT'HOLDING TIMES C-Oianga Noted. 

Figure 1 - Long Form for GC/HS. Inorganic, Metal Analyses 
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SOP No. LP-RNA.G004 
Page: 7 of 29 
Date: 12/9/87 
Revision: Original 

LONG -rOKM PI 5. Lou ttnUiOK 06/0t/t7 Currmt JUrWm: 09/IS/S7 

Nltrofta 

ibfcal jQadabl Hltragen (HOO 
ilmimin Hltogga 

ffHlttlta. ifitamm 
(8 HlttBtWi HlLfcWMi 
Hittitp Pl\B IflttatB. Wltamrn 

@ Hitrau. IC 
%mtrtu.iC 
Ibtal oganie Kttaogen 

TMt ID 

tCHOS 
tCttOJ 

ktotricM 

01,20 
01,20 
01,20 
01,20 
01,20 
01,20 
OIJO 
OJJO 

I JOb t TCHOl 

Phoaphoru 

A B C D E 

^ Octiiflstesgliata, OBlecdaatzic TBCO P ^61,20 
(gortbqpheaehate, IC ICKM ^ Dl,20 

Balypbeapbata, IC IC 004 01,20 
Total Sbo^taecus, OBlocliUBUle OCX P 01,20 
Bhoaghetus, lO SaalCP Suits Oxpouids 

Solldi 
Total Solids (TS) BAUES 01,20 
Total Suapendad (TSS) BAISSS 01 

@Total Olssolvad Solids (IDS) BMSDS 01 
Total VOlatiU Solids (TVS) BAZSVS 01,20 
VOlatila Suapandad Solids (VSS) BASUSS 01 

(gfurtldlty (NIO) SPDDRB 01 
Satfclaabla Solids (SS) rrMgpq 01 

Mkmbiolofy 
OOUFT 01 
OXZP F 01 

• . 

. 
do tat t; tssj^vjsss^ 

9 SHORT HOLDING TIMES PrtarHwad pppfamad 

Figure 1 - Long Form for GC/MS. Inorganic, Metal Analyses 

an additional laeter 



lOBTCrOkM 

SOP No. LP-RNA-0004 
Page: 8 of 29 
Date: 12/9/87 
Revision: Original 

Lait tUHslm: 6/9/VT Currtm lUrtttaiK 9/IS/S7 

c 

Salphar TMIID Matricaa A B C D E 

xcfloa 01,20 

SUUBtta, lutbldlmatzlc SRSoa 01,20 . 

^aamta, Tlfrlmatrtn BDRSOS 01,20 

icaa 01,20 

Sttl£ida> '•••"' 11" SEES • 01,20 

flttUldB. IC ICS 01,20 

aufia:, xcp Saa XCP suita OoBvennds 

aultids - RaacdLvm SRSR 01,20 

maaolAta, ZC IC 8303 01,20 

maeyanata. IC icaor 01,20 

Cyaald* / 
1 

cynide, Tstal 1BCCHT_^ ^,20 

cyanida, Jawnahlw to CUorlnBtian wxs r 01,20 

Qanida, maak a Waanrlahle near w 01,20 

Qenida, IC XC CH 01,20 

eyanida - Baactlvo TBCCM R 01,20 

Baloc*a« 

BCoaide, IC IC BR 01,20 

fWnrifla, Tltxiaatric BDBCL 01,20 

ICO. 01,20 

0>Oilarlna, PniildnnT RfBORR 01,20 

ZCCX04 

IBTF 

01,20 
oi 9n 

.Bnorido. OdatlUad, Elaetieda MEV T 

WJL#«U 

01,20 

RaaHdt.tC rcr OIJO 

Zbdite, IC K I 01,20 

Hiihil Opganln Baie^n (lODC) TGDQXSta 01,20 
01 rWliwjia 

DtsaOlvmd Ocganie Itilogan (DQDC) 01 • 

• 

• 

.y; OttMT aatrioM Oo not need an additional latbar 
OOanga Natad. OhdarHnrt ioR¥'H5£SlNGTnMs: 

Figure 1 • Long Form for GC/MS. Inorganic, Metal Analyses 
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LONG-FORM, n 7. 

SOP No. LP-RMA-0004 
Page: 9 of 29 
Date: 12/9/87 
Revision: Original 

Lou RttisioH: 6/8/S7 Curma Rg<rMoK 9/1S/87 
Redioebmbtrr Test ID Matrices A B C D E 

GBoaa Al|)te t Beta nana 01,20 

Lead 210 nasna 01,20 
Radloa 226 BMa26 01,20 
Radlm 228 BMB28 01,20 
Thnrlm 230 Item J IK 01,20 

- Other Teats 
tenin / zlgnin 01,20 DirJ2 
ItMndllcs (aHkAP) SPBmt 01,20 

(^surfactants (KBAS) SPBMBhS 01,20 
M .1 iiwimi n / 

"1~ 

' 

TCLP Master Preps 
TCIP Kep / EXTRACTABLE Oeguiiaa Only** NMRUO 40 
TdP Rep / VOLATILE OKganlca Only MtOOE 40 
TCLP prep / METALS Only MMSCUM 40 
TOP prep / METALS A EXRACT. ORGS Only mascof 40 

— sncludes Pestlddas 

• S-S . a 
RriSokDiN 

01 Matrix n otter do not naad on additional letter. 
C-Ctenge Mated. 

Figure 1 - Long Form for GC/MS, Inorganic, Metal Analyses 



LONG FORM Ml. 

SOP No. LP-RHA-0004 
Page: 10 of 29 
Date: 12/9/87 
Revision: Original 

Last Rnision: 6/8/S7 Cumta HaHthm: 9/15/87 
Tract MMcte hy ICP a AA TMtID Mctrlcn A I C D E 

* 20 Son / 27 im-wlt, Staadcrl Pradcct ICPXZ* 01,20 j . 
ZCP IfBftaltf, SalnbU Salts loss 01,20 1 

1 
XCP Suite / CbooM Traa list Belov XCP* 01,20,T16,146 Sec below 

Test n> A B C 0 I TMt n> A B C D B 
Aluiiw, lev MBngpnase, XCP 
SntiBOiV, fttaM FSB* MKency, CVAA CBBS* 
JintiBany, » NolyfadanB, XCP 
Atacnle, FUm AA FAS* Kidoal, XCP 
Ataenie, qyd Gen ncv. 22 Oniun, na 
Areenie, lO tta^ban^, ̂  
SniuB, XCP 
tanrlliim. TTD 

WtaaeStm, XCP 

Socen, ICP Selenlm, SUen AA FSE* 
OWftullBH, lum AA FCD* Selmiua, I(yd Can Dh. 22 
CBtaim, XO SiUee (Si02), XCP 
celdiB, lev Silieon, ICP 
aaoDiim (HI) CRf34 Silver, FUm AA FAG* 
fill Him (Vl) snots* Silver, XCP 
OasoBlm, ICP Sadim, XCP 
Oafaelt, ICP StXORtilB, XCP 
Oqppor, ICP 

lean, ICP FTL* 
lead, Tot OcganiB Tin, X9 
teed, lurnaoe AA FPB* Titanim, XCP 
teed, XCV * Okanim, saturel 

Vbwdlua, XCP 
Haymlm, lO Zinc, XCP 

\ aatrloes ter XCP» « iMnaoB Tasts) 

Figure I - Long Form for GC/MS, Inorganic, Metal Analyses 



SOP No. LP-RMA-0004 
Page: H of 29 
Date: 12/9/87 
Revision: Original 

LONG FORM pg 9. Lou ItnisioK 6/8/i7 Cumta UfUhiu 9/tS/t7 

( 

Inorgaalc Rtgotatary FaekagM Job Coda Matrieaa ABODE 
anaidixvm MsCalfl/ltoaEgnieB MSMia 01,09,20,40,16 
Jtnpandix se itaeBlfl/moEganiBs UBMKT 01,09,20,40,16 
Appandlx XX Cpfcicnal Wtag OMB. manaears XOOUMO 09 
aaaxdauB Suhatamoa List (BSL) Ma^Ohscg BBDMMI 01,09,20,40,16 
dP/HSL lfatal4^ZiaegmicB C£pM«I 01,09,20,40 
SCm Maaoy Ma&als / Bneganica sanatm/t 01,09 
SDA Seoondaxy Macals./ xnoBganics sanamoL 01,09 
loxntal MBtals KShfm 01,09,20,40 • 

BCRL EP INatals ox BC8M 8td.Ptd. DL 
acsXEP 11 Hatals SIX IBM i 

Bcsa GEcuitetar SultabiUty 01,09 
01,09 

ROA GcanOater Quality XMieatocs RcnoMfa# 01,09 
PtioEity FoUutant Matals PPaaM 01,09,20,40,16 
FEloEity Mllutant ZhocQanlcs PP«I 01,09,20,40 
BaClnaEy Tbtal Matala (Hazaxdous Conatituant) BEZ8B**M 01,09,20,40,16 
RaXlnaxy S I Matala SZ RZM 40 
Rafinexy EP IX Matals EPXX IBM 40 
MPces Part X IMganics MPDB**! 01 
MPDES Paxt B Matals / Xnexoaxdes / mo MPCB**MIll 01 
MPCES Paxt C Matals / Xnocoanlcs EP«tVl 01,09,20,40 
TOP Matals Aquaous Zsactaata orc**M 01,20,16 
TOP Raeinaxy Matals Saa RESBOdK 

m Q-Quad 

Figure I - Long Form for 6C/KS, Inorganic, Metal Analyses 



SOP No. LP-RNA-0004 
Page: 12 of 29 
Date: 12/9/87 
Revision: Original 

S tOKKSH nio. Lau RrfUion: 6/8/97 CiirrvM MtHtion: 9/iS/87 

t 

IteaNuibor CbaaiM 

. 

! 
/ 

/ 

Commantt To Soapio Rteoivlof : 

Figure 1 - Long Form for 6C/NS, Inorganic, Metal Analyses 



JOB CODES pg 1 

SOP No. LP-RNA-0004 
Page: 13 of 29 
Date: 12/9/87 
Revision: Original 

LastMHen: 4/2/97 Istrntd.- 6/9/97 
SDWA Driakiag Watar Paramatan J.CODE ID Macricas A B ^ D E 

Many cavlsta scmp**c 01,09 

PtdiBgy Metals SDAPMM 01,09 

SOHAP**! 01,09 

Maezy WwHuiimlHUy 8omp*ni 01,09 

Maery Os^BnicB SDAPMQ 01,09 

Secondary Metals / SMrgeaiea somsMMi 01,09 

Priority Pollotaatt 
01,09,20,40 

Metals BPMM 01,09,20,40,10 
BngenicB PP*«I 01,09,20,40 
ocganies PPMO 01,09,20,40,10 

HaiarOoaa Sobataaea LUt 
OaVLafta B5tA«C 01,09,20,40 I 

Matale/Xnocganiea HsiAna ^ ' 01,09,20,40,10 
ocganies HSI>«0^ ' 01,09,20,40,10 

BCBA Groaadwator - Moeitorlag Paraaatan 
suitability oemata RCSkS**C 01,09 
suitability Metals BOEASMM 01,09 
Suitability Dneganics BCRKS**! 01,09 
suitability Bafilnrtwnristey BOnSMR 01,09 
suitability Ocganies Rsas*«o 01,09 

Ra»Q*«MX 01,09 

BCRAZ**Zf 01,09 

CLP / EPA Raport Paekagat 
CU' c 

Metals / Znocganics dPMZ 
et^pnics CXDO 

0 S-Singla, Q^)uBd tar 01 « 09 Matrices Only 

Figure 1 - Long Form for GC/MS, Inorganic, Metal Analyses 



SOP No. LP-RMA-0004 
Page: 14 of 29 
Date: 12/9/87 
Revision: Original 

( 

Wait# Charactartotles A Othar Taati J.CODE ID Matricaa A BCD E 
BC SBsganifiB lypHWTIftX 40 

BVMatala EPX ROM 
BVOEgmcB EFX BCRO 
im Oily ftaste MBBBIS SQ ROM 
rap HMta Oeracttrlstle (mark ana: M/O/C ) OION1VG/C 01,20,16 

land HBSbifi&ien HUB QBtMQ 01,20,16 

BCSAMBtBlB BCBRMM 01,09,20,40,16 
Raflaary Haaardaoa CaastltaaaU (HQ 

KCapLate BsracMc 01,09,20,40,16 1 

BMBCBIS 01,09,20,40,16 
K OEgBilcs 01,09,20,40,16 

WMt« CharactarUtlcs • Raflunr 
BEBWCMI 40 I 

SI Matals EFX 
snx OUy fiBsta Maeals 0XXJBZM • V 

Aypaadtz 9 List 
A9BMC 01,09,20,40,16 

Mamiii / DnocgBnies AFBMKI 01,09,20,40,16 
CBganica AIB*«0 01,09,20,40,16 

Appaadlz 9 LUt 

AF9**C 01,09,20,40,1611 
Maeals / InecDBnlcs AP9MKZ 01,09,20,40,161 
OBganlcs AF9*«0 01,09,20,40,16) 

loabaiaaea 
Oaaola«a XCNBAIANCE 01,09 
CBtiens OOIENS 01,09 
Aniens AmCNS 01,09 

TCLP MASTXR.(M40), PREPS : THESE ARE NO LONGER INCLUDED IN JOB CODES B 
YOU MUST PIECE THE M PREPS TOGETHER WITH DESIRED ANALYSES ; SEE FLOWCHARTS 

•TOP Fsap / EXTRACTABLE Ccganlcs Cnly • moxopo 40 
rap Rap / VOLATILE Otqanies only NiOZHE 40 
rap Ffeop / METALS only IMOXCUM 40 
TOP Rap / METALS A EXTRACT. ORGS Only moxcip 40 

fiidudes Dastlcidas 

Figure 1 - Long Form for GC/MS, Inorganic, Metal Analyses 



SOP No. LP-RMA-0004 
Page: 15 of 29 
Date: 12/9/87 
Revision: Original 

ftoj 
INORO CHEMISTRY pg i. tMSt httitioiu t/t/W? Currtiu KnUien: 9/15/87 

GEW^ sapl MDc Tat HEX CUjRt Dualption 
/ / 

: Y N 
Btd, IMtt Y K 

A 
B 
C 
D 
E 

label: 

( 

Ozygra D«Mad / Carboa 

Phraieal Taste Tast ID Matrleaa A B C D B 
@Ooezeelv±qf by pH MEBH « 01,20 

OarEQBlvlty, ma ma 01,20 
(g Color macocR 01 
(gOdor 01 

20 
20 , 1 

Iffiitabllity, doeed Op nsBPr^^y 01,20,40 
leceaRb Oil / mtar / Solite %OMS - 40 
Oil a omaM / ecsviMbie BALoac 01,20 

M 919 

Azcnatic Oil a aeaee/ XR 
08M 

ntaoac 01,20 
Total BetimleuB SydrecatiDons (TSH) / ZR StTSH 01,20 

Mearal Taste 

CEXSC « 01,20 
® Aoixlity 01,20 
@pH MEEXH i 01,20 

pB, Paste MEBBP 20 
(gAUcalini^, TbtaVaat/Blcaztv«ydreDdde MEOZX 01,20 

Bardnase, Uteaitlon BtaOffiD 
Hardness, ICP ZOBAR* 
SodiiB Adaorptien Ratio (SMt) ICPSAR 01,20 
cation Pcdange capaci^ ZCP CBC 20 

ZCNBMOIC 
Xon Balanae (Major Cations/Anions) Bee Job Cote: SCNBAZMKZ • 

(g Bieebaeioal a^gen Dasend (BCD) MEOOO 01 
Oteteical CB^gan Osasnd (COD) MBDaOO 01,20 
Total Organic Oaidxn (TK) Tocncf 01/20 DhJB) 
tagaable CEganle cazben (POC) TOCSOC 01 • 

TXDOC 01 

nstad. 
do not need an additional letter 

a au(i Kirnpc TIMES 

Figure 2 - Inorganic and Netal Analyses 



SOP No. LP>RMA-0004 
Page: 16 of 29 
Date: 12/9/87 
Revision: Original 

( 

INORGANIC CKEMISniY pt 2. Last /UHsion: 6/8/S7 Curnm JUrUoif 9/13/87 
NICrofsa 

Ibtal iQadabl mttagan (0301) 

lai Himrn 
DtsCillad 

gHitrtta. Hltmm 
fflWifafrta. Wltemen 

Wllji-fai Pluai MlUata. MlteBBen 

eMtrau. IC 
• mtiU*. IC 

Total Oeganle NUzo^an 

Tttt ID 

wasKa 

waaxr 
ICN03 
tCS02 

MalricM 
01,20 

01,20 
01,20 
01,20 
01,20 
01,20 

OIJO 
OIJO 

> Job Oodat TCNOl 

PhMphoras 

A B C D E 

(SQettapbaactaba, QaLngiaauie 0000 P 01,20 
@0ettooEiioaphaee, 1CB04 01,20 

RaLyptaqteta, XC ICII04 01,20 
Total tteapbotua, CeOeriaatzic THQ* p 01,20 
Itaapfaania, ICR 8ae^ :iBuite Oxpcunds 

Solldi 
Total Sol Ida (TS) BBias 01,20 
Total Suapendol Solida (TSS) woTiweg 01 
Total DiaaolvBd Solida (SS) BMOSS 01 
Total Volatila Solida (TVS) BKUtVS 01,20 
Volatile Soapcndad Solida (VSS) BUDSS 01 

^Tadoidity (MID) SFERBB 01 
Settlaable Solida (SS) CDNESS 01 

Microbiology 
0CoLi£Qna, Total 
0eEiHfflnB, Final COEZF F |oi 1 

Solphor 

XCS04 01,20 
SEES04 01,20 

0 Sulfite, Tltriaatrle BDRSOS 01,20 
e sulfite, XC XC SOS 01,20 

SEES * 01,20 
sulfur, IGP See ICR Suite coapainda 
sulfide - Beective SEES R 01,20 
Ihioaulfate, K XC 8203 01,20 
Siiocyanete, XC XC SOI 01,20 

* T-Total, D-OiaaoLvad; for 01 aatxix 
Tctal aulXida only, for 20 aamx. 

;; 

Figure 2 - Inorganic and Neta1 Analyses 

jBaJOBfOBSA. 



INORGANIC CHEMISTSY pg 3. 

SOP No. LP-RMA.0004 
Page: 17 of 29 
Date: 12/9/87 
Revision: Original 

Lau RgfMoK i/8/97 Cumtu HgfUtan: 9/15/97 

( 

Cjraalda Test n> Matrices ABC D E 

cyanide, ttCal 01,20 

Qranide, Jtandaie to Qilnrijatien 01,20 

nooiB 01,20 

cymide, ZC ZCOf 01,20 
cyanite - mwrflve 01,20 

Balogaas 

ttodde, ZC ze n 01,20 
OilCKdda, tltiiaebie 

IC Oe 
01,20 
09. 90 

(SOUadxmt Hiirtwl 
%ild 

KnCZ2R 01,20 
PBKcHlante, IC lecuM 

MtTJf 

01,20 
At M 

Flunrlde, Distilled, ELaetteda 
MA J r 

MEVT 01,20 

Fluortdt. IC IC F 01,20 

XBdide , IC ZC r-^y 01,20 

tttal Oryanin Bklegan PCK) TOKSM 01,20 
- tegaable ccganie Balegm (VGK) ZCDBCK 01 

WB^elalW \aAdfW| 

Radloebamlstrr 
W* 

GBOas Alfba t Beta BADAAB 01,20 DhJ2 
lead 210 BASBZIO 01,20 DhJ2 
Radiua 236 BA1B26 01,20 DnJ2 
Radlm 228 BAia28 01,20 DitJ2 

230 8MS230 01,20 DhJ2 
RACO 01,20 Dh.I2 

Other Tesu 
@Tainin / Lipiin OIV. 22 01,20 

Sbonoliea (4-MP) SRSBEN 01,20 
^Siicfaetanfcs (NBAS) SEEMBAS 01,20 

njcr Anion. Sean tay Zon Qraetoggoflv ZCSCAtt 01,20 

TCLP Master Prap 

1CCP Ftep / METALS Only Ntomai 40 

• . 

• ^ oattix only; PrtiBrtlnfld ItfllB fn PTBfgTBd 

Figure 2 - Inorganic and Hetal Analyses 
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INORGANIC CHEMISTRY pf 4. 

SOP No. LP-RMA-0004 
Page: 18 of 29 
Date: 12/9/87 
Revision: Original 

Last Rerision: 6/8/87 Cumnt Knistm: 9/15/97 

Trme* MtUU bp ICP A AA Tnt ID Matricas A B C D E 
XCP Scan / 27 MBftals, SUadard Prodact ZCP 12* 01,20,16 
JO Matals , SoluBU Salts ICP SS 01,20 

ICP Suits / Choosa Iron Ustt Balew 19* 01,20,T16,T«6 Saa balaw 

ChaaM: 
Taat ID A B C D E 

C^ouai jCTSui,^, 
Ttst ID A B C D E 

AluBinB,. ICP Mganaas, 19 • 

intdacny, I>a3i AA FSB* Hacosy, 9 AA C9BB* 
JntiaBnY, ICP Mdybdna, 19 
Atanic, PUmAA ras* mekal, 19 
Ataenie, Gen DEV. 22 OoiUB, 19 
Acaanie, ICP Bioaitacus, 19 
Barim, ICP Potassim, 19 
Bacylliua, 19 Sslanijp,; 19 * 

Bocat, 19 SslaniiB, PUmAA pse* 
cadtadia, PUm AA PCD* Selaniua, ^yd Cm DEV. 22 
oaidia, 19 Silica (SiOB), 19 

Silicon, 19 
Ctacenim (lU) CRfSp Silver, P\aa AA PRC* • 

fliiimim (VI) SFECR6* Silver, 19 
OsoDim, 19 SodiiB, 19 
ODlaalt, 19 Stccntlua, 19 
OoRwr, 19 
Inn, 19 OiallluB, PUm PHA 
Isad, lot Organic Un, 19 
Isad, lUcnaoaAA PPB* litaniw, 19 
Laad, 19 OfcanluB, Natural 
Uttdm, 19 vanadiia, 19 
Ka^eslm, 19 Zinc, 19 

1 
1 

; •" tor I®. «d pucno M.) 

Figure 2 - Inorganic and Metal Analyses 



INORGANIC CHEMISTRY pg S. 

SOP No. LP-RNA-0004 -
Page: 19 of 29 
Date: 12/9/87 
Revision: Original 

Lou Anishn: 6/i/$7 Currtnt AnisiOK 9/15/87 
laorgaalc Rtgalaterr Paekagti JobCoio Afatrlcas A B C D E 
Hfvandix VXXX MBtals / tocrganicB M«M«X 01,0»,20.40,16 
Affondix IX MBtals / Xnotganics APP'^ 01,09,20,40,16 
Agpandix XX optienal-Haeer Onistoy torn lOOAXANCE 09 
BBzazdous subrtanoa list (BSD Hat / tooEg BSEA«KC 01,09,20,40,16 
OF/IBL Matals / InecganicB CUMKI 01,09,20,40 
SDNA lEdatBxy Matals / ZhoBganicB SCWFMMa 01,09 
aONA Seoondaxy Matals / Xnotganics 80WS**HX 01,09 
nam total Matals RCRAMM 01,09,20,40,16 
ROm EP X Matals ESZRCIM 
nam EP n Matals DXIRQM 
BCSA GEOsxbMtar suitability RCSASMIWB 01,09 
nam MBtar Quality Matalamncganlcs RCSBQMKI 01,09 
ROm GEounduatBr Xbdieatocs Ranz*Ma« 01,09 
Ptlfleity Militant Matals EP««M 01,09,20,40,16 • 
Pdoei^ Pollutant Xnccganies PB*»X.- 01,09,20,40 
Ratinary total Matals (Bazaxdous Oomtituent) iUflftiL**M 01,09,20,40,16 
Rafinaxy EP X Matals EPZIOZM 40 
Ratinecy EP XZ Matals EPXXRERf *0 
WEES tat A toocgaaics WEA**X 01 
WCES Paxt B Matals / Itatganics / wo MPDBMMZR 01 
WCB3 tart C Matals / Xnocganics PPMIVI 01,09,20,40 

QBC**M 01,20,16 
TOP RaCinaty Matals Sas SEZBSMM 

fun Nanbar Chaagu 

. ^ 

CoamtBU For Sompio RoetiTiar 

# S -Single, Q -Ouad tor 01 ntrix only 

Figure 2 - Inorganic and Metal Analyses 



JOB CODES N 1 

SOP No. LP-RNA.0004 
Page: 20 of 29 
Date: 12/9/87 
Revision: Original 

Lou MjntHo*: 4/2/tr tMumi: 6/2/97 
SDWA Driaklat Wattr Paraaattn J.CODE ID Matrim 

0I,0» 

Mauy IMBls scmpMN 01,00 

PXtety ancoanioB SDMPMI 01,09 
ndBBKy nwlliiii—liiuy sompMR 01,00 

PClBBty CconioB SDAP*^ 01,00 
SMRtay Mtals / itagniCB somsMMZ 01,00 

Frierlty Poilauau 

Chaste W*C 01,00,20,40 
MBtals RMM 01,00,20,40,16 
SngBDia »*•! 01,00,20,40 
OKoanicB pp**o 01,00,20,40,16 

Haiardoaa Satotaaca List 
CaqpLata 01,00,20,40 
MaCala/macganicB BBIA<Va 01,00,20,40,16 
OconticB 01,00,20,40,16 

RCBA Craaadwatar - Moaitoriat Paraaatart 
Soitnaiilty miplara BOUkSMC 01,00 
suitability Matals scmsMM 01,00 
Suitability macganicB Rcms**i 01,09 
Suitability RadlochBDisby R3AS*«R 01,00 
Suitability OEganicB ncsasMo 01,00 
Quality HBbalA / Doaganies IOOQ*<tIX 01,00 
Sndieatcr moEganla Ronz**!* 01,00 

CLP / EPA B«»ort PtckagM 
OoaplatB dP C 
Mstals / Xmeoahics OP HI 
OCQBnics OP 0 

• S-Sin^lCf Q-QtMd Por 01 ft 09 Itatriees Only 

Figure Z - Inorganic and Hetal Analyses 



SOP No. LP-RNA-0004 
Page: 21 of 29 
Date: 12/9/87 
Revision: Original 

Wasta Charaetarlstics A Otbar Tasts J.CODE ID 
mf v aOTBawa a 

Matrieas A B C D E 
HC mocgBnles BOaiMCMX 40 

0%/ mealB EES BOM 

wet/ aegmiea EES BOO . 
Em Oily Nasta MBtals Em ROM 
KIP Rhsta nwnrtHrigttie fmark aiu: M/O/C ) OECMH^C 01,20,16 

Xaad Rastticdcn Rola nsw) 01,20,16 

BCRAlMals ROOUMM 01,09,20,40,16 
Etflatrr Hatartfou Coutltaratt (HC) 

BCOBivlate BOBCMC 01,09,20,40,16|| 
HCMPeala RQBCaafi 01,09,20,40,16| 
BC QcganicB 01,09,20,40,1611 

Wut« CharBcttrlatic* • RafiBtry 
DnganlcB ROROMi 40 
EES MBtals EE! 
Em Oily Msta MBtals Em 9BM 

c Appaadix 8 LUt 
) OoBplata APBMC 01,09,20,40,1611 

MBtals / Xnatganics APSMMX 01,09,20,40,16| 
OcganicB APBMO 01,09,20,40,161 

Appaadlx 9 List 
Oapleta aP9Mc 01,09,20,40,161 
MBtals / XnocgBiiles apoMKi 01,09,20,40,161 
OtganicB m**o 01,09,20,40,16| 

loabalaaca 
OcBplsta ICNBAiaMCE 01,09 

amoMS 01,09 
aniens atooG 01,09 

TCLP MASTERXM40), PREPS : THESE ARE NO LONGER INCLUDED IN JOB CODES S 
YOU MUST PIECE THE M PREPS TOGETHER WITH DESIRED ANALYSES : SEE FLOWCHARTS 

•KU PEBP / EXTRACTABLE OEganies Only * moxopo 40 
tea rap / VOLATILE Oeganics only Mdorae 40 
TOP Enp / METALS Only moiasM 40 
TOP Enp / METALS A EXTRACT. ORGS Only moicip <0 

• • 
• 

meludas Ppstleidles 

Figure 2 - Inorganic and Netal Analyses 



OkCXNlC CHEknSTKY pg 1 

SOP No. LP-RNA-0004 
Page: 22 of 29 
Date: 12/9/87 
Revision: Original 

iMt Kttitwiu 4/2/87 Issutd: 6/8/87 | Jeb ODOB m Y M 
FEojact # iPtoj Hgr; or: / / Inst: Y N 

<acup Hde TMt Mbc Client Deacarlption 
A 
B 
C 
D 
E 

Hatard Label: 

CC/LC Aaalyies A B C D E 
* SCHA ttlhalostbaaas THMSDW 01 • 
* Halegenatad VSolaitlle Ccgenics «• dOlLI 01,20,18,46 
BalegBnated VQA CC9S (ICH CBECXION 122111) 601I1L 20 
• AEcnatie Volatile OEganles •« 602LI 81,20,16,46 
Aremtic VQA Orgs (Xcw IFITITKW lailT) 802IIL 20 

111 9A A< BSnSSaBy AwlMlBlBy ACZ^^SBKaZflnB^ XjAlBMm 

SOMA Volatiles MCL8CN 01 
Acrolein A Acrylonitrile 603U OiJO 
Itaenols 904UL 01,20 
Benzidines 60SU OIJO 
RxCtaalate BOOK 01,20 
Nitxasanines 607XZ 01,20 
Ocspuiodhlcclne Bestiddes/Fa's 608 OCB FP 

«vp ppr. 
ouo 
20 

NFOGS OEganeehlcEine Pestieidea/PCB's 
mVAA 

OCP IP 01^0 
* BSL Orgenoetiloclne Bestleldee/XCB'e •• OCP HSL 

oensu. 
0140 ,16,46 
9n 

CLP/BSL OEganxhlflEine Festieidas/ICB's OCP CLP 01,20 
Appendix 8 or 9 OEgenoctalaElne FesVBCB's OCP AF9 01,20 
ICXB aiaxacteEiscic Otganochlorlne Bests. OCTOP 01,20,16,46 
• soA OeganoaOeEine Bastieldes OCP sow 01 
* BOA OcganoctaloElne Bastieides OCP RCE 01,20 
BCB's FCB 01,20,45 
Sitro-Aromatics A Cyciie Ketones 609U OiJO 

LC PNA 0140 ,16,46 
Hoioethers 611U 0/40 
CUorinated Hydrocarbons 6I2U OiJO 

OFP 01,20 * 

Appendix a or 9 Qeganoptesphate Bestieides OFP AF9 01,20 
Appendix 8 or 9 Harbinidw HRB APS 01,20 
•• MOA C - Oiange Noted 

(Bolded 01 & 20 ) 
Figure 3 - Chromotography Analyses 

01 a 20 Bolded > Std.Fnl. OL 
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ORGANIC CHEMISTRY M 2 

SOP No. LP-RNA-0004 
Page: 23 of 29 
Date: 12/9/87 
Revision: Original 

Last tUHsion: 4/2/97 tssaad: 6/9/97 
CC/LC AaalyiM Coat Test ID Matrien A B C D E 

TCtf Herbicidas RRBZOP 01,20,16,46 

• SORA Beibieddas •« BRBSDW 01 

* BCRA WHTtilnlfViB «• HRB RCR 01,20 

Triaxiats 6I9U OUO 

Cazbanate ft Orea Pesticides, HFIC 632X2 01,20 

PBRta a Tetzactaleceifianal PCP 01,20 

Ettaylene ditaaaide (BB) SOitZ 
ec svD 

01,20 
01 20 

Boiling Point Distrilxxtian By oc 

WP niW 

GC BED 01,20 

atsr Mieclhle Solvents OC OA! 01 

Saivolatiles by MSD 160 BA 01,20 

Vblatiles by (GD MSD VQA 01,20 ! 
Ssaivolatiles by BID OC 01,20 

OC BK_' 01,20 

MeUm by FID OC ACD 01,20 

Zend neaUuaiit OenanstzBtion /HFIC ZC ZOD 01,20,16,46 

CXZEN1B31D 

Other <« 

TOP Frep / EXTRACTABLE ORCANICS Only TCXPO IHO 
TdP Prep / VOLATILES Only SHE M40 

Itea Naaber Chaaies 

CoaBceU Te Saeiele Rectirleg : 

ma Host MQdlfiabU Test 
* Preferred Stendard Froduet 

Figure 3 -

C- Change noted 
(01 6 20 Bolded) 
Chromotography Analyses 



3Qt CODES PC 1 

SOP No. LP-RNA-GOOA 
Page: 24 of 29 
Date: 12/9/87 
Revision: Original 

Last JUrisiwv 4/2/37 issued: 3/3/37 
SDWA Drtafciag Wattr Paramttan J.CODB ID Matrietf A B C D E. 

Priaary Cmpltita souapMC 01,09 . 
Ptiaaiy Hstals 8amp**M 01,09 • 

Maary xnacganicB son**! 01,09 

Stiaaiy Radlocbeaistry SOAPMR 01,09 

/Manry organics SDnip*<« 01,09 

Saoondary Matals / Inccganics scmsMMi 01,09 

Priority PollaUati 
ft >1 SP**C 01,09,20,40 

Ifatals PRaagj 01,09,20,40,16 1 

fiiGcganics EP**1 01,09,20,40 

Oaganics PP«0 01,09,20,40,16 

Haxardooa Snbataace Lift 

Oaiylete HSIA*C .<'• 01,09,20,40 1 
Matala/Inarganics 893^ 01,09,20,40,161 

IBIA«0 01,09,20,40,161 
RCKA Croaodwattr • Moaltorlag ParaBttcra 

SuitabUlty Cbapleta RCRAS*«C 01,09 

suitability Matals BCSaS**M 01,09 
suitability Xbocganics RCRKS**! 01,09 

Suitability Radiocbanistay RCRKSMR 01,09 
Suitability ccganies ICRAS*«0 01,09 
Quality Ketals / Imganics BCmQMMZ 01,09 
Xndicatasr Inocganics saai**if 01,09 

CLP / EPA Raport Packagai 

Ocavtlete OP c 1 
Hatals / XnocganicB OP HI 

OPO 1 

» S-5ingle, Q-QJad For 01 & 09 Matrioes Only 
Figure 3 - Chromotography Analyses 
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JOB rgg pq g 

SOP No. LP-RNA-0004 
Page: 25 of 29 
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SAMPLE RECEIPT AND CHAIN OF CUSTODY - REFER TO QAPP SECTION 7.1 

SbP No.: Revision No.: gffect^e bate:— 
LP-RNA-0005 Original 12/9/87 

Supersedes: 

1. Purpose: 

To document receipt of all samples to the laboratory. To notify lab personnel < 
of all Incoming samples. To notify lab personnel of arriving samples that contain 
short holding parameters. To record the transfer of samples from the client to 
the lab. 

2. Policies: 
1 

Always assign a project number to every group^ samples that arrive at the 
lab regardless of whether work Is proceed^ on them or not. 

^ Project numbers are assigned In numerical order. USGS and MKE samples 
f receive separate series of numbers. HKE saiq)les require special chain of custody 

tracking. 

3. Safety: 

Always wear gloves and glasses while unpacking coolers. Coolers containing 
strong smelling samples must be unpacked under the hood area. 

4. Procedure: 

a. As samples arrive they are given a unique project number for each group 
of samples from one client and recorded In the log book (Figure 1). 

b. Fill out the Sample checklist (Figure 2) while unpacking the samples. 
c. For samples arriving by a courier check that the custody seals, are 

Intact. 
d. Open the coolers, unpack the samples and check the Information written 

on the chain of custody against what was received. Note any 
discrepancies such as missing samples, or broken bottles on the chain 
of custody fonn. 

e. Label all the samples (usually by sampling sites) with a project number 
and unique sample number (1,2,3,etc.). Record these numbers on the 
chain of custody next to the client Identifications. 

Prepared by: ! Date: ^ 

Hanageme pp val: • ^ Date: 

qa c > va : , sxe: 



f 

Enseco 
STANDARD 
OPERATtNG 
PROCEDURE 

TagTXorZ 

SOP No.: Revision No.: Effective Date: 
LP-RMA-0005 Original 12/9/87 

f. Sign and date the Chain of Custody (Figure 3). For samples hand 
delivered have the client sign and relinquish the custody. Always 
retain the top copy with the samples and only give a bottom copy to the 
client. 

g. Look for any Inorganic short holding parameters and sign In these 
samples on the Inorganic short holding clipboard (Figure 4). Look for 
any volatile parameters and sign these samples in on the Volatile 
clipboard (Figure 5). 

h. Take a picture of the saiq)1es. Label a manlla file folder with the 
project number. Place the picture, checklist, chain of custody and any 
paperwork received In the folder. 

1. Deliver the file folder to the appropriate project manager. 
J. Place the samples In boxes and store Iji-the walk in cooler on special 

shelves pending log In. Bottles needed to analyze the short holding 
parameters are placed In a special location In the walk In cooler. 

5. Responsibilities: 

Sample receiving personnel are responsible for signing the chain of custody 
upon receipt of samples, for knowing the location of the samples except when used 
by an analyst, and for signing out maximum security samples. Sample receiving 
personnel are responsible for noting the short holding parameters only when 
Indicated on the paperwork from the client. Client managers must notify sample 
receiving If others are to be Included. 

6. Comments: 

For maximum security of samples (beyond the storage In the secured facility) 
an Internal chain of custody Is provided. Analysts must sign for the samples In a 
special book and sign them In on return. The samples are stored In one of 3 
locked refrigerators. 
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control. Laboratory precision and accuracy data should be submitted to the 
Agency as a part of the quality assurance plan described In Section 9. , 

Error can be Introduced at each stage of monitoring. Including installation 
of monitoring devices, sampling from monitoring points, and analysis. It Is the 
responsibility of all who are Involved to keep this error to a minimum. 
Providing accurate and meaningful data the first time Is to everyone's benefit. 

Monitoring Is not an end In itself. Rather It should be thought of as a tool 
used to measure a site design's efficiency at controlling water pollution. 
Continued monitoring Is required after corrective measures have been taken to 
verify that water quality Improves over time. 

r 



SECTION 2 
» 

MONITORING WELLS 

c 

Monitoring Well Construction 

Construction of all water wells, including monitoring wells, is under the 
Jurisdiction of the Minnesota Department of Health (NOH). The wells must be 
installed by either a licensed well driller or an engineer registered with the 
MOH to install monitoring wells, 
in the Minnesota Water Well 
Construction Code must be met. 
The current standards are found 
in 7 MCAR SS 1.210-1.224,* 
copies of which are available for 
a fee by writing: 

Minnesota Department of 
Administration 

Documents Section 
117 University Avenue 
St. Paul, Minnesota 55155 

The construction code is 
currently being amended to 
include separate specific 
requirements for ground water 
monitoring well construction. 
Figure 1 shows a well which 
meets current (March 1985) 
construction requirements. 

Details of monitoring well 
construction will be 
determined by site-specific 
factors such as required depth 
of monitoring wells, waste 
types, and expected aqui fer 
yield. For that reason, a 
detailed monitoring system 
plan showing geologic 
stratigraphy, well locations 
(both horizontally and 
vertically) and well 
construction details must be 

All applicable construction standards included 

Figure 1. Monitoring Well Construction 

^Subject to recodification in 1985, the Minnesota Water Well Construction. 
Code will be found in Minnesota Rules Chanter 4725 (1985). 
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suomitted to the Agency for approval prior to Installation. Approval must also 
be obtained from the MDH before Installation of wells which penetrate one or 
more confining beds. See "Guidelines for Ground Water Monitoring System Design" 
(MPCA, 1985) for a more detailed discussion of monitoring network design. 

Some specific requirements follow. 

Well labeling: 

Each well should be permanently labeled with Its assigned monitoring point 
Identification. The label should be consistent with the Identification used in 
site plans and monitoring reports. One way to permanently label a well would be 
to inscribe the well identification number and the date of Installation In the 
concrete slab surrounding the well collar while It Is still wet. Alternately, 
the information may be etched or painted directly on the well collar. 

Well diameters: 

Wells must be constructed to facilitate sampling. Wells which are Installed 
with water levels below the suction limit (approximately 25-30 feet) and which 
are too narrow In diameter to allow for sampling with a conventional submersible 
pump are unacceptable. Consideration should be given to the sampling method to 
be used when planning well construction. For wells less than 25 feet deep, a 
2-Inch diameter Is sufficient because the wells may be sampled with a > 
peristaltic pump. Two-Inch wells, 25-125 feet^^eep, may be sampled with a 
2-Inch submersible pump, but these units are co^^y. In some Instances, It may 
be more cost-effective to install 4-Inch wells which can be sampled with less 
expensive, higher capacity submersible pumps. Wells greater than 125 feet deep 
should be at least 4 inches In diameter to allow for sampling with conventional 
submersible pumps. The Minnesota Water Well Construction Code requires a 2-Inch 
annul us surrounding the well casing. 

Casing material: 

Well casings must meet MDH requirements, which currently allow only the use of 
PVC or ABS plastic, ferrous materials or stainless steel. A general rule of 
thumb Is to choose threaded plastic pipe where metals and physical parameters 
are to be tested, ferrous pipe where organlcs alone are to be tested, and 
stainless steel where all types of parameters are to be tested. Since the 
casing material can cause Interferences with some tests. It may be advisable to 
Install 4-Inch wells so that higher capacity pumps can be used to reduce casing 
Influences on the sampled water quality. When PVC casing Is Installed, schedule 
80 should be used to meet MDH strength requirements. 

All materials used In well construction should be as clean as possible 
before Installation. Washing with tap water is acceptable for general 
applications. More rigorous procedures, such as steam cleaning or hexane and 
distilled water rinses, are necessary when monitoring for very low levels of 
some contaminants. Care should be taken when using plastic pipe that 
solvent-welding compounds are not used*, and that any cleaning fluids used are 
rinsed off with distilled water prior to installation. At least one screen and 



casing manufacturer offers a cleaning service, providing the parts henDetically 
sealed in plastic bags for transport to the drill site. 

Well screens and filter packs: 

Well screen slots should be sized as large as possible to allow proper 
development, while preventing sediment from entering the well. Slot size should 
be based on grain-size distribution and hydrologic characteristics of the 
aquifer being monitored. Filter packs of washed sand or gravel are often 
necessary to produce sediment-free water for testing. Filter pack materials and 
grout should not be poured in from the surface. The Agency recommends these 
materials be placed from the bottom of the borehole using tremie pipes. 
Centering guides should be used on the screen and casing so the filter packs and 
grout can be piaced uni formly around the wel1. 

Grouting: 

The annul us around the casing should be sealed with neat cement grout to 
prevent the flow of contaminated water along the casing. The use of bentonite 
is discouraged because its composition can vary widely, depending upon its 
source, which may subsequently affect the water quality analyses from that 
well. A small amount of bentonite (2Z) may be added to the cenent, however, to 
minimize shrinkage. 

Well development: ^ ' 

Monitoring wells must be capable of producing' nearly sediment-free water to 
provide meaningful analytical results. Thorough well development is therefore 
essential. The combined use of a jetting tool with air-lift pumping is a 
particularly effective development method. Mechanical surging as with a surge 
block or large bailer can also be used, but is less effective. Over-pumping is 
not recommended, as it may cause bridging of sand particles in the sand pack or 
formation. 

Recent work suggests that wells in tight formations may be more effectively 
developed if the standing water is gently removed as it recharges the well, 
rather than agitating the walls of the annul us with the more aggressive 
development techniques. This benign development technique may take a longer 
period of time to successfully accomplish, but once complete can improve the 
yield of a well which otherwise would only provide marginal yield for sampling. 

Well installation in areas of known or suspected contamination: 

When working in areas of known or suspected contamination, or in any areas 
which may be affected by pollution sources, extreme care must be taken to avoid 
spreading contamination during the drilling operation. Drill stems and all 
down>ho1e equipment should be thoroughly steam-cleaned and, in some instances, 
hexane-rinsed to avoid spreading contaminants to uncontaminated areas of the 
site. Native soil should not be used as backfill. Clean sand should be brought 
in instead. Wells which penetrate a confining bed are required by MOH to be 
constructed with double casings. 
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Well drilling methods: 

Wells may be drilled by a number of methods, a good discussion of which is 
given in "Manual of Ground-Water Sampling Procedures" fScalf, 1981). The use of 
drilling fluids and muds is discouraged because of possible analytical 
interferences and well screen clogging. 

Well drilling and construction logs: 

High-quality drilling and laboratory identification logs must be submitted 
for each well or piezometer. These logs should include at least the following 
information: 

1. Detailed soil or rock description and classification, measured soil and rock 
properties, sample collection locations and "types of collection methods, and 
elevations of upper and lower contacts. Classification should be done by a 
qualified geologist or soils specialist. If the methods of drilling and 
sampling do not permit the soil characteristics and contact elevations to be 
described accurately and in detail, geophysical logs should be provided. 

2. Location referenced to known control points, date of completion, and name, 
address, and telephone number of person or company responsible for 
construction of the well. 

1 

3. Depth of well; construction materials utili^/'including well casing type 
and size, screen opening size; size fraction^f screen packing material used 
for casing and grout; methods used to drill the hole, place the sealed 
intervals, and develop the well; elevations of the land surface, top of 
casing, and measured water levels; elevations of the top and bottom of the 
screen, casing, and each type of backfill or seal; intervals of screen 
packing material; grouted intervals; and geophysical logs, if any. 

« • 
Stabilization and Recovery Rate Tests 

Once a well is installed and developed, a pumping test of two to three hour 
duration may be conducted to obtain information on the well's yield potential 
and relative transmissivity (a measure of the rate at which water can be 
transmitted) of the aquifer. Recent research by the Illinois State Water Survey 
(Barcelona, 1983) recommends the short pumping test as a data-gathering method 
for determining "the frequency at which samples will be collected and the rate 
and period of time each well should be pumped prior to collecting the sample." 
Figure 2, from that reference, graphically shows the effect that aquifer 
transmissivity has on the amount of pumping needed to obtain a sample containing 
water derived mostly from the aquifer rather than water from storage within the 
casing and annular space. A more detailed discussion of this^concept is given 
in Gibb, 1981. 

While these pumping tests are not currently being required by the Agency on 
a routine basis, a stabilization test (or, alternately, a recovery rate test) is 
required for all new wells following development to determine the amount of 
pumping needed prior to sample collection. To conduct a stabilization test, •' 
pump the well to waste at a rate that yields a constant stream of water without 



dswatenng the well. This rate 
should be equivalent to the 
rate at which the well will be 
pumped during sampling. If the 
well has slow recharge and goes 
dry with pumping, a recovery 
rate test should be performed 
Instead. The pump should be 
set In the upper portion of the 
water column so that all water 
standing In the well Is drawn 
but and no stagnant water 
remains above the pump. 

Figure 2. Relationship of 

Aquifer Transmisslvlty 

and Required Well Evacuation 

(From Barcelona, 1983) 10 15 20 
TIME, minutes 

f 
Specific conductance, pH, and temperature s^ld be measured In the field at 

Intervals of one well volume until three successive readings yield equivalent 
values within the following ranges for each of these parameters: 

Specific conductance (temperature-corrected): 
pH: + 0.1 pH unit 
TempeFature: + O.S 'C 

10 umhos/cm 

Once stabilized, samples should be collected without delay. In past ver
sions of this manual, the measurements were to be taken at five minute Inter
vals. Recent Agency experiences with monitoring wells have led to this change 
in Instructions In an effort to avoid over-pumping the sampling wells. A 
closed, flow-through chamber is helpful for taking the measurements. The device 
shown In Figure 3 was fabricated by Dale Thompson of the MPCA for sampling at 
monitoring wells. For additional references on the stabilization test see U.S. 
Geological Survey, 1976; Gibb, 1981; and MPCA, 1983. 

Figure 3. Flow-Through 

Stabilization Chamoer 



The results of the Initial sta&IHzatlon test should be recorded as ' 
suggested in Figure 4 and submitted to the Agency along with the well log and 
well construction details. If sampl Ing methods change, the stabilization test 
should be repeated using the new equipment. 

In some cases. It may be necessary to Install wells in fairly tight (low 
transmisslvlty) formations which do not have sufficient yields to allow a stabi
lization test. For such wells. It Is permissible to substitute a recovery rate 
test for the stabilization test. A recovery rate test is performed by taking 
Initial measurements at the well of water elevation, pH, temperature and 
conductance; fully and as quickly as possible evacuating the well; measuring the 
water level as It recharges over time; and taking final measurements of water 
elevation, pH, temperature and conductance. 

Figure 5 below provides a handy conversion for determining the volume 
of water In a well for various casing diameters. 

Samples are collected as the well refills, not to exceed two hours after 
evacuation, more Information on Interpreting results from a recovery rate 
test, see the'^ect'lon In Freeze, 1979 on the Interpretation of slug test data. 
A suggested format for reporting the results Is given In Figure 6. 

f+gur« 5. Water In Storage 

r' 

20 

16 

12 

rj ID 

1 "/ 
/ 

f 1 . 
/ 

/ 
\VJ ID 

' / 

/ 

/ 

21^ ID 

JVID 
X' 

1 

•-

/ 
y 

/ y 4-ID 

/ 
y 
/ 

/A 
/ y 
/y 

m * .1 4 1 i ^ 6 7 R 6 1 

GALLONS OF WATER IN WELL 

8 



• I *t 

izsacar 

1 L/4" 
2" 
4" 

12" • 

i,aj.ijn3 i-ir 
'ooe or Cc3lzz 

0.0625 
0.163 
0.653 
1.47 
2.61 
5.87 

ricU.-3 4 

STAaiLIIATTOn TEST 

Pumping rate (galTons/iirinute} 
Type of pump 
Water level Pefore pumping ^nearest Q.Ql ft. oelow top of casing; 
Approximate well location ; . 
Calculated volume of water in casing 
Weather conditions ' 

Time 
pH 

(units) 

Temperature-
Corrected 
Conductance 
(umhos/ca) 

Temperature 
(•c) 

Water 
Level 

(nearesi 
0.01 

/ ft.) 

Cumulative 
Volume of Water 

'Removed From Well 
(measured in 

gallons) 

.. • • 

• 

• • 
r-



WELL NO. 

GROUND WATER SAMPLE COLLECTION RECORD 

Project No.. Date 

Project Name 

Location 

. Time: Start. 

WeattierConds.:. .Collector. 

.Rnish. 

.am/pm 

.am/pm 

1. WATatlfVlLDATAi(mMHiradfroiiiToC) 

a. Total Lenem WaSCaHnflTypo. 

b. Water Tabia Depth. 

c. Length of Water Column. 

d. Calculalad Purgeable Volume. 

2. WCa PURMABU DATA 

a. Purge Method 

b. Required Purge Volume i 

c. Field Testing: Equipment Used. 

Volume Removed 

Casing Diameter. 

.(a^>) 

.wet volumes). 

PH Spec.Cond. Color Other 

3. SAMPLE COlUCnONt 

Container Type 

Method 

Preser\-ntion Analysis Req. 

Comments. 



Figure 6 

RECOVERY RATE TEST 

Water level before evacuation (nearest O.I ft. below top of casing) 
Approximate well location ___________________________ 
Weather conditions 

Initial; pH (units) 
Conductance (umhos/cm*) 
Temperature ('C) 

Recharged: pH (units) 
_ Conductance (umhos/cm*) 
_ Temperature (-C) 

€ 
Time From Evacuation 

Water Level 
(nr. 0.1 ft.) 

volume 
Calcu1ate<l Recharge Rate ( time ) 

* -- BSSZBSaSS 

. -

The test Is finished when the water level has recovered to Its pre-evacuatlon 
level. 

*Conductance should be temperature-corrected to ES^'C. 

10 
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Monitorino Well Maintenance 

A damaged or Improperly constructed monitoring well can provide a condultr 
for contaminants to enter the ground water. In addition, monitoring data Is 
most meaningful when it comes from repeated testing of the same well by the same 
methods under the same conditions. Therefore It Is Important that wells be 
maintained In good condition. Wells which are allowed to deteriorate and no 
longer provide suitable samples must be replaced. 

Surface seals must be intact to prevent surface water entering the borehole. 
Obstructions In the well should be removed. Any well which cannot be sampled 
must be abandoned In accordance with the Minnesota Water Well Construction Code. 
If a well Is lost, such as those accidentally burled by landfill equipment, 
excavations must be made to locate the well, so that It can be reconstructed or 
abandoned. Locicing caps are necessary to prevent vandalism. Wells In 
vulnerable locations should be Inspected weekly for damage. 

Sample Collection from Monitoring Wells 

Samples must be carefully and precisely collected. To assure that samples 
are taken correctly, appropriately trained laboratory personnel or consultants 
should collect the samples. 

There Is a wide selection of methods for collecting water samples from 
monitoring wells. Each method has advantages and jlfsadvantages. The choice Of 
method should be based upon well construction, -ttfe lunount of water to be removed 
and the parameters of Interest. Following Is a'^lscusslon of several methods I 

11 
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Squeeze or Bladder Pumps: 

The major components of — 
these systems Include a 
collapsible bladder Inside a 
long, rigid housing, a 
compressed gas supply and 
appropriate control valves. 
Mater enters the bladder 
through the foot valve when 
the pump is submerged. Gas 
pressure is applied to the 
annular space between the 
rigid housing and the 
membrane, forcing the water 
up. The top check valve keeps 
the sample in the discharge 
line when the pressure is 
released, and more water 
enters the bladder through the 
foot valve. 

fsABVLE OUT 

IM-AIRUNE 

Figure 7. Squeeze or Bladder Pump 

CHECK VALVE 

^rfVCRPE 

FLEXIBLE 
OIAPHRAM 

CHECK VALVE 

Advantages: 

-wide range of pumping rates 
-may be constructed of materials inert to the parameters of interest 
-no gas-water contact; no out-gassing, stripping or loss of volatiles 
-can be used well diameters as small as one inch 
-portable, or may be used as a dedicated installation 
-can be used to sample as deep as 200 feet 

Cisadvantages: 

-large gas volumes and long cycles needed for deep operation 
-pumping rate not as great as with submersible or suction pumps 
-control unit is relatively expensive 

Usage Recommendations: 

-acceptable to use in most sampling applications 
-pump should be set above the screen for evacuation and sampling 
-attention must be given to adequate cleaning before each use to 
avoid cross-contamination of wells 

12 



r 

Bailers: 

Bailers can range in 
construction from a simple 
length of capped pipe on a 
rope to Teflon devices with a 
dual check-valve system used 
for sampling at discrete 
points in the water column. 
Wells are sampled by lowering 
the oailer to a given point in 
the water column and raising 
it, filled, to the surface. 

Figure 8. Timco 

Variable-Capacity 

Discrete Point Sampler 

Advantages: 

RETAINING 
'PIN 

BALL 
^CHECK 

SAMPLE 
'CHAMBER 

RETAINING 
'PIN 

BALL 
CHECK -few, if any, mechanical difficulties encountj^red in use 

-very portable; economical to build from .pasHy obtainable parts 
-construction materials can be chosen foi^ompatibiIity with 
the parameters of interest 

-can be built to fit small diameter wells 
-low surface-to-volume ratio reduces loss of volatile components 
-can be easily laboratory cleaned and taken into the field sealed to keep 
clean 

Disadvantages: 

-requires much manual labor if used for well evacuation 
-difficult to fill sample bottles without aeration of samples unless 

the bailer is equipped with a bottom emptying device 
-the large amount of handling of the bailer needed in sampling can 
lead to increased risk of sample contamination 

Usage Recommendations: (from Gibb, 1981) 

-the bailer should be constructed of a noncontaminating material (such as 
stainless steel or Teflon) 

-a pass-through type valve should be used to minimize 
disturbance as the bailer is lowered through the water column 

-the bailer should be lowered to the same depth (the top of the well screen) 
every time to create the same.effect as pumping with a peri static pump 

-bailing should be timed to approach a constant pumping rate and 
should continue until the appropriate well volumes are removed prior 
to collecting the sample 

-the rope used to operate the bailer should be of a nylon, polyester, or 
Teflon-coated material and should be held off the ground during the bailing 
process 

-the bailer and down-hole rope should be thoroughly cleaned (at least rinsed 
with distilled water) before use in each well 

13 



Suomersible Pumps: 

A submersible pump consists of 
a stacic of Impellers, driven 
by a special motor designed 
for use under water. This type 
of pump Is appropriately used 
in wells with large volumes of 
water, wells with large water 
columns and deep wells. 
Submersloles can be used as 
portable pumps or permanently 
Installed. 

Figure 9. Johnson-Keck 2" Submersible Pump w 

r Advantages: 

•high pumping rates allow rapid evacuation and facilitate sampling 
•can be used effectively at any depth applicable In Minnesota 
•do not need to be primed 
•permanently Installed units eliminate risks of cross-contamination 
in sampling 

Disadvantages: 

•"portable" units require use of a truck or four-wheel drive vehicle 
to transport the pump and generator to the sampling site (not true for 
2" submersloles) 

•agitation of the sample may lead to the loss of volatile components 
(not true for pump:: using a. non-air-contact lift system) 

•commonly available pumps require at least four-Inch diameter wells; 
pumps for two-Inch wells available from only a few suppliers at present 

•sample contact with pumping mechanism may affect water quality 

Usage Recommendations: 

•care should be taken when using portable systems to ensure that all parts 
that contact the sample are cleaned before sampling each well 

•the pump should be set above the well screen for evacuation and sampling 
•permanent Installation should not be made In areas where water 

contaminants will corrode the pump 
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Suction Lift Pumps: 

Suction lift pumps are appropriately used where the water to be sampled is less 
than 25 feet deep and volatile components are not a concern. Types of ~ 
suction-lift pumps include powered perstaltic and centrifugal pumps as well as 
hand-operated diaphragn and pitcher pumps. 

Figure 10. Masterflex 

Peristaltic Pump 

r Advantages: 

-many types made for field use 
-portable 
-relatively inexpensive 
-expedites sampling of small-diameter wells 
-fairly high pumping rates (all but peristaltics) 
-sample contacts only tubing, not pumping mechanism (peristaltic only) 

Disadvantages: 

-cannot be used below the suction limit (20-30 feet of head) 
-suction and agitation may cause loss of dissolved gases 
-sample contacts pumping mechanism, which may cause changes in the 

parameters of interest (all types but peristal tics) 

Usage Recommendations: 

-pump suction line should be set above the well screen for evacuation and 
sampl ing 

-peristaltic pumps should not be used when low (ppo) levels are to be 
determined 

-do not use where loss of gases and volatile components will affect 
the parameters of Interest 

-new, cleaned tubing should be used for each sample 
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Aip-Lift and Nitrogen-Lift 
Samplers: 

These samplers operate by 
applying air pressure to a 
well or a sampling chamber to 
force a water sample out the 
discharge tube. This sampling 
technique is capable of 
withdrawing water from depths 
of at least 190 feet (Trescott 
and Pinder, 1970). 

Priisurt qeuqe 

Figure 11. Air-lift Sampler 

Quick air hOM 
coupitr 

^Concratt 

• 3/8" nen-collapting lubinq 

11/4' or I 1/2' piastie 

Advantages: 

-can be permanently Installed, or used as a portable sampling device 
-can be manufactured using easily obtainable parts 

Disadvantages: 

-repressurization releases dissolved CO2 from solution, raising the pH, 
precipitating certain components and volatilizing others 

Usage Recommendations: 

-due to water chemistry changes caused using this sampling method, 
it is not generally recommended; those devices designed to prevent the air 
or nitrogen from escaping into the water In the well may be used for 
evacuation, with samples being taken afterward with a bailer 

-when used as a portable device, care should be taken that all parts 
are clean prior to insertion into the well 
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SECTION 3 

UNSATURATED ZONE MONITORING 

r 

Monitoring in the unsaturated zone may be pursued by either detection of 
seepage or by determination of the quality of the w&ter seeping through the 
soil. Seepage detection may be of value only at sites designed for total 
containment systems, where any seepage constitutes a violation of permit 
conditions. Tensiometers, electrical resistance blocks, neutron logging or 
psychrometers may oe used to detect seepage, triggering corrective actions aimed 
at eliminating any discharge from the site. 

At facilities such as wastewater spray Irrigation sites, the vegetation and 
soil are the treatment system and unsaturated flow comprising infiltration and 
percolation is part of the process. In these cases, samples of the soil 
moisture are collected and analyzed to provide information on the quality of the 
effluent reaching a particular depth in the soil profile. 

Suction-cup lysimeters 
(Figure 12) are most commonly 
used to collect soil moisture 
samples although other types 
of lysimeters are also 
available. These sampling 
devices can be used in 
conjunction with monitoring 
wells to better define 
contaminant movement. Samples 
of the soil itself can also be 
analyzed for contaminants, 
although this is a more 
expensive procedure. In 
addition, geophysical methods 
such as electrical resistivity 
or electro-magnetic surveys 
may provide more information 
on changes in the unsaturated zone. 

Locations for Lysimeters 

Lysimeters should be placed 
in banks of two at each location 
to provide a larger volume of 
sample, to provfde a backup system 
in case of failure of one of the 
units, and to provide a more 
representative sample. Both 
lysimeters in the bank should 
be installed in the same 
manner at the same depth. 
They should be placed 
approximately 2 feet apart. 

PrvtMrvvoeuum in 

Bantonitn 

Plastic pips 

Tampsd boekfill 

Silico flour 

Porous coromic 

Porous coromic 
Soil porticiS! 

Figure 12. Suction-Cup Lysimeter 
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One bank of lyslmeters should be Installed away from the potential 
contaminant source to provide background Information. The others should be 
placed d1 rectiy under the area to be monitored. For bottom-sealed sites, 
lyslmeters should be located In the soil beneath the seal. For land disposal, 
operations, the lyslmeters should be placed In the soil under the waste area. 
Lyslmeters should be placed below the crop root zone In spray fields. 

Installation of Lyslmeters 

When Installing suction-cup lyslmeters It Is Important that certain details 
be given strict attention. These Include: 

-Porous ceramic samplers should be flushed with dilute acid and 
delonlzed water before use to remove contaminants left In the cup 
during manufacture. A vacuum should be applied to the assembled 
lyslmeter and 250 to 500 ml. of O.IN hydrochloric acid, followed by 
500 ml. of delonlzed water, pulled through the ceramic wall and 
discarded. All parts should be completely rinsed with delonlzed 
water. 

t 

-Sampling tubes must be clearly marked with the lyslmeter number 
as well as their purpose (sampling or vacuum) so that once they are 
Installed, no errors will be made as to their designation. i 

; 
-Assembled lyslmeters should be soaked In detOplzed water Immediately before 
Installation so that all the pores In the <eram1c cup are filled with 
water. 

-The Installation bore hole should be at least 2 Inches wider than 
the lyslmeter. 

-It Is essential that good contact be provided between the ceramic cup 
and the surrounding soil. This Is best ensured by pouring enough 
fine silica flour slurry Into the borehole to completely surround the cup, 
then pressing the cup firmly Into the slurry. 

-The bore hole should be slowly refilled with continuous tamping to 
eliminate any large voids. A plug of bentonlte will aid In sealing 
off the lyslmeter from direct surface Infiltration. 

-Surface soil should be mounded around the exposed sampling tubes, 
and a protective cover (such as a lockable metal box) placed over 
then. 

-In most applications, lyslmeters should not be placed within one 
foot of the seasonal high water table. 

Sample Collection From Lyslmeters 

When sampling from lyslmeters It Is Important not to apply high vacuum levels to 
the sampler. Some recommendations for sampling Include: 

18 



•Vacuum application should he sufficient to collect enough sample for 
analysis. This will have to be determined on a trial-and-error basis, 
depending on moisture conditions, soil type, etc. A recommended stairting 
period Is one day In coarse textured soils and two days In medium to fine 
soils. 

•Vacuum should be the lowest value that will allow sample collection, 
generally between 0.3 and 0.8 atmospheres (4.4 to 11.8 pounds per square 
inch); 0.8 atmospheric pressure usually works best for lyslmeters Installed 
with silica flour around the ceramic cup. 

•The applied air pressure for sample expulsion should also be as low as 
possible, to avoid pushing most of the sample back out of the cup Into the 
soil. 

Lyslmeter Maintenance 

To facilitate collection of representative samples and maintenance of these 
devices, all lyslmeters should have vacuums placed on them at a minimus of once 
a month with samples either wasted or analyzed according to monitoring 
requirements. Sample tubes should be clearly labeled at all times to eliminate 
confusion. Lyslmeters should not-be left under vacuum In extremely cold weather 
to prevent damage from freezing. 

r 
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SECTION 4 

SURFACE HATER MONITORING 

Identifying Surface Water Monitoring Points 

Surface water is monitored in Instances where contaminated ground water may 
potentially discharge into surface water. If the surface water affected is a 
river or stream, monitoring should take place upstream and downstream from the 
waste facility and at the point of discharge. Standing bodies of water should be 
monitored at the apparent point of discharge and at apparently unaffected points 
as well. A stake or permanent marker should be placed on the bank to mark 
routine monitoring locations. Care should be exercised in selecting sampling 
points so that all possible impacts on the stream or lake are noted. For 
example, downstream samples for a landfill should not extend past an outfall for 
another discharger or ambiguous data may be generated. 

A surface water monitoring plan should also be submitted to the Agency for 
approval prior to initiating sampling. The Agency will review the plan for 
completeness and appropriateness of parameters and sampling frequency. 

Sampling Surface Waters ^ ' 

When samples are collected from a river or stream, water quality may vary 
^ with depth, stream flow, distance from shore and from one shore to the other. 
1 It is best to take an integrated sample from top to bottom in the middle of the 

stream. VanOorn or Kemmerer samplers can be used for this purpose. 
Instructions on their use are included in Appendix B. 

When sampling shallow water (less than 3 feet deep), it is best to take a 
grab sample in the middle of the stream at mid-depth, holding the sample 
container under the surface until filled. The mouth of the container should 
face into the flow. 

Sampling extremely shallow water, such as leachate seeps, can be very 
difficult. Care must be taken not to disturb the bottom sediments when 
sampling. If the site is a routine monitoring point, a small depression should 
be made to allow more water to collect for sampling. A carefully-held 
peristaltic pump sampling tube can then be used to collect the sample. 

In shallow streams the sampling should start at the furthest downstream 
point and move upstream so that any disturbances caused by sampling do not affect 
the quality of the water sampled. I.i deeper waters such as rivers, sampling is 
usually done from boats or bridges, so the disturbance is minimal. For such 
cases, sampling should begin first at the upstream point, next to the downstream 
point, and finally to the sample point closest to.the apparent source of 
discharge. In that way, the chance of contaminants clinging to the sampler is 
reduced. 
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SECTION 5 

SAMPLING FROM HATER SUPPLY HELLS 

Hhen samples are required to be drawn from wells used as drinking or 
Industrial water supplies, the following procedure should be followed: 

•Samples should be taken from the point closest to the well, 
before the water Is softened, filtered or heated. 

-If possible, samples should be taken before the water-enters the 
pressure tank. If that Is not possible, let the water run to 
waste long enough to empty the tank and the water In storage 
In the pipes. 

•Obtain well logs, or where not available, find out from the well 
owner construction details of the well. Including completed depth, 
static water level and well diameter. This will allow the amount 
of water In storage In the casing to be determined. If the well 
Is In current use, evacuation of one well volume (and the pressure 
tank) should be sufficient to obtain a sample of fresh aquifer 
water. If the well has not been used recently, a stabilization 
test should be performed to determine the amount of pumping ' 
necessary. 

•Remove aerators, filters, or other devices from the tap before 
sampi Ing. 

• In some cases. It Is desirable to obtain a sample of the water which 
represents the quality of the water which Is being consumed. For this, 
the tap sampled should be the one most frequently used for drinking and 
cooking. Only Is this Instance Is It proper to leave aerators, 
filters, etc. on the tap when the sample Is being drawn. 
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SECTION 6 

SAMPLING FOR ORGANICS 

When sampling for volatile organlcs, samples should be obtained with a 
Teflon bailer. Wells must be properly evacuated (see stabilization tests, page 
6) before sampling. Other methods of water removal may be used for the Initial 
evacuation. Stainless steel bailers are less desirable because some organlcs 
may be absorbed by metal (Pettyjohn, 1981). The sample vials should be 
overfilled without entrapped air bubbles to achieve a positive meniscus, shown 
In Figure 13. Bottom-emptying devices on bailers will aid In sample transfer 
without aeration. Teflon bailers are also appropriate for obtaining grab 
samples for other organic compounds such as pesticides, PCB's, etc. 

It Is Important that the well be properly evacuated prior to sampling, 
although any of the pumps described earlier (hexane and distilled water rinsed); 
can be used for that purpose. Where adequate analytical sensitivity and sample 
uniformity cannot be obtained by grab sampling, continuous sampling procedures 
are used to concentrate and recover non-volatile organic constituents from 
relatively large volumes of ground water. Descriptions of these procedures are 
available (Pettyjohn, 1981; Scalf, 1981). 

f 
Figure 13. Fllled^Vlal for Volatile Organlcs 
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SECTION 7 

FIELD MEASUREMENTS AND SAMPLE PREPARATION 

Prior to evacuating the well, depth to ground water should be measured to 
the nearest hundredth of a foot (0.01 foot). Depth to water must be reported 
relative to the top of the well casing as well as the calculated water surface 
elevation. Weighted steel tapes are preferred for depth neasurenent, but other 
methods may be used if the desired accuracy can be obtained. 

A stabilization test should be performed for each monitoring well to 
determine the amount of pumping required to obtain a sample of water from the 
formation. Section 2 of this manual discusses the stabilization test procedure 
In greater detail. Each well should be pumped at the rate used in the 
stabilization test for the period of time which was required to obtain 
stabilized readings. Once the well has been thus evacuated, a sample should be 
drawn for field analyses of pH, tanperature, and specific conductance. 
Manufacturers' directions for usage of the pH and conductance meters should be 
followed. Calibration of the meters should be performed daily. 

Another sample should be taken for laboratory analysis. Sample 
containers should be supplied by the laboratory. The container should Indicate 
the types of analyses to be performed. Field filtration through a 0.45 micron 
filter should be done on that portion of the sampT^ to be analyzed for 
dissolved metals. A new filter should be used for each sample, and the 

^ filtration apparatus should be cleaned between sample locations. Appropriate 
V preservation techniques must be followed immediately upon sample collection (and 

after filtration for dissolved parameters) to minimize chemical changes which 
could affect analytical results. Appendix C shows the appropriate container 
types and preservation methods for various parameters. 

The same field analysis, filtration, and preservation techniques should be 
Observed for all types of samples, except that samples taken from drinking and 
industrial water supply wells should not be filtered. By not filtering, the 
analysis will show the concentration of metals in the water as it is being 
consumed. 

All samples should be iced or refrigerated and transported to the laboratory 
within 24 hours of sampling. To assure prompt analysis, it is advisable to 
sample early in the week so that samples do not remain in the laboratory over 
the weekend. 
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SECTION 8 

ESTABLISHING A SAMPLING PROTOCOL 

A sampling protocol for each site should be established, maintained by the 
site owner/permittee, and made available to field personnel before each 
anticipated sampling date so adequate preparation can be made. The prototol 
should include the following: 

-the order in which the wells and other monitoring points are to be 
sampled (it is generally preferable to begin with the wells , 
containing the best quality water and end with those with the worst to 
lessen the chance of cross-contamination); 

-methods to be followed at each sampling point, including the stabilization 
procedures; 

-equipment to be used for water level measurement, evacuation, and sampling; 

-procedures to be followed for cleaning the equipment between samples; 

-the type of containers to be filled and the volume of sample needed for ' 
each; 

-field testing, filtration, and preservation methods; 

-the cleaning procedure and volume and type of cleaning agent to be used for 
cleaning the equipment between sampling points; and 

-sample shipping procedures or procedures to be followed when samples are 
delivered to the laboratory, as appropriate. 

A copy of the protocol should be kept in a field notebook. The notebook should 
also include accurate records of measurements, notes and comments made at each 
sampling event. In the Procedures Manual for Ground Water Monitoring at Solid 
Waste PiSDOsal Facilities (USEPA, 1977), USEPA recommends that the following 
records be kept for each sample submitted to the laboratory: 

-sample description—type (groundwater, surface water), volume; 

-sample source—well number, location; 

-sampler's identity—chain of evidence should be maintained; each time 
transfer of a sample occurs, a record including signatures of parties 
involved in transfer should be made; 

-time and date of sampling; 

-significant weather conditions; 
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-sample laboratory number; 

-pertinent well data—depth of well, depth to water table, water surface 
elevation, and schedule and method of pumping; 

-samplIng method—vacuum, bailer, pressure; 

-type and ntmiber of preservatives. If any (e.g., NaOH for cyanide, 
H3PO4 and CUSO4 for phenols, etc.), or whether the sample was flltefed; 

-sample containers—type, size, and number (e.g., three liter glass 
stoppered bottles, one gallon screw-cap bottle, etc.); 

•reason for sampl Ing—Initial sampling of new landfill, annual 
sampling, quarterly sampling, special problem sampling In conjunction 
with contaminant discovered In nearby domestic well, etc.; 

•appearance of sample—color, turbidity, sediment, oil on surface, 
etc.; 

-any other Information which appears to be significant—(e.g., sampled 
In conjunction with state, county, local regulatory authorities; 
samples for specific conductance value only; sampled for key Indicator 
analysis; sampled for extended analysis; resampled following 
engineering corrective action, etc.); 

-name and location of laboratory performing analysis; 

-water temperature upon sampling; 

-thermal preservation—(e.g., transportation In Ice chest); 

-analytical determinations (If any) performed In the field at the time 
of sampling and results obtained—(e.g., pH, temperature, dissolved, 
oxygen, and specific conductance, etc.); 

-analyst's Identity and affiliation. 
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SECTION 9 

LABORATORY REQUIREMENTS 

All analyses must be performed according to USEPA approved methods listed In 
Methods for Chemical Analysis of Hater and Hastes, or The Determination of 
Halogenated Chemicals In Hater by the Purge and Trap Method (USEPA Method 502.1) 
and The Analysis of Aromatic Chemicals In Hater by the Purge and Trap Method 
(USEPA Method 503.1), or equivalent methods approved by USEPA. Each laboratory 
doing Agency-required analyses will be asked to provide the A^ncy with a list 
of methods referenced to the above documents, for all required tests. 

Samples should Ideally be collected by laboratory personnel. In all cases, 
sample containers must be provided by the laboratory. Due to the sensitivity of 
analyses for volatile organic compounds. It Is recommended that these samples In. 
particular be collected by experienced field or laboratory personnel only. The / 
laboratory must have a quality assurance procedure for sample containers. The 
containers should be of the types specified In Appendix C. Preservatives and 
Instructions for their use should also be provided. 

The Agency Is now requiring that a quality assurance plan for each site be 
approved before sampling begins. These plans ^t'^^not only be submitted for new 
sites, but also for each change of laboratory afT^xIstlng sites. Plans must be 
kept current, with the Agency notified of any change or variation In procedure. 
A quality assurance program Is now being developed for many MPCA programs. 
Contact Orbble Webber (MPCA, Solid and Hazardous Haste Division) for more 
Information. 

The following list of Items must be Included In a quality assurance plan: 

-the order In which the wells are to be sampled and the rationale for this 
order; 

-the amount of water in gallons and well volumes which must be evacuated 
from each well prior to sampling based on stabilization tests or other 
methods; if other methods are used, they should be detailed; 

-a list of the parameters to be analyzed for In each well, a sampling 
schedule, and a parameter protocol; 

-the methods followed and equipment used for measuring the static water 
level, stabilizing the well, evacuating each well, obtaining a sample, and 
field filtering; 

-the cleaning procedures, and materials and volume of cleaning agent used 
for cleaning equipment between wells; 

-sample preservation methods, minimum sample volumes and container 
specifications for each parameter; 

-a sample chain-of-custody form which will be used; 
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•shipping and handling procedures and a time schedule from the field to the 
laboratory to actual analysis for each parameter; 

J 

-the methods to be used for analysis, referenced to EPA or Standard Methods; 

-the lowest detection limits and reporting limits which are achieved 
according to the method and equipment used; 

-the type of equipment used In the laboratory and Its maintenance schedule; 

-the number of quality control samples (blanks, spikes, or duplicates) that 
are proposed to be analyzed as a part of each sample set for the parameters 
to be analyzed in the Investigation; at least one field blank must be 
analyzed and reported for each sample set for volatile organlcs analyses; 
and 

-the scheduled first sampling date so that Agency staff has an opportunity 
to split samples. Inspect the wells, and observe the sampling procedure 
with the person assigned to collect the samples. 

Field checks should be performed for purposes of quality assurance. In 
USEPA's Handbook for Analytical Quality Control In Water and Wastewater 
Laboratories (March. 1979). the following checks are recommended! 

e 
-Duplicate Samples - At selected stations on-Vyrandom time frame 
duplicate samples are collected from two sets' of field equipment, 
or duplicate grab samples are collected. This provides a check of 
sampling method and equipment for precision. 

-Split Samples - A representative subsample from the collected sample 
is removed and both are analyzed for the pollutants of Interest. The 
samples may be reanalyzed by the same laboratory or analyzed by two 
different laboratories for a check of the analytical procedures. 

• * 
-Spiked Samples - Known amounts of a particular constituent are added 
to an actual sample or to blanks of delonlzed water at concentrations 
at which the accuracy of the test method Is satisfactory. The amount 
added should be coordinated with the laboratory, and the person 
performing the spike must be proficient In qualitatively performing 
the operation. This method provides a proficiency check for accuracy of 
the analytical procedures. 

-Sample Preservation Blanks - Acids and chemical preservatives can 
become contaminated after a period of field use. The sampler 
should add the same quantity of preservative to some distilled water as 
normally would be added to a water sample. This preservative 
blank Is sent to the laboratory for analysis of the same parameters 
that are measured In the sample and values for the blank are then 
reported along with the sample Values. Chemical preservatives 
should be changed every two weeks, or sooner. If contamination 
increases above predetermined levels. 
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-Field Blanks - Field blanks may be necessary where sampling equipment-or 
other factors could affect the parameters of interest. Field blanks 
consist of deionized water, run through clean sampling equipment, then 
preserved and handled in the same manner as the samples. 

"Chain of custody" tracking is recommended for all samples. The following 
discussion of this procedure is from the Procedures Manual for Ground Water 
Monitoring at Solid Waste Disposal Facilities (USEPA. 1977). 

Proper chain of custody procedures play a crucial role in enforcement cases. 
The following are some basic guidelines which have legal significance: 

-As few people as possible should handle the sample. 

-Stream and ground water samples should be obtained by using standard 
field sampling techniques as discussed in this manual. 

-The chain of custody records should be attached to the sample 
container at the time the sample is collected, and should contain the 
following information: sample number, date and time taken, source of 
the sample (include type of sample and name of firm), the preservative 
and analysis required, name of person taking sample, and the name of 
any witness. The prefilled side of the card should be signed, timed, 
and dated by the sampler. The sample container should be sealed, with 3 
an indication of the regulatory agency's^^f^gnation, date, and 
sampler's signature attached. The seal should cover the string or wire 
tie of the chain of custody record, so that the record or tag cannot be 

^ removed or the container opened without breaking the seal. The tags and 
seals should be filled out in legible handwriting. When transferring the 
possession of samples, the transferee should sign and record the date and 
time on the chain of custody record. Custody transfers, if made to a 
sample custodian in the field, should be recorded for each individual 
sample. The nunber of custodians in the chain of possession should be as 
few as possible. If samples are delivered to the laboratory when , 
appropriate personnel are not there to receive them, the samples should be 
locked in a designated area within the laboratory so that no one can tamper 
with them. 

-Blank samples should be collected in containers with or without 
preservatives, so that the laboratory analysis can be performed to show 
that there was no container contamination. 

-A field book or log should be used to record field measurements and 
other pertinent information necessary to refresh the sampler's memory 
if he later becomes a witness in an enforcement proceeding. 

-A separate field notebook should be maintained for each facility. It must 
be stored in a safe place where it can be protected and accounted for at 
all times. A standard format should be established to minimize field 
entries. The entries should then be signed by the field sampler. The 
responsibility for preparing and retaining field notebooks during and after 
a sampling survey should be assigned to a survey coordinator or his 
designated representative. 
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•The sampler Is responslole for the care and custody of the sonples 
collected. He must assure that each container Is In his possession or in 
his view at all times or stored in a locked place where no one can tiunper 
with it. 

•Photographs can be taken to establish exactly where the samples were 
Obtained. Written documentation on the back of the photograph should 
include the signature of the photographer, the time, date, and site 
location. Photographs should be handled according to the established 
chain of custody procedures. 

-Each laboratory should have a sample custodian to maintain a permanent log 
book in which he records for each sample: the person delivering 
the sample, the person receiving the sample, date and time received, 
source of sample, sample number, how the sample was transmitted to the 
lab, and a number assigned to each sample by the laboratory. A 
standardized format should be established for log-book entries. The 
custodian should insure that heat-sensitive or light-sensitive samples 
or other sample materials having unusual (rfiysical characteristics that may 
require special handling are properly stored and maintained. 
Distribution of samples to laboratory personnel who are to perform 
analyses should be made only by the custodian. The custodian should 
log the laboratory sample number, time, date, and the signature of the 
person to whom the samples were given. Laboratory personnel should , 
examine the seal on the container prior to opening and should be 
prepared to testify that their examination-^^the container indicated 
that it had not been tampered with. 

Figure 14 shows a chain-of-custody form currently in use by the Agency. The 
form is a multi-part carbonless form, with copies distributed to the sampler, 
laboratory and regulatory agency. 
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Minnesota Pollution Control Agency 
Solid Hazardous Vl'aste Division 
193) West County Road B2 
Roseville, Minnesota 3)11) 
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Figure 14. Chain of Custody Form 
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SECTION 10 

REPORTING REQUIREMENTS 

The results of the required analyses are to he submitted to the Agency In 
the time frame specified in the permit, order, or agreement. Submittal of 
reports should be on forms provided by the Agency when so directed. Information 
to be reported includes brief descriptions of the following: 

-the static water level for each well to the nearest 0.01 foot from the 
surveyed reference point; 

•the volume of water removed before sampling; 

-sampler's field comments on unusual or noteworthy occurrences during the 
sampl ing event; 

-a statement explaining the reasons for and ramifications of any deviations 
in sampling or analysis techniques or equipment used from that stated in 
the approved quality control plan; and 

-the laboratory results of each sample analysis along with quality control < 
sample analyses (i.e., blanks, spikes, duplicati^). An analysis of a field 
blank for each sampling event for volatile o^ianics must be included. 

f' Annual reports may also be required. These should cover one calendar year 
and be submitted by the end of the following January. In the annual report, the 
facility owners or operators provide the Agency with a detailed interpretation 
of the monitoring results collected from each site. These reports are to be 
prepared by persons knowledgeable in the field of ground water pollution. In 
many cases, this will require the disposal site permittee to retain the services 
of a qualified consultant to prepare the report. Contents of the report .should 
include: 

-a narrative, describing the effects which the site is exerting on 
surrounding ground water quality and any changes made or maintenance needed 
in the monitoring network; 

-data summary tables; 

-local rainfall conditions at the closest measurement station (information 
Obtainable from the National Climate Data Center, Federal Building, 
Asheville, North Carolina 28801; 704-259-0682); 

-well hydrographs for water elevations at all monitoring points; and 

-graphics showing concentration versus time for all melisured parameters, by 
well, for as long as the record exists. It is unnecessary to graph 
parameters consisting of only one data point per year or those which are . 
consistently reported as below detectable limits. 
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APPENDIX A: 

SAMPLING FREQUENCY; AND 
SITE-TYPE GUIDELINES FOR NDNITORING: 

1. Community drainflelds 
2. Hazardous waste facilities 
3. Land application sites 
4. Landfills: 

a. Mixed municipal waste (sanitary) 
landfills 

p. Industrial waste landfills 
c. Demolition waste landfills 

5. Rapid infiltration basins 
6. Spill sites 
7. Surface impoundments 



Monitoring systems should be individually designed, taking into account a 
site's hydrogeologic setting. Each site will have monitoring requirements 
established by permit or by letter of. permit amendment, giving monitoring point 
locations, sampling frequency, and required parameters. Monitoring systems 
should be desired to provide the information necessary to effectively evaluate 
any impacts which the facility may exert upon the ground water. For more 
information on the design of monitoring systems to meet Agency requirements, 
see "Guidelines for Ground Water Monitoring System Design" (MPCA, 1985). 

The remainder of this appendix lists general guidelines for ground water 
monitoring at various types of waste management facilities In terms of required 
parameters and sampling frequency. Ideally, sampling should be timed to 
coincide with the spring thaw, the summer peak of evapo trans pi rat ion, and the 
autumn dry season prior to freeze-up. This manual takes a new approach, by 
dividing the State Into sampling regions and specifying a seasonal monitoring 
schedule for each region. The regions are shown in Figure A-1, and the schedule 
given in Taole A-1. Facilities with year-round hydraulic loading, such as 
community drainfields, will still be required to adhere to a quarterly 
monitoring schedule. 

Table A-2, which appears at the end of this appendix, provides a summary of 
monitoring parameters for various waste management facility types. 

Table A-1 

Monitoring Schedule for Seasonal Frequency 

r 
Spring Summe** Autumn 

Southern 1/3 March 14-April 21 June 21-July 31 October 21-Noyember 21 

Central 1/3 March 28-April 28 July 1-August 7 October 14-November 14 

Northern 1/3 March 28-May 14 July 1-July 31 October-l-October 31 

Submit 
Reports 
By 

July 31 October 3?. With Annual Report 
by January 31 
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Figure A-1 

Sampling Regions of Minnesota 
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COMMUNITY DRAINFIELDS 

Large dralnfields designed for loading rates greater than or equal to 5000 
gallons per day must monitor ground water to meet Agency requirements. Those 
designed for loading rates less than 5000 gallons per day and greater than 1200 
gallons per day will be required to monitor If a case-by-case review of. the 
systsn shows It to be necessary. Also, If a land development project proposed 
on-site systems which Individually were less than 1200 gallons per day but with 
a cumulative loading over a given area which would be equivalent to a larger 
system, then the combined effects of that project would also need to be 
evaluated. 

Monitoring systems should be designed to provide the Information necessary 
to effectively evaluate any Impacts which the system may exert upon the ground 
water. For more Information on the design of monitoring systems to meet Agency 
requirements, see "Guidelines for Ground Water Monitoring System Design" (MPCA, 
1985). A detailed guidance manual on community dralnfields has also been 
prepared by the Agency, entitled "High Rate Soil Absorption System Tasic Force 
Final Report- (MPCA, 1984). 

Samples should be collected In the months of March, June, and September by 
the methods described In this manual. Parameters to be analyzed Include: 

r 
Alkalinity < 
Chemical Oxygen Demand 
Chi orlde 
Fecal Conforms 
Hardness 
Influent Flow 
Inspection Pipe Observation 
Nitrogen, Ainnonia 
Nitrogen, Kjeldahl 
Nljrygen, Nitrate 

Specific Area of Application 
Specific Conductancev2) 
Sulfate 
Temperature^'; 
Volatile Organlcs 
Water Elevatlonl^) 

(1) Two measurements: in field, immediately after obtaining sample and 
In laboratory. 

(2) As measured In field. 
(3) As measured In field before pumping or balling. 

Analyses should be done in accordance with the requirements of this manual, 
7anes 25-30. 
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In the event that the system Is no longer used, monitoring should continue 
on a quarterly basis for at least one year, when the Agency will evaluate the 
need for continued monitoring. If no serious Impacts are detected, noiiltorlng 
may cease at that time. All wells should be abandoned In accordance with the 
Minnesota Water Well Construction Code when monitoring ceases. 

HAZARDOUS WASTE FACILITIES 

Envlroimental monitoring Is critical at hazardous waste facilities. For 
that reason, the rules governing hazardous waste management are very specific 
regarding monitoring. Federal requirements are presented In 40 CFR Parts 264 
and 265 (Federal Reqister. Volume 47, Number 143, July 26, 1982) and State of 
Minnesota requirements in Minnesota Rules Chapter 7045 distributed by the 
Department of Administration, Documents Section, 117 University Avenue, 
St. Paul, Minnesota 55155. 

Ground water monitoring design, construction and Implementation at 
uncontrolled hazardous waste sites is subject to review by the Agency. 
Procedures for monitoring uncontrolled sites are determined on a case*by-case 
basis. Contact the Agency for additional Information. 

r 
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LAND APPLICATION SITES 

Minnesota Rule Chapters 7040.0100-7040.4700 regulates the landspreading of 
municipal sewage sludge. If sewage sludge is applied to land which is owned, 
leased, or rented oy the political suodivision generating the sludge (classified 
a landspreading facility), ground water monitoring may be required, the rules 
specify the background parameters to oe analyzed for and the depth and location 
of monitoring wells. Sampling frequency and analytical paroneters will be 
determined on a case-by-case basis. 

Monitoring at land application facilities for effluents is determined by the 
hydraulic loading rate. In general. systems where hydraulic loading rates are 
based on either crop irrigation requirements (consumptive use) or nitrogen 
requirements will not be required to monitor ground water. Exceptions to this 
generality would be systems located on extremely coarse soils, over shallow 
ground water, or close to downgradient drinking water wells, or if the 
wastewater contains a parameter at a concentration which may impact ground water 
use. 

Land application facilities which apply wastewater in excess of crop 
irrigation and nitrogen requirements will be required to monitor ground water. 
Monitoring systems should be designed to provide the information necessary to 
effectively evaluate any impacts which the system may exert upon the grounds . 
water. For more information on the design of monitof'ing systems to meet Agency 
requirements, see "Guidelines for Ground Water MgjiHoring System Design" (MPCA, 
1985). Minimum monitoring parameters include: 

Amonia Nitrogen 
f.hl o»"i de 
Ni ir^te \ Nitrate Nitrogen, as N 

Specific Area of Application 
Specific Conductance^2) 
Water Elevation(3) 

(1) Two measurements: in field, immediately after obtaining sample and 
in laboratory. 

(2) As measured in field. 
(3) As measured in field before pumping or bailing. 

If the water table elevations are very deep at a land application site or if 
it is necessary to detect c'ownward movement of specific wastewater components 
before they reach the water table, lysimeter installation may be required. The 
placement of lysimeters will be dependent on soil characteristics, crop rooting 
depth, water table elevation and behavior of parameters of concern in the soil 
environment. • 

At a minimum, sampling frequency for monitoring wells will be.as described 
for seasonal monitoring described earlier in this appendix. More frequent 
sampling may be required based on hydraulic loading rates, length of spray 
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season, soil permeability, ground-water flow direction, ground-water flqw. 
velocity and concentration of specific parameters of concern in the wastewater. 

Post-operative monitoring should continue seasonally for two years after 
spraying is discontinued. At this time the A^ncy will reevaluate the 
monitoring program and make recommendations for either increasing or decreasing 
monitoring requirements. Following the Initial post-closure reevaluatlon, 
monitoring should continue as directed by the Agency, or until one year of 
monitoring data shows no contamination (see page 5], whereupon monitoring may 
cease at the site. All wells should be abandoned in accordance with the 
Minnesota Water Well Construction Code when monitoring ceases. 

MIXED MUNICIPAL WASTE (SANITARY) LANDFILLS (INaUOING MODIFIED SANITARY 
LANDFILLS 

r 

All sanitary landfills in Minnesota are required to monitor ground water. 
Their monitoring systems should be designed to provide the Information necessary 
to effectively evaluate any impacts which the facility may exert upon the ground 
water. For more Information on the design of monitoring systems to meet Agency' 
requirements, see "Guidelines for Ground Water Monitoring System Design" (MPCA, 
1985). 

New wells, including both those at new and existing faclliti^, should be 
sampled for the following parameters to establIsh jthe Initial quality of the 
ground water. ^ V 

Alkal Inity 
Ammonia Nitrogen 
Arsenic, Dissolved 

Dissolved 
Dissolved 
Oxygen Demand 

Cadmium, 
Cal c1 urn. 
Chemical 
Chiori de 
Chromium, Total Dissolved 
Copper. Dissolved 
Dissolved Solids, Total 
Iron, Dissolved 
Lead, Dissolved 
Magnesium, Dissolved 

Manganese, Dissolved 
Mercury, Dissolved 
Nitrate + Nitrite, as N 
pHV 1) 
Potassium, Dissolved 
Sodium, Dissolved 
Specific Conductance 
Sul fate 
Suspended Solids, Total 
Temperature^') 
Volatile Organlcs'^J 
Zinc, Dissolved, 
Water Elevation^J) 

(1) Two measurements: in field, immediately after obtaining sample and 
in laboratory. 

(2) As measured in field. 
(3) As measured in field before pumping or balling. 
(4) Halogenated and non-halogenated, purge-and-trap method. 
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•One sampling event Is not sufficient to establish background water quality. 
Seasonal variation, sampling variation, analytical variation and random error 
occur. Monitoring wells at new sites will be required to have three background 
samples. The first sample will require analysis of the extended list of 
parameters for each well. Within 30 days after this saivple Is taken the 
analytical results should be submitted to the Agency. At least two more 
background samples taken at one month Intervals will be required for each well. 
However, based on the results from the first sampling round, the Agency may 
reduce the number of parameters required from the extended 11 st or*extend ^he 
Intervals between sampling events. For new wells at existing or expanded sites, 
three samples analyzed for the extended list will be required to establish 
Initial water quality. The sampling Interval will be based on the purpose of 
the well within the monitoring program and will range from monthly to seasonal, 
coinciding with the existing monitoring program. 

The extended list Is to be repeated at least every other year. Certain 
parameters such as volatile organlcs may be required more frequently. 

Routine sampling should occur seasonally, as described earlier In this 
appendix. In addition to the three routine monitoring periods yearly, an annual 
report Is due In January which describes the monitoring results for the previous 
year. See Section 10 of this manual for more Information on contents of the 
annual report. 

Parameters required for routine monitoring Include, at a minimum: 

r Ammonia Nitrogen 
Chemical Oxygen Demand 
Chloride 
Iron, Dissolved 
Nljrjte + Nitrite, as N 

Specific Conductance 
Sulfate 
Temperature^'' 
Water Elevat1on(3) 

(1) Two measurements 
In laboratory. 

In field. Immediately after obtaining sample and 

(Z 
(3 

As measured In field. 
As measured In field before pumping or balling. 

of 
AH samples should be obtained following methodology and analytic techniques 

this manual. 

Routine monitoring should continue for five years after the site is closed, 
whereupon the monitoring program will be reevaluated by the Agency. 
Recommendations will be made to either Increase or decrease monitoring 
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requiranents. Following the initial post-closure reevaluation, nmnitoring 
should continue as directed by the Agency for a period of 15 additional j^ars 
(20 total years post-closure). If no contamination is detected during this 
period, monitoring may cease at the site. All wells should be abandoned in 
accordance with the Minnesota Water Well Construction Code when monitoring 
ceases. NOTE: Post-closure requirements may change when the rules regulating 
solid waste disposal are changed in 1935. 

INDUSTRIAL WASTE UNDFILLS 

The monitoring requirements for industrial waste landfills will be 
determined on a case-by-case basis by the Agency based upon such factors as: 

1. Site characteristics, 
2. Waste reactivity, and 
3. Present and potential downgradlent water uses. 

DEMOLITION WASTE LANDFILLS 

Monitoring will be required at demolition landfills on a case-by-case basis, 
depending on the waste type, site size, operational history, and controls on 
dumping. If required to monitor, the guidelines for sanitary landfills 
should be followed. 

RAPID INFILTRATION BASINS 

In some cases, municipal wastewater which'^'has received at least primary 
treatment may be discharged to rapid infiltration basins. The nature of these 
systems is such that ground water impacts may be significant, and therefore 
monitoring is required. 

Monitoring systems should be designed to provide the information necessary 
to effectively evaluate any impacts which the system may exert upon the ground 
water. For more information on the design of monitoring systems to meet Agency 
requirements, see "Guidelines for Ground Water Monitoring System Design" (MPCA, 
1985). A sufficient number of piezometers are also necessary to assess the 
dimensions (height and areal extent) of the ground water mound. Water 
elevations should be monitored during loading events to assess the dimensions of 
the ground water mound and allow for operational modifications to the system, if 
necessary. Water quality testing may be required as frequently as monthly. 
Samples should be obtained following the procedures given in this manual. 
Parameters to be analyzed can include: 
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Alkalinity _ 
A.-wnonid Nitrogen 
Chemical Oxygen Demand 
Chloride 
Ni^^r^te + Nitrite, as N 

Specific Designation of Basins Loaded 
Specific Conductance^2) 
Temperature^') 
Volatile OrganicsJj) 
Water Elevation^^) 

(I) Two measurements: in field, immediately after obtaining sample and 
in laboratory. 
As measured in field. 

(3) Halogenated and non-halogenated, purge-and-trap method. 
(4) As measured in field before pumping or bailing. 

Analyses should be performed in accordance with the requirements of this 
manual, pages 26-30. 

Monitoring should continue for at least one year/after site closure, when ' 
the Agency will evaluate the need for continued m^ltoring. All wells should be 
abandoned in accordance with the Minnesota Water*^n Construction Code when 
monitoring ceases. 

SPILLS 

Monitoring may be required at spill sites if the material spilled is 
hazardous, if seepage into ground water is suspected, or if a potential exists 
for negative impacts on water supplies. In these Instances, the need for 
continuing monitoring will be evaluated on a case-by-case basis, following 
review of site-specific hydrogeologic information, 

SURFACE IMPOUNDMENTS 

Currently, all agricultural, municipal, and industrial ponds which are 
required to have National Pollutant Discharge Elimination System or State 
Disposal System permits and which seep, as evidenced by relatively small or no 
surface discharges must perform a water balance study. Also, a water balance 
must be conducted on newly-constructed ponds to verify that construction 
criteria have been met. Instructions for conducting a water balance study are 
given in the Agency document "Design/Dperability Handbook," currently in draft 
form. 
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A ground water Impact study Is required when the water halance study, 
indicates seepage in excess of 3500 gallons per acre per ddy if the systen was 
approved prior to May 16, 1975. Monitoring may also ae required at sites which 
have less than 3500 gallons per acre per day based on pollution potential from 
that particular site. Facilities approved after that date will oe individually 
reviewed to determine the appropriate action. 

Monitoring wells should be Installed around the perimeter of the 
stabilization pond system and downgradient from each pond. A sufficient number 
of wells should be installed to determine background water quality. In 
addition, the approximate area downgradient that could potentially oe affected 
by seepage must be established. 

Samples should be obtained from the wells followitig methods and analytical 
techniques of this manual. 

Initial sampling should occur at least monthly for a three-month period. 
Routine monitoring is then conducted on a quarterly basis, if required. For 
municipal and agricultural impoundments, the parameters to be analyzed include: 

Alkalinity 
Ammonia Nitrogen 
Chemical Oxygen Demand 
Chloride 
Fecal Col i form ' 
Hardness 
Ni^r^te + Nitrite, as N 

Sodium . 
Specific Conductance^2) 

?i2^ature(2) 
Total Kjeldahl Nitrogen 
Total Phosphorus 
Water Elevationl^) 

(1) Two measurements: in field, immediately after obtaining sample and 
in laboratory. 

(2) As measured in field. 
(3) .^s measured in field before pumping or bailing. 

Waste-specific parameters should be included in the monitoring of industrial 
impoundments. The Agency will review the data and determine appropriate 
follow-up action. Often, this action may involve upgrading the pond seal so 
that it meets the standard for new ponds. 
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- Sumary of Monitoring Paraneters 

Solid Waste Solid Waste 
Landfill Landfill Land Rapid Surface 
Routine Extended Comuiity Application Ihfiltratlw lopoundnent 
Monitorino Monitorina Drainfield Site Basin (Wastewater) 

Alkalinity X X X X 
Arsenic, Dissolved X 
Cadniuii, Dissolved X 
Calciun, Dissolved X 
Qienical QXVOBI Danand X X X X X 
Chloride X X X X X X 
Chroniun, Dissolved X 
Copper, Dissolved X I 

Fecal Colifonns X X X • 
Hardness X X X 
Influem: Flow X X X 
Inspection Pipe Observation X 
Iron, Dissolved X X • 1 
Lead, Dissolved X 
Maonesiim. Dissolved X 
,'^garese. Dissolved X 
Maxury, Dissolved X 
Nitrog^, Amnnia X X X X X X 
Nitiugai, Kjeldahl X X X 
Nitrooen. Nitrate + Nitrite X X X X X X 
pH X X X X X. X 
Phosphorus, Total 

X. 
X 

Potassiun, Dissolved X 
Scdiun, Dissolved X X 
Solids, Total Dissolved X 
Solids, Total Susperaed X 
Specific Area of Application X X X 
Specific Conductance X X X X X X 
Sulfate X X X X X 

X X X X X 
Volatile Organics X X X 
Zinc, Dissolved X 
Water Elevations X X X X X X 

C 
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APPENDIX B: 

USE OF THE VANDORN AND KEMMERER SAMPLERS 

(Excerpted from "Quality Control Manual" 
an In-house Minnesota Pollution Control A^ncy document) 
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VANDORN SAMPLER 

The VanOorn sampler is designed for use in the deep waters of oceans and 
lakes. The Minnesota Pollution Control Agency (MPCA) uses two types of VanOorn 
samplers: I) the vertical model, and 2) the horizontal model. The vertical 
model is used for standard sampling while the horizontal model is used for 
sampling near the bottom and thermoclines. The VanOorn samplers used by the 
MPCA are all made of plastic. They are cylindrical in shape and have capacities 
of 2.2, 4.2 and 30.2 liters. All models have a drain on the bottom for drawing 
off sampl es. 

Through the middle of the VanOorn sampler there is a flexible rubber tube 
which is connected to the two end stoppers. The end stoppers have a trip wire 
on each stopper. The trip wire hooks onto the trip mechanism. The sounding 
line is attached to the trip mechanism. 

The VanOorn sampler should be cleaned and then wiped dry before storage. To 
prevent damage to the sampler a wooden case is provided for transport and 
storage. The rubber tube used to close the end stoppers should be replaced 
yearly. 

To set the sampler, pull one of the end stoppers out and attach the trigger 
wire to the trigger mechanism. Repeat this step^with second stopper. Slowly 
lower sampler down to the desired sampling deptli.^ Send down the messenger to 
trip the trigger mechanism. Bring the sampler to the surface. Problems may be 
Incurred during rough water conditions which may cause drifting of the boat and 
subsequent failure of-the tripping mechanism due to non-vertical profile of 
sounding line. 

It is advisable before actual sampling to make sure the sampler works 
properly. Make sure to use a flat-nosed brass messenger, U ounces or smaller 
and a 3/15" or 1/4" braided nylon line attached securely to the sampler. Use of 
any other messenger or line may result in damage or loss of the sampler. If 
possible sampler should be allowed to soak in the lake or stream to be sampled 
for at least 15 minutes prior to sampling and kept in the sample water or kept 
closed between sample stations. 
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nE'WERER SAMPLER 

The Kenmerer sampler Is a basic water or wastewater sampler. It Is designed 
to collect samples at specific depths. 

The Kemmerer is a long cylindrical tuoe constructed of metal or plastic with 
rubber stoppers at each end. The stoppers and an associated mechanical device 
enables the operator to lower the open sampler to a pre*determ1ned depth, close 
the sampler, and retrieve a sample from that depth. 

The metal samplers are usually used for collection of samples for the common 
physical, and chenical determinations Including pesticides. The plastic models, 
while satisfactory for the foregoing parameters except pesticides, are usually 
used for collection of samples for trace metals. The Minnesota Pollution Control 
Agency (MPCA) has Kemmerer samplers of 1.2, 3.1, and 6.1 liter capacities. 

Whenever possible, the Kemmerer should be transported in the case that Is 
provided, and care should be taken during handling to avoid damage. The Kemmeer 
should be cleaned thoroughly, then wiped down with a clean cloth before storage. 

The Kemmerer sampler is used as follows: 

1. Pull open the top stopper (this will also lock open the bottom stopper). 

2. Rinse sampler with distilled water or in the^water to be sampled before 
lowering the device. 

3. Lower the sampler to the desired depth and close the sampler by dropping the 
messenger down the line. 

4. Retrieve the sampler and empty contents into sampler container. 

Before sampling it is Important to make sure the line Is tied securely to 
the sampler, and that the other end of the line is fastened to guard against 
loss of the sampler. It is good practice to take a trial sample before actual 
sampling starts to make sure the sampler works properly. When sampling for 
trace metals the plastic Kemmerer should be used, and it should be washed down 
with de-ionized water before each use. A 3/16" or 1/4" braided nylon sound line 
should be used with a flat-nosed 11 ounce or smaller messenger. Use of any 
other lines of messengers may result in damage or loss of the equipment. 
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APPENDIX C: 

RECOMMENDATION FOR SAMPLE CONTAINERS 
AND PRESERVATION OF SAMPLES 

from: "Handbook for Sampling and Sample Preservation of Water and Wastewater* 
U.S. Environmental Protection Agency EPA-600/4-82-029, September 1982 

NOTE: These recommendations have not yet been formally adopted by the 
U.S. Environmental Protection Agency 



Parameter 

CONTAINERS, PRESERVATION TECHNIQUES. AND HOLDING TIMES 

Cental nerl 
Naximun 

Preservative^* 12 Holding Tlme^ 

Bacterial Tests 

Coll form, fecal 
and total 

P.G Cool, 40C 
0.0082 8325203^ 

6 hours 

Fecal streptococci P.G Cool. 40c 
0.0082 Na2S203S 

6 hours 

Inorganic Tests 

Acidity P.G Cool, 40C 14 days 

Alkalinity P.G Cool, 40C 14 days 

Ammonia P.G Cool, 40C 
H2SO4 to pH < 2 

28 days 

Biochemical oxygen 
denand 

P.G Cool, 40c 48 hours 

Biochemical oxygen 
demand, carbonaceous 

P.G COOTT 40c 48 hours 

Bromide P.G None required 28 days 

Chemical oxygen 
demand 

P.G H2SO4 to pH < 2 28 days 

Chi or1 de P.G None required 28 days 

Chlorine, total 
residual 

P.G None required Analyze 
Immediately 

Color P.G Cool, 40c 48 hours 

Cyanide, total and 
amenable to 
chlori nation 

P.G Cool, 40c 
NaOH to pH > 12 
0.6 g ascorbic ac1d° 

14 days9 

Fluori de P None required 28 days 

Hardness P.G HNO3 to pH < 2 6 months 

Hydrogen Ion (pH) P.G None required Analyze 
Immediately . 

9 

Kjeldahl and organic 
Nitrogen 

P.G Cool, 40c 
H2SO4 to pH < 2 

28 days 
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CONTAINERS. PRESERVATION TECHNIQUES. AND HOLDING TIMES (continued! 

c 

Parameter 

Metal 

Chromium VI 

Mercury 

Metals, except above 

Nitrate 

Nitrate-nltrf te 

Nitri te 

Oil and grease 

Organic carbon 

Ort ho phosphate 

Oxygen, Dissolved 
Probe 

Winkler 

Phenols 

Phosphorus 
(elemental) 

Phosphorous, total 

Residue, total 

Residue, Filterable 

Residue, Non* 
filterable (TSS) 

Residue, settleable 

Residue, volatile 

Container^ 

P.S 

P.G 

P.6 

P.G 

P.G 

P.G 

G 

P.G 

P.G 

6 bottle 
and top 

G bottle 
and top 

G only 

G 

P.G 

P.G 

P.G 

P.G 

P.G 

P.G 

Preservative^. 12 

Cool. 40c 

HNO3 to pH < 2 

KNO3 to pH < 2 

Cool, 40c 

Cool. 40c 
H2SO4 to pH < 2 

Cool. 40c 

Cool, 40c 
H2SO4 to pH < 2 

Cool, 4®C. 
HCl oj^so4 to pH < 2 

Filter immediately 
Cool, dOC 

None required 

Maximisn 
Hoidino Time3 

24 hours 

28 days 

6 months 

48 hours 

28 days 

48 hours 

28 days 

Fix on site and 
store in dark 

Cool, 40c 
H2SO4 to pH < 2 

Cool, 40c 

Cool, 40c 
H2SO4 to pH < 2 

Cool, 40c 

Cool, 40c 

Cool, 40c 

Cool. 40c 

Cool, 40c 

28 days > 

48 hours 

Analyze 
immedi atel y 

8 hours 

28 days 

48 hours 

28 days 

7 days 

7 days 

7 days 

48 hours 

7 days 
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CONTAINERS. PRESERVATION TECHNIQUES. AND HOLDING TIMES (continued) 

c 

Parameter 

Silica 

Specific conductance 

Sulfate 

Sulfide 

Sul fite 

Surfactants 

Temperature 

Turol di ty 

Organic Tests^ 

Purgeaol e 
halocaroons 

Purgeaol e 
aromati cs 

Acrolein and 
acrylonitrile 

Phenols 

Benzi dines 

Container^ 

P 

P.G 

P.G 

P.G 

P.G 

P.G 

P.G 

P.G 

G, Teflon-
lined septum 

S. Teflon-
lined septum 

6, Teflon-
lined septum 

G, Teflon-
lined septum 

G, Teflon-
lined septum 

Preservative^* 

Cool. 40c 

Cool. 40c 

Cool. 40c 

Cool. 40c. add 
zinc acetate plus 
sodium hydroxide 
to pH > 9 

Cool. 40c 

Cool. 40c 

None required 

Coo 

Cool, 40c 
0.G08S Na2S2036 

Cool. 40c 
0.008S Na2S203S 

HCl to pH < 2^0 

Cool. 40c 
0.008Z Na2S203S 

Adjust pH to 4-5 

Cool. 40c 
0.008S Na2S203S 

Cool. 40c 
0.008%Na2S2036 

Haximum 
Holding Time3 

28 days 

28 days 

28 days 

7 days 

Anal yze 
immediately 

48 hours 

Anal yze 
immediately 

48 hours 

14 days 

14 days 
#* 

14 days 

7 days until 
extraction. 40 
days after 
extraction 

7 days until 
extraction. 40 
days after 
extraction 
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CONTAINERS. PRESERVATION TECHNIQUES. AND HOLDING TIMES feontinued)< 

r 

Parameter 

Phthalate esters 

Nitros amines^ 

PCB's 

Container^ 

S, Teflon-
Hned cap 

G, Teflon-
lined cap 

6, Teflon-
lined cap 

Nltroaromatlcs and 6, Teflon-
Isophorone lined cap 

Polynuclear aromatic 6, Teflon-
hydrocaroons lined cap 

Haloethers 

Chi orlnated 
hydrocartxins 

TCDD 

Pesticides Tests 

G, Teflon-
lined cap 

G, Teflon-
1Ined cap 

G, Teflon-
lined cap 

Preservative^* 12 

Cool. 40C 

Cool, 40c 
store In dark 
G.008XNa2S203S 

Cool, 40c 
pH 5-9 

Cool, 40c 

Cool, 4®C 
0.G08XNa2S203» 
store In/dark 

Cool ,'"40C 
0.008XNa2S203S 

Cool, 40c 

Cool, 4<»C 
0.0082 88282036 

Maximum 
Holding Tlme^ 

7 days until 
extraction, 40 days 
after extraction 

7 days until 
extraction, 40 days 
after extraction 

7 days until 
extraction, 40 days 
after extraction 

7 days until 
extraction, 40 days, 
after extraction 

7 days until 
extraction, 40 days 
after extraction 

7 days until 
extraction, 40 days 
after extraction 

7 days until 
extraction, 40 days 
after extraction 

7 days until 
extraction, 40 days 
after extraction 

"Pesti cides 

Radiological Tests 

Alpha, beta and 
radium 

G, Teflon-
lined septun 

P.G 

Cool , 40c 
pH 5-98 

HNO3 to pH < 2 

7 days until 
extraction, 40 days 
after extraction 

6 months 
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STANDARD OPERATING PROCEDURE 
Revision 5.0 
Page: 1 of 18 
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Title: DCTERMIHATION OF LOW LEVEL (PART PER TRILLION) 

PAH AND HHEROaCLES IN HATER - LM-RMA-3024 

1.0 Summary of the Method 

This method has been designed for the analysis of polynuclear 
aromatic hydrocarbons (PAH) and heterocyclic compounds at the part 
per trillion level (ppt,ng/L) in water. The analysis is carried out 
by isolation of the target analytes by liquid-liquid extraction of • 
the water sample with an organic solvent. Quantitation of the 
isolated target analytes is performed by gas chromatography mass 
spectrometry (GC/MS) in the selected ion monitoring mode (SIM). The 
compounds listed in Table 1 can be quantitatively determined using 
this analytical method. y 

This method has two options for the extraction of the samples 
depending on the sample type. The two options Include a low and 
medium level extraction. The low level option has typical reporting 
limits of 10.0 ppt. The medium level option is eighty times higher in 
detection limits. A volume of sample dependent of the extraction 
option chosen is extracted with methylene chloride. Analysis of 
concentrated extract is performed by gas chromatography/mass 
spectrometry using the selected ion monitoring scanning mode under 
electron impact ionization conditions. 

2.0 Interferences 

Method Interferences may be caused by contaminants in solvents, 
reagents, glassware, and other sample processing hardware that lead 
to discrete artifacts and/or elevated baselines in the ion current 
profiles. All of these materials must be routinely demonstrated to 
be free from interferences under the conditions of the analysis by 
running laboratory reagent blanks. 

Matrix interferences may be caused by contaminants that are 
coextracted from the sample. The extent of matrix interferences will 
vary considerably from source to source, depending upon the nature of 
the environment being sampled. 

An interference which is unique to selecting ion monitoring techiques 
can arise from the presence of an Interfering compound which contains 
the quantitation mass ion. This event results in a positive 
interference to the reported value for the compound of Interest. This 
interference is controlled to some degree by acquiring data for a 
confirmation ion. If the ion ratios between the quantitation ion and 
the confirmation ion are not the specified limits, then interferences 
may be present. 



STANDARD OPERATING PROCEDURE 

Revision 5.0 
Page: 2 of 18 

Title: DETERMINATION OF LOW LEVEL (PART PER TRILLION) 
PAH AND HETEROCYCLES IN HATER - LM-RMA-3024 

3.0 Apparatus and Materials 

3.1 Glassware 

Glassware must be scrupulously cleaned. Clean all glassware as 
soon as possible after use by rinsing with the last solvent used 
in it. This should be followed by detergent washing with hot 
water, and rinses with tap water, reagent water, then methanol. 

Glassware should then be oven dried at ISO^C for 30 minutes, and 
heated in a muffle furnace at 400<^C for 15 to 30 minutes. 
Solvent rinses with benzene and methylene chloride may be 
substituted for the muffle furnace heating. Volumetric 
glassware should not be heated in a muffjie furnace. After 
drying and cooling, glassware should J>e;sea1ed and stored in a 
clean environment to prevent any accumulation of dust or other 
contaminants. 

Store glassware inverted or capped with aluminum foil. The use 
of high purity reagents and solvents helps to minimize 
interference prob1«ns. Purification of solvents by distillation 
in all-glass systems may be required. 

3.1.1 Separatory funnel - 2000 and 4000 ml, with Teflon 
stopcock or continuous liquid liquid extractor, 2000 
mL. 

3.1.2 Drying column - glass funnel with ~10 cm anhydrous 
sodium sulfate. 

3.1.3 Concentrator tube, Kudema-Danish - 10 mL, graduated 
(Kontes K-570050-1025 or equivalent). Calibration 
must be checked at the volumes employed in the test. 
Ground-glass stoppers are used to prevent evaporation 
of extracts. 

3.1.4 Snyder column, Kudema-Danish - Three-ball macro 
(Kontes K-503000-0121 or equivalent). 

3.1.5 Evaporative flask, Kudema-Danish - 500 mL (Kontes K-
570001-0500 or equivalent). Attach to concentrator 
tube with springs or clips. 

3.1.6 Nitrogen evaporation device equipped with a water bath 
that can be maintained at 35-40<'C. The N-Evap by 
Organomation Associates, Inc., South Berlin, MA (or 
equivalent) is suitable. 

3.1.7 Micro reaction vessels, 2.0 mL (Supelco 3-3295). 
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STANDARD OPERATING PROCEDURE 
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Title: DETERMINATION OF LOW LEVEL (PART PER TRILLION) 
PAH AND HETEROCYCLES IN HATER - lM.RMA-3024 

3.2 Gas Chromatograph 

The analytical system includes a temperature progrannable gas 
chromatograph and all required accessories including syringes, 
analytical columns, and gases. The Injection port U designed 
for on-column injection when using packed columns and for 
spitless injection when using capilUry columns. 

3.3 Column 

A Quadrex 25 meter fused silica capillary column coated with DBS 
bonded phase, or equivalent. 

3.4 Mass Spectrometer 

A mass spectrometer operating at 70^;(nomina1) electron energy 
in the electron impact ionization m^ and tuned to maximize the 
sensitivity of the instrument to the compounds being analyzed. 
The GC capillary column is fed directly into the ion source of 
the mass spectrometer. 

A computer syston interfaced to the mass spectrometer allows the 
continuous acquisition and storage on machine-readable media of 
all mass spectra obtained throughout the duration of the 
chromatographic program. The computer has software that allows 
searching any GC/NS data file for ions of a specific mass and 
plotting such ion abundances versus time or scan number. The 
computer alloWs acquisition at pre-selected mass windows for 
selected ion monitoring. 

4.0 Reagents 

4.1 Reagent water 

Reagent water is defined as water in which the target compounds 
are not observed at or above the method detection limit. 

4.2 Solvents 

Acetone, methanol, methylene chloride, cyclohexane - Burdick & 
Jackson, distilled in glass, or equivalent. 

4.3 Sodium sulfate 

(ACS) Granular, anhydrous. Purify by heating at 400^0 for 4 
hours in a shallow tray. 
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Title: OETERNINATION OF LOW LEVEL (PART PER TRILLION) 
PAH AND HETEROaCLES IN HATER • LJN-RNA-3024 

4.4 Surrogate Spiking Solution 

Depending on the extraction option chosen IOM or aedium a 
surrogate solution is nade by weighing an appropriate aliquot of 
each purified crystal into a volunetric flask and diluting to 
volume with methanol or acetone and added to the sa]q)1e prior to 
extraction in methylene chloride. The compounds in the surrogate 
solutions are naphthalene-dS, fluorene-dIO, and chrysene-dI2. 
The low surrogate solution is at ID ng/ml and 0.5 ml per liter 
of sample is added. The medium surrogate solution is at 1000 
ng/ml and I.O ml is added to the 500 ml sample. 

4.5 Internal Standard Solutions 

A solution containing ca. 400 ng/mL of each internal standard is 
prepared by weighing an appropriate a^Mbqtiot of each purified 
crystal into a volumetric flask and-dfluting to volume with 
methylene chloride. Fifty microliters of this solution is added 

f to the 0.5 ml extract prior to analysis to give a concentration 
of the internal standards in the extract of 40 ng/mL. 

4.6 Matrix Recovery Standard Spiking Solution 

A solution containing the following compounds at the listed 
concentrations is prepared by weighing an appropriate aliquot of 
each purified crystal into a volumetric flask and diluting to 
volume with methanol or acetone. The concentrations of the 
spiking solution for both the low and medium level extractions 
are shown below: 

Low Spiking Medium Spiking 
Solution Solution 

Compound Concentration (no/ml) Concentration (ng/ml) 

Naphthalene 20 2000 
Fluorene 20 2000 
Chrysene 20 2000 
Indene 20 2000 
Quinoline 20 2000 
Benzo(e)pyrene 20 2000 
2-methy1 naphthalene 20 2000 

The low spiking solution at 0.5 ml per liter of sample. The medium 
level spiking solution is added at 1.0 ml per 500 ml of sample. 
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5.0 Sample Preservation, Storage and Holding Times 

5.1 Sample Preservation and Storage 

The samples must be protected from light and refrigerated at 4^0 
(+ 20C) from the time of receipt until extraction and analysis. 
After analysis, extracts and unused sample volume must be 
protected from light and refrigerated at 40C (+ 2®C). 

5.2 Holding Times 

Samples must be extracted within 5 days of the time of sample 
receipt. Samples are required to be shipped the same day 
samples are collected using an overnight carrier. 

Extracts must be analyzed within 40-^ys of extraction. 

6.0 Sample Extraction 

6.1 Samples 

Samples are extracted at a ph>12. For the low level extraction, 
a measured amount^of sample, approximately 4 liters, is 
separated into two 2-liter aliquots and poured into either two 
2-iiter continuous liquid-liquid extractors or two 4 liter 
separatory funnels. The surrogate solution is added and they 
are extracted with methylene chloride. The samples are shaken 
three times with 80 ml of methylene chloride for the shakeout 
technique. The samples are allowed to reflux for eighteen hours 
if the liquid-liquid extractor technique is used for 
preparation. The extracts from each two-liter fractional 
extraction (for either technique) are then combined for 
concentration. The medium level extraction requires that 500 mL 
of the sample be extracted with methylene chloride for 18 hours 
in a one liter continuous liquid-liquid extractor or shaken 
three times with 60 mis of methylene chloride in a 2-liter 
separatory funnel. The extracts are passed through an anhydrous 
sodium sulfate drying column into a 500 mL Kudema-Danish 
evaporative concentrator. 

The low level extract is concentrated to approximately 0.5 mL 
and transferred to a 2.0 mL microreaction vessel. The methylene 
chloride is evaporated using a nitrogen stream. The evaporative 
concentrator tube is successively rinsed with methylene 
chloride, the rinsings added to the reaction vessel and the 
methylene chloride again evaporated. This process is continued 
until at least five (5) 1 mL rinsings of the tube have occurred. 
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The final ethylene chloride extract for the low level 
extraction is evaporated to 500 u1. All nicroreaction vessels 
are pemanently narked at the 500 u1 level and additional 
nethylene chloride added, when necessary, to insure a final 500 
u1 extract volume. The nedium level extract is concentrated to 
5.0 ml using the same procedure described above. The extract 
vessels are capped with a Teflon fitted septum cap and stored at 
4<>C prior to 6C/MS analysis. 

6.2 Method blank 

Method blanks are prepared by treating a 4-L or 500 ml of 
laboratory reagent water exactly as described above depending on 
the option chosen. A method blank must be performed once each 
case*, each 14 calendar day period during which samples in a 
case are received, with every 20 sai^Tgs of similar 
concentration and/or sample matrix or'whenever samples are 
extracted by the same procedure, whichever is most frequent. 

* A case is a group or a set of samples collected from a particular 
site over a given period of time. 

6.3 Matrix Recovery Sample 

Matrix recovery samples are prepared by spiking a sample as 
described in section 4.6. The fortified sample is extracted 
exactly as described above for samples. The laboratory will 
spike and analyze 5% matrix spike samples (i.e. one matrix spike 
with every 20 samples). 

6.4 Duplicate Sample 

For a minimum of 10% of the sanq)les analyzed a duplicate sample 
will be taken at sampling and a duplicate analysis will be 
performed. This will be carried out to insure that an estimate 
of precision will be available. 

7.0 GC/MS Calibrations 

Prior to use of the method for low level analysis of PAH, a five-
point response factor calibration curve must be established showing 
the linear range of analysis. Only one level of calibration is used 
for low level and medium low level ppt PAH analysis. The 
concentrations of standards used to construct the calibration curve 
are 20 , 40 , 240, 1200, and 4800 ng/mL. The linear range for low 
level analysis (4 L to 0.5 mL) corresponds to sample concentrations 
of 2.5, 5, 30, ISO, and 600 ng/L. If the concentration of any target 
compound in a sample exceeds the linear range defined by the above 
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standards, the extracts must be diluted so that the concentrations of 
all target compounds fall within the range of the calibration, curve. 
The linear range for medium low level analysis (0.5 L to 5.0 mL) 
corresponds to final sample concentrations of 200, .400 , 2400, 12000, 
and 48000 ng/L. For every 12 hours of GC/HS analysis, the mass 
spectrometer response for each PAH relative to the internal standard 
is determined, as described in the Calculations section, using daily 
check standards at concentrations of 40 ng/mL. Daily response 
factors for each compound must be compared to the initial calibration 
curve. If the daily response factors are within +30 percent of the 
corresponding calibration curve value the analysis may proceed. If, 
for any analj^e, the daily response factor is not within ±30 percent 
of the corresponding calibration curve value, a five-point 
calibration curve must be repeated for that compound prior to the 
analysis of samples. 

Table 2 contains example RRT data for tar^t compounds. 

8.0 Daily GC/MS Performance Tests 

The GC/MS will not be tuned to meet decafluorotriphenylphosphine 
(DFTPP) ion abundance criteria. EPA has dropped this requirement for 
selected ion monitoring (SIM) methods. This allows the laboratory to 
tune the instrument to maximize the sensitivity for the conpounds 
being analyzed as described below. 

Mass tuning will be performed using the mass calibration compound 
FC43. Tuning will be performed to maximize the sensitivity of the 
mass spectrometer for the mass range of compounds being analyzed. In 
the FC43 spectra, the ion abundance of masses 131 and 219 are 
adjusted to a approximate ratio of 1:1. These two ions are then 
maximized to be approximately 50 to 70% of the ion abundance of the 
base mass 69. This procedure maximizes the sensitivity of the 
instrument in the mass region of Interest for the PAH analysis. 

9.0 Gas Chromatography/Mass Spectrometry Analysis 

Just prior to analysis an aliquot of internal standard solution is 
transferred to the sample vial using a 250 uL syringe to give a final 
internal standard concentration of 40 ng/mL in the extract. 
Representative aliquots are injected into the capillary column of the 
gas chromatograph using the following, or similar conditions: 

Injector Temp - 250OC 
Transfer Line Temp - 290OC 
Initial Oven Temp - 30OC 
Initial Hold Time - 1 min. 
Ramp Rate - lO^C/min. 
Final Temperature - 3250C 
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The effluent from the GC capillary column is fed directly into the 
ion source of the mass spectrometer. The MS is operated in the 
selected ion monitoring (SIM) mode using appropriate windows to 
include the quantitation and confirmation masses for each PAH as 
shown in Table 1. For all compounds detected at a concentration 
above the MDL, a check is made to insure the confirmation ion is 
present. 

10.0 Calculations 

10.1 Qualitative Identification 

Obtain EICPs for the primary m/z and the confirmatory ion. The 
following criteria must be met to make a qualitative 
identification: <: 

f 
The characteristic masses of each pa^eter of interest must 
maximize in the same or within one scan of each other. 

For the qualitative identification, the relative retention time 
(RRT) of unknown peaks fall within +/- 0.06 RRT units. 

The relative peak heights of the primary ion compared to the 
confirmation or secondary ion masses in the EICPs must fall 
within ± 20% of the relative intensities of these masses in a 
reference mass spectrum. The reference mass spectrum can be 
obtained from a standard analyzed in the 6C/MS system or from a 
reference library. In some instances a compound that does not 
meet secondary ion confirmation criteria may still be determined 
to be present in a sample after close inspection of the data by 
the mass spectroscopist. Supportive data includes the presents 
of the secondary ion but the ratio is greater than ± 20% of the 
primary ion which may be caused by an interference of the 
secondary ion. When the primary ion is not affected by 
interferences and the decision is agreed to by the reviewer, the 
compound is flagged with an asterisk (*) on the sample summary 
sheet. 

Structural isomers that have very similar mass spectra and less 
than 30 s difference in retention time, can be explicitly 
Identified only if the resolution between authentic isomers in a 
standard mix is acceptable. Acceptable resolution is achieved 
if the baseline to valley height between the isomers is less 
than 25% of the sum of the two peak heights. Otherwise, 
structural isomers are identified as isomeric pairs. 
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10.2 Quantitation 

The following fomula is used to calculate the response factors 
of the internal standard to each of the calibration standards. 

RF - (AsCis)/(AisCs) 

where: 

As " Area of the characteristic ion for the parameter to be 
measured. 

A{s * Area of the characteristic ion for the internal standard. 
Cis " Concentration of the internal standard, (ng/mL). 
Cs " Concentration of the parameter to, be measured, (ng/mL). 

Based on these response factors, saline extract concentrations 
for each PAH is calculated using the^ollowing formula. 

C Ce » (^s)(Is) 
( TSilTW) 

where: 

Ce B Sample extract concentration (ng/mL) 
As B Area of the characteristic ion for the parameter to be 

measured. 
A{s ° Area of the characteristic ion for the internal standard. 
Is ^ Amount of internal standard added to each extract 

(ng/mL). 

The actual sample concentration (C) for each compound is 
calculated by the following formula: 

C B (Ce) X y— , 
s 

C - Concentration in Sample (ng/L) 
VE = The final extract volume (mL), and 
Vs B The original volume of sample extracted (L). 

11.0 Quality Control/Quality Assurance 

11.1 GC/NS Tuning 

^ The GC/MS is tuned as described in section 8.0. 

V 11.2 GC/MS Initial Calibration and Continuing Calibration Check 

Prior to the use of the method for low level analysis of PAH, a 
five-point response factor calibration curve must be established 
showing the linear range of the analysis. 
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Each calibration standard is analyzed and the area of the 
primary characteristic ion is tabulated against concentration 
for each compound. The response factor (RF) for each compound 
at each concentration level is calculated using the following 
equation: 

RF X 
4is Cs 

( 

As " Area of the characteristic ion for the compound to be 
measured. 

A^s ° Area of the characteristic ion for the specific internal 
standard. 

Cis ° Concentration of the internal standard 
Cs ° Concentration of the compound to bje measured. 

For every 12 hours of 6C/MS analysisT^the mass spectrometer 
response (RF) for each PAH of interest (Table 1) relative to the 
internal standard is determined. 

These daily response factors for each compound must be compared 
to the initial calibration curve. The percent difference is 
calculated using the following equation: 

% Difference = RFI - RFC X 100 

RFI 

IF! = Average response factor from initial calibration. 

RFC B Response factor from current verification check 
standard. 

If the daily response factor are within +35 percent of the 
corresponding calibration curve value the analysis may proceed. 
If, for any analyte, the daily response factor is not within +35 
percent of the corresponding calibration curve value, a five-' 
point calibration curve must be repeated for that compound prior 
to the analysis of samples. 

11.3 Method Blank Analysis 

A method blank consists of deionized, distilled laboratory water 
carried through the entire analytical scheme (extraction, 
concentration, and analysis). The method blank volume must be 
approximately equal to the sample volumes being processed. 
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Method blank analysis are perfomied at the rate of one per 
case*, each 14 calendar day period during Mhich samples in a 
case are received, with every 20 samples of similar 
concentration and/or sample matrix, or whenever samples are 
extracted by the same procedure, whichever is most frequent. 

If the method blank contains any of the carcinogenic PAHs listed 
in table 10-3 at concentrations greater than the method 
detection limit (MOL), or any other target PAH compound at a 
concentration 5 times greater than the MDL, the method blank 
will be considered out of control. Corrective action will 
include reanalysis of the blank extract, an investigation into 
laboratory sources of contamination and qualifying that sample 
data relates to the blank. Blank level contamination should be 
considered the minimum level of cont^mi^iation in all samples 
that are analyzed with the blanks. 

* A case is a group or a set of samples collected from a 
particular site over a given period of time. 

11.4 Surrogate Compound Analysis 

The laboratory will spike all samples and quality control 
samples with deuterated PAH surrogate compounds. The surrogate 
compounds will be spiked into the sample prior to extraction and 
this will measure individual sample matrix effects associated 
with sample preparation and analysis. They will include 
naphthalene-d3, fluorene-dio* and chrysene-di2* 

RNAL will take corrective action »dienever the surrogate recovery 
for any one or more surrogates is outside the following 
acceptance criteria: 

Surrogate Acceptance Criteria » 
Low-Level 

Naphthalene-d8 14-108 
Fluorene-dlO 41-162 
Chrysene-dl2 10-118 

The foll^ing corrective action will be taken when required as stated 
above: 

a) Check calculations to assure there are no errors; 

b) Check internal standard and surrogate solutions for 
degradation, contamination, etc., and check instrument 
performance; 
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c) If the surrogate recovery Is outside the control limits, 
the secondary Ion may be used to check the quantitation of 
the surrogate. If the secondary Ion meets within the 
control limits this recovery is reported with flag of # 
next to the percent recovery. 

d) If the upper control limit Is exceeded for only one 
surrogate, and the Instrument calibration, surrogate 
standard concentration, etc. are In control. It can be 
concluded that an Interference specific to the surrogate 
was present that resulted In high recovery and this 
Interference would not affect the quantitation of other 
target compounds. The presence of this type of Interference 
can be confirmed by evaluating the chromatographic peak 
shapes in ion intensities of the surrogate. 

e) If the surrogate could not be measured because the sample 
required a dilution, no corrective action Is required. The 
recovery of the surrogate is recorded as D with the note 
surrogate diluted out. 

f) Reanalyze the sample or extract if the steps above fail to 
reveal a problem. If reanalysis of the extract yields 
surrogate recoveries within the stated limits, then the 
reanalysis data will be used. Both the original and 
reanalysis data will be reported. 

11.5 Matrix Spike Analysis 

The laboratory will spike and analyze 5% matrix spike samples. 
RMAL will spike seven representative compounds into water. 
These compounds and the spiking levels as listed in section 4.4. 
The initial matrix spike criteria for data validity are as 
follows: 

o The average of the percent recoveries for all seven 
compounds must fall between 20 and 150 percent. 

0 Only one compound can be below its required minimum percent 
recovery. These minimum percent recoveries are: 

1) 10% for chrysene and benz(e)pyrene 

2) 20% for all other compounds. 
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Criteria for data validity for each Individual matrix spike 
compound will be developed as data Is collected and will be 
updated on a quarterly basis. 

If the matrix spike criteria are not met, the matrix spike 
analysis will be repeated. If the subsequent matrix spike 
analysis meets the criteria, then the reanalysis data will be 
used. If not, the data for the sample will be reported but 
qualified as being outside the acceptance criteria of the 
method. Both the original and reanalysis data will be reported. 

11.6 Duplicates 

The laboratory will analyze 10% duplicate samples. Percent 
difference between duplicates will be cajiculated for each 
detected compound. Corrective actioajwHl be performed If the 
relative difference Is greater than^^ for target compounds. 
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TABLE 1 
COMPOUNDS AND MS QUANTITATION MASS IONS* 

Quantitation Internal 
Compound Mass Ion Confirmation Ion Standard Reference 

Polvnuclear Aromatic Hydrocarbons (PAH) 

Naphthalene 128 102 1 
Acenaphthylene 152 151 1 
Acenaphthene 154 153 1 
Fluorene 166 165 1 
Phenanthrene 178 176 2 
Anthracene 178 176 2 
Fluoranthene 202 2 
Pyrene 202 200 2 

rBenzo(a)anthracene 228 226 3 
Chrysene 228 226 3 

^ Benzofluoranthenes 252 250 3 
Benzo( a) pyrene 252 250 3 
Indeno(l,2.3.cd)pyrene 276 274 3 
01benz(a,h)anthracene 278 279 3 
Benzo(g,h,1)pery1ene 276 274 3 

Internal Standards 

1) Acenaphthene-dlO 164 
2) Phenanihrene-dlO 188 
3) Benzo(a)pyrene-dl2 264 

Surrogates 

1) Naphthalene-dS 136 134 1 
2) Fluorene-dlO 176 174 1 
3) Chrysene-dl2 240 236 3 

* The relative peak heights of the primary Ion compared to the confirmation 
or secondary Ion masses in the EICP's must fall within +/- 20% of the relative 
Intensities of these masses in a reference mass spectrum. 
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TABLE 1 (Continued) 
Quantitation Internal 

Compound Mass Ion Confirmation Ion Standard Reference 

Heterocvcles and Other PAH 

Indene 116 115 1 
Indole' 117 90 1 
2,3-dihydroindene 117 118 1 
2,3-benzofuran 118 90 1 
Quinoline 129 102 1 
Benzo(b)thiophene 134 89 1 
2-methy1naphthalene 141 115 1 
l-methy1naphthalene 141 115 ̂ ' 1 
Biphenyl 154 153 1 
Carbazole 167 166 2 
Dibenzofuran 168 139 1 
Acridine 179 178 2 
Dibenzothiophene 184 139 2 
Perylene 252 250 3 
Benzo(e)pyrene 252 250 3 

Internal Standards 

1) Acenaphthene*dlO 164 
2) Phenanthrene-dlO 188 
3) Benzo(a)pyrene-dl2 264 

Surrogates 

1) Naphthalene-dS 136 134 1 
2) Fluorene-dlO 176 174 2 
3) Chrysene-dl2 240 236 3 
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TABLE 2 

RELATIVE RETENTION TINES AND CONFIDENCE FOR THE COMPOUNDS 
ASSOCIATED WITH THE LOW LEVEL PAH AND HETEROCYCLE METHODOLOGY 

Absolute 
Retention Time Avo. RRT % RSD 95% Confidence Limits 
(minutes) 

Benzofuran 
Dihydroindene 
Indene 
Naphtha]ene«d8(Surr.) 
Naphthalene 
Benzo(b)thiophene 
Quinoline 
Indole 
2-niethy 1 naphthal ene 
l-methylnaphthalene 
Bi phenyl 
Acenaphthylene 
Acenaphthene 
Dibenzofuran 

F1uorene-dlO(Surr.) 
Fluorene 
Dibenzothiophene 
Phenanthrene 
Anthracene 
Acridine 
Carbazole 
Fluoranthene 
Pyrene 

Benz(a)anthracene 
Chrysene>dl2 (Surr.) 
Chrysene 
Benzof1uoranthenes 
Benzofe 
Benzo(a; 
Perylene 

pyrene 
pyrene 

Indeno 
Dibenz 

1,2,3 cd)pyrene 
ah)anthraeene 

BenzoCghi perylene 

8:03 
8:45 
8:54 

11:14 
11:16 
11:25 
12:06 
12:55 
12:59 
13:15 
14:12 
15:15 
15:44 
16:09 

16:57 
17:01 
19:08 
19:28 
19:34 
19:42 
20:02 
22:32 
23:07 

26:16 
26:18 
26:22 
29:00 
29:34 
29:44 
29:55 
32:31 
32:36 
33:17 

D.550 
0.590 
0.598 
0.733 
0.735 
0.743 
0.783 
0.824 
0.832 
0.848 
0.901 
0.962 
0.988 
1.011 

0.872 
0.875 
0.974 
0.988 
0.994 
0.999 
1.013 
1.130 
1.157 

0.873 
0.874 
0.876 
0.960 
0.984 
0.988 
0.996 
1.114 
1.113 
1.149 

0.015 
0.016 
0.016 
0.017 
0.017 
0.017 
0.017 
0.018 
0.017 
0.017 
0.017 
0.018 
0.018 
0.018 

0.015 
0.015 
0.016 
0.016 
0.016 
0.016 
0.015 
0.017 
0.017 

0.012 
0.012 
0.012 
0.014 
0.016 
0.016 
0.016 
0.025 
0.031 
0.028 

2.807 
2.765 
2.699 
2.289 

2.140 
2.167 
2.084 
2.055 
1.921 
1.822 
1.849 
1.791 

1.735 
1.745 
1.617 
1.589 
1.597 
1.572 
1.487 
1.461 
1.443 

1.325 
1.320 
1.320 
1.501 
1.590 
1.615 
1.644 
2.276 
2.743 
2.422 

0.520-0.580 
0.558-0.622 
0.566-0.630 
0.699-0.767 
0.701-0.769 
0.709-0.777 
0.749-0.817 
0.788-0.860 
0.798-0.866 
0.814-0^882 
0.867-0.935 
0.927-0.988 
0.952-1.024 
0.975-1.047 

0.842-
0.845-
0.942-
0.956-
0.962-
0.967-
0.983-
1.096-
1.123-

•0.902 
0.905 
-1.006 
-1.020 
-1.026 
1.031 
1.043 
-1.164 
-1.191 

0.849-0.897 
0.850-0.898 
0.852-0.900 
0.932-0.988 
0.952-1.016 
0.956-1.020 
0.964-1.028 
1.064-1.164 
1.051-1.175 
1.093-1.205 
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TABLE 3 
SELEaED ION MONITORING (SIM) SEQUENCES FOR PAH 

AND HETEROCYCLES 

Sequence * M/Z Scanned 

1 90,115.116,117,118 
2 90,115,116,117,118 
3 89.102,128,129,134,136 
4 90,115,117,141 
5 151,152,153,154,164 
6 139,165,166,168,176 
7 139,176,178,179,184,188 
8 166,167 
9 200,202,226,228,240 
10 241,250,252,256 
11 250,252,264,268 
12 274,276,278,279,302,303 

Scan # Ranoe Start Time (min) 

0 - 399 0:00 
400 - 849 4:40 
850 - 1064 9:55 
1065 - 1169 12:26 
1170 - 1354 13:39 
1355 ̂ 24 15:49 
1525-^684 17:48 
1685 - 1799 19:40 
1800 - 2299 21:00 
2300 - 2479 26:50 
2480 - 2649 28:56 
2650 - 3500 30:55 
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TABLE 4 
LOW LEVa PNA SPIKE RESULTS 

Compound 

2,3-Benzofuran # 
2,3-Dlhydroindene 
IH-Indene # 
Naphthalene 
Benzo(B)th1ophene # 
Quinollne 
IH-Indole # 
2-Methy1naphtha!ene 
1-Methy1naphtha!ene 
Bipheny! 
Acenaphthy!ene 
Acenaphthene 
Dibenzofuran 
F!uorene 
Dibenzothlophene # 
Phenanthrene 
Anthracene 
Acridlne 
Carbazo!e 
F!uoranthene 
Pyrene 
Benzo(A)anthracene 
Chrysene 
Benzo 
Benzo 

B)f!uoranthrene 
K)f!uoranthrene 

7«12-Dimethy!benzanthracene # 
Benzo(E)pyrene 
Benzo(A)pyrene 
Pery!ene 
3-Methy!cho!anthrene 
Indeno(l,2,3-CD)pyrene 
Dibenz 
Dibenz 

A.C 
A.H 

anthracene 
anthracene 

Cone. Percent 
nq/L Recovery 

4.3 86 
4.7 94 
4.3 87 
5.9 118 
3.8 76 
5.9 118 
4.7 94 
5.0 101 
4.4 87 
4.2 83-^: 
4.1 82 ̂  
4.4 88 
4.0 81 
4.5 89 
4.2 85 
5.3 105 
4.4 89 
5.4 107 
5.2 104 
5.0 101 
5.1 102 
4.1 82 
4.2 83 
4.0 80 
4.8 97 
3.5 70 
4.0 80 
4.7 95 
4.0 80 
4.0 81 
4.4 88 
4.5 90 
4.7 93 
4.9 98 
... 72 

84 
74 

Benzo(G,H,I)pery!ene 
Naphtha!ene-d8 * 
Fluorene-dlO * 
Chrysene-dl2 * 

Note: A!! compounds spiked at 5 ng/L. 
# Qua!1tat1ye confirmation ion greater than -<>-20% of reference spectrum. 
* Surrogate compound. 
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1. Scope and Application 

1.1 This method measures steam-distiliable phenolic materials which react 
with the color reagents under the conditions of the analysis. 

1.2 The detection limit is 5 ug/L as Phenol. 

1.3 This method is applicable to the analysis of-idrinking, surface and 
saline waters, domestic and industrial wastes, and soil samples. 

rl.4 The range extends to 0.1 mg/L. The range can be extended by dilution 
of the samples. 

1.5 Approximate preparation time is 2 hours for a group of 10 samples. 
Analytical time is about 15 minutes per sample. 

2. Summary of Method 

The sample is acidified and distilled to separate phenolics from 
interfering compounds. Phenolics in the distillate react with 4-
aminoantipyrene in the presence of potassium ferricyanide at pH 10 to form 
a reddish-brown dye, which is extracted into chloroform and measured 
colorimetrically at 460 nm. 

3. Comments 

3.1 Interferences 

3.1.1 Most direct interferences are eliminated by distillation of an 
acidified sample. Phenolic compounds distill with the water 
but interfering compounds do not. 

Prepared by: Date: 
Lindsay Breyer June 13, 1990 

Managem^t Approval: ^ Date: 

Au/au^ tU-UlO Officer Approv^ 
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3.1.2 

3.1.3 

f 

3.1.4 

3.1.5 

3.1.6 

3.1.7 

4. Safety Issues 

Sone phenolic compounds are not steam-distill able and will 
not be determined. 

The colors produced by various phenolic compounds are not 
the same, so the response will depend on the compounds 
actually oresent in the samples. Phenol has been selected 
as the calibration standard since it is not possible to 
reproduce the mixture of compounds present in the sample. 
The result obtained will represent the minimum 
concentration of phenolics present in the sample. 

Interference from sulfur compounds is eliminated by 
acidification and addition of copper sulfate. 

Oxidizing agents such as chlorii^;iifill oxidize phenolic 
compounds and must be removed.-^ 

Oil may distill over and interfere with the analysis. 

Aromatic amines may react with nitrite (if present) to 
produce phenolic compounds. 

4.1 All employees are expected to be familiar with and follow the 
procedures outlined in the Enseco/RMAL safety plan. Lab coats and 
safety glasses are required in all laboratory areas at all times, 
you have any questions or safety concerns, see your supervisor or 
safety officer. 

If 

4.2 

4.3 

4.4 

Wear gloves and apron when handling concentrated acids, bases and 
solvents. Transport only in approved carriers. Avoid breathing 
fumes and vapors; handle in a fume hood. Neutralize and clean up any 
spills immediately. In case of skin contact, flush affected area 
with water for at least 15 minutes. Notify your supervisor or safety 
officer of any spills or exposures. 

Wear gloves, apron, and face shield when performing distillations. 
Distillations are to be performed under the slot hood. 

Phenol is extremely toxic and can be absorbed through the skin. 
Handle only in a fume hood and wear gloves. In case of skin contact, 
flush with water for at least 15 minutes. Notify your supervisor or 
safety officer of any exposures. 
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4.5 Extractions are to be performed in a fume hood. Wear gloves and 
apron. Take care to keep chloroform vapors confined to the hood. 

4.6 Samples, reagents and other solutions containing high concentrations 
of toxic materials must not be flushed down the sinks, but are to be 
disposed of In suitable waste containers. 

5. Samples Collection and Preservation 

5.1 Samples are to be collected In glass containers and preserved by 
adding sulfuric acid to pH < 2 and refrigerating at 40C. 

5.2 The holding time Is 28 days. 

6. Apparatus 

^ 6.1 All-glass distillation apparatus consisting of 500 ml round-bottom 
flask with side arm, coll condenser, heating mantle with controller, 
and associated adapters and hardware. 

6.2 Recirculating chiller. 

6.3 pH meter and electrode. 

6.4 Separatory funnels, 500 mL, with supporting rack. 

6.5 Porcelain spot-test plate. 

6.6 Spectrophotometer with 2 cm cells. 

6.7 Filter funnels. 

6.8 Filter paper, Whatman 41. 

6.9 Microplpettes with disposable tips, 10 uL, 20 uL. 1 ml. 

6.10 Miscellaneous laboratory apparatus and glassware. 

7. Reagents and Standards 

7.1 Sulfuric Acid, 50% 

Slowly add 500 mL concentrated sulfuric acid to 500 mL delonlzed 
water with constant mixing and cool. The reaction Is very exothermic 
and should be done with extreme caution. 
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7.2 Boiling stones. 

7.3 Copper Sulfate, 10% 

Dissolve 100 g cuprlc sulfate 5-hydrate In delonlzed water and dilute 
to 1000 ml. 

7.4 Ferrous Ammonium Sulfate Solution 

Add 1 ml concentrated sulfuric acid to 500 ml delonlzed water. Add 
1.1 g ferrous ammonium sulfate, mix until dissolved, and dilute to 
1000 ml. 

7.5 Buffer Solution 

Dissolve 16.9 g ammonium chloride In 143 ml concentrated ammonium 
hydroxide and dilute to 250 ml with delonlzed water. Prepare this 
solution In a hood. Two milliliters of this solution should adjust 
the pH of 100 ml distillate to 10. 

7.6 Aminoantlpyrene Solution 

Dissolve 2.0 g of 4-am1noant1pyrene In delonlzed water and dilute to 
100 ml. 

7.7 Potassium Ferrlcyanlde Solution 

Dissolve a g potassium ferrlcyanlde In delonlzed water and dilute to 
100 mL. 

7.8 Phenol Stock Standard, 1000 mg/L 

Dissolve 1.000 g phenol In delonlzed water and dilute to 1000 ml. 

7.9 Phenol Intermediate Standard, 1.0 mg/L 

Dilute 1.0 ml 1000 mg/L Stock Standard to 1000 mL with delonlzed 
water. 
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7.10 Working Standards 

Dilute the 1.0 mg/L Intermediate Standard with deionized water as 
follows: 

Aliquot (ml) Final Vol. (mL) Cone. (mg/L) 

0 200 Blank 
1.0 200 0.005 
2.0 200 0.010 
4.0 200 0.020 
10.0 200 0.050 
20.0 200 0.100 ! 

Note: The standards are not distilled with the samples. 

e 7.11 pH test strips 

7.12 Starch/iodide test strips 

7.13 Lead Acetate test strips 

8. Procedure 

8.1 Sample Preparation 

8.1.1 Measure and record the pH of all water samples. pH test 
strips may be used. 

8.1.2 Check for residual chlorine with starch/iodide test strips. 
A blue to black color indicates a positive test. Record 
the result on the bench sheet. 

8.1.3 Check for sulfide using lead acetate test strips. A dark 
color indicates the presence of sulfide. Record the result 
on the bench sheet. 

8.1.4 Measure 200 ml sample into a distillation flask and add a 
few boiling stones. For soil and waste samples, use 2.0 g 
and add 200 ml deionized water. Be sure to adjust the pH' 
of soil and waste samples before distillation. Record the 
exact weight on the bench sheet. 

8.1.5 If the chlorine test was positive, add ferrous ammonium 
sulfate solution until a negative test is obtained. 
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8.1.6 If the pH Is not < 2, add 50% sulfuric acid dropwise until 
it is. 

8.1.7 If the sulfide test was positive, add 2 ml 10% copper 
sulfate. 

8.1.8 Assemble the distillation apparatus, turn on the cooling 
water and hood, and start the distillation. Capture the 
distillate in a 250 ml beaker. 

8.1.9 When 150 to 175 ml distillate has been collected, turn off 
the heating mantle and allow to cool. 

/ 
8.1.10 Add 25 to 30 ml deionized water'^nd resume distillation 

until 200 ml has been collected; Turn off the heating 
mantle and clean out the flask when cool. Do not over 
distill the samples as this will lead to interferences in 
the analysis. 

8.1.11 Transfer the distillates to 250 mL glass bottles with 
teflon caps and refrigerate until the are analyzed. 

8.2 Spot Test 

8.2.1 Place 1 ml aliquots of each sample in the wells of a 
porcelain spot test plate. Also run a blank (deionized 
water) and the 0.10 mg/L standard. 

8.2.2 Add 20 uL buffer solution to each well and stir. 

8.2.3 Add 10 uL aminoantipyrene solution and stir. 

8.2.4 Add 10 uL potassium ferricyanide solution and stir. 

8.2.5 Compare the color of the samples to the color of the blank 
and standard. Any samples appearing darker than the 
standard will require dilution prior to analysis. Make 
note of these on the bench sheet along with the estimated 
dilution required. If necessary, dilute the sample and 
spot check the dilution. 

8.3 Dilution Technique 

8.3.1 Since the sample volumes may not be exactly 200 mL after 
distillation, it is not possible to make dilutions 
volumetrically. Dilutions must be done on a weight basis. 
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8.3.2 Place a beaker on a top loading balance and zero it. 

8.3.3 Pour the entire sample into the beaker and note the weight. 

8.3.4 Divide the weight by the required dilution factor to 
determine the sample weight to be analyzed. For example, 
if there are 205 g distillate and a lOx dilution is needed, 
20.5 g of the distillate should be analyzed. 

8.3.5 Measure out this weight of sample for analysis and dilute 
to a total volume of 200 ml. Return the unused portion of 
the sample to the original container. Record all dilutions 
made on the bench sheet. 

.y 

8.4 Analysis of Samples 

8.4.1 Place 200 ml sample (or standard) in a 500 ml separatory 
funnel. Analysis should be performed in a hood. 

8.4.2 Add 4 ml buffer solution and mix. 

8.4.3 Check the pH with a pH meter (pH paper is not sensitive 
enough). The pH should be 10 0.2. If necessary, adjust 
the pH by dropwise addition of"ammonium hydroxide or 
hydrochloric acid. 

8.4.4 Add 2 ml aminoantipyrene solution and mix. 

8.4.5 Add 2 ml potassium ferricyanide and mix. 

8.4.6 Wait 3 minutes, then add 25 ml chloroform. 

8.4.7 Shake the separatory funnel 10 times. Vent chloroform 
fumes into the hood. Then allow the phases to separate. 

8.4.8 Shake the funnel another 10 times and let the chloroform 
settle. 

8.4.9 Filter the chloroform extracts through filter paper into 2 
cm cuvettes. 

8.4.10 Measure and record the absorbances at 460 nm, zeroing on 
chloroform; not the blank. 
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8.4.11 If any samples measure higher than the highest standard, up 
to a 5x dilution may be made on the extract with 
chloroform. Record the dilution on the bench sheet and 
make It clear that the chloroform extract was diluted, as 
the calculation will be affected. 

9. QA/QC Requirements 

9.1 QC Samples 

9.1.1 A blank (delonlzed water) Is required with every batch of 
20 less samples. The blank must be taken through the 
entire prep and analysis with the^amples. Additional 
blanks, termed "Initial Callbratidn blank" (ICB) and 
"Continuing Calibration Blank"^CCB) are also analyzed. 
These blanks are used only to evaluate the determinative • 
step and are not distilled. They are analyzed at a 
frequency of one ICB per 20 samples and one CCB per 10 
samples. 

9.1.2 The calibration Is verified by the analysis of two 
different laboratory check standards. An "Initial 
Calibration Verification" (ICV) check standard Is analyzed 
at a frequency of one per 20 samples. This check Is 
carried through the entire procedure. Including the 
distillation step. The measured value from this check 
standard must be between 75% and 125% of the true value. 

A "Continuing Calibration Verification" (CCV) check 
standard Is analyzed at a frequency of one per 10 samples. 
This standard is used to verify the determinative step 
only. The measured value must be between 85% and 115% of 
the true value. 

If the measured values from the check standards are not 
within control limits, the system is out of control and 
corrective action must be performed. 

9.1.3 Save the original blank and standards; new ones do not have 
to be extracted. 

9.1.4 Duplicate analyses are performed at a frequency of 5%. 
Corrective action Is performed If the relative difference 
from the duplicate analysis Is greater than 70%. 
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^1. Polyethylene (P) or Glass (G). 

2. Sample preservation should be performed immediately upon sample collection. 
For composite samples, each aliquot should be preserved at the time of 
collection. When use of an automated sampler makes It Impossfble to 
preserve each aliquot, then samples may be preserved by maintaining at 4°C 
until compositing and sample splitting Is completed. 

3. Samples should be analyzed as soon as possible after collection. The times 
listed are the maximum times that samples may be held before analysis and 
still considered valid. Samples may be held for longer periods only If the 
permittee, or monitoring laboratory, has data on file to show that the 
specific types of samples under study are stable for the longer time. Some 
samples may not be stable for the maximum time-period given In the table. A 
permittee, or monitoring laboratory. Is obligated to hold the sample for a 
shorter time If knowledge exists to show this Is necessary to maintain 
sample stability. 

4. Samples should be filtered Immediately on-site before adding preservative 
for dissolved metals. 

5. Guidance applies to samples to be analyzed by GC, LC, OR GC/NS for specific 
compounds. 

6. Should only be used In the presence of residual chlorine. « 

7. For the analysis of d1 phenylnitrosamlne, add 0.008% Na2S203^ and adjust pH 
to 7-10 with NaOH within 24 hours of sampling. 

8. The pH adjustment may be performed upon receipt at the laboratory and may be 
omitted If the samples are extracted with 72 hours of collection. For the 
analysis of aldrin, add 0.008Z Na2S203. 

9. Maximum holding time Is 24 hours when sulfide Is present. 

10. Sample receiving no pH adjustment must be analyzed within seven days of 
sampl Ing. 

11. Samples for acrolein receiving no pH adjustment must be analyzed within 
three days of sampling. 

12. When any sample Is to be shipped by cooBBon carrier or sent through the 
United States Nails, It must comply with the Department of Transportation 
Hazardous Materials Regulations (49 CFR Part 172). The person offering such 
material for transportation Is responsible for ensuring such compliance. 
For the preservation requirements of this section, the Office of Hazardous 
Materials, Materials Transportation Bureau, Department of Transportation has 
determined that the Hazardous Materials Regulations do not apply to the 
following materials: Hydrochloric acid (HCl) In water solutions at 
concentrations of 0.04% by weight or less (pH about 1.96 or greater); Nitric 
acid (HNO3) water solutions at concentrations of 0.15% by weight or less 
(pH about 1.62 or greater); Sulfuric acid (H2SO4) In water solutions at . 
concentrations of 0.35% by weight or less (pH about 1.15 or greater); and 
Sodium hydroxide (NaOH) In water solutions at concentrations of 0.080% by 
weight or less (pH about 12.30 or less). 

C-5 
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COVER PAGE - INORGANIC ANALYSES DATA PACKAGE 

Lab Name: ROCKY HOUNTAIN ANALYTICAL Contract: \ Project: \ 

Lab Code: ENSECO Case No.: \ SAS No.: \ SDG No.: \ 

SOW No. 7/88 

RMA Sample No. Client Sample ID. 

! I 
PARAMETERS 

Phenolics 

COfMENTS: 

METHOD 

420.1 

DETECTION LIMIT 

5 ug/L 

SOURCE 

SOURCE: 
l="Methods for Chemical Analysis of Mater and Wastes," USEPA-EMSL, Cincinnati. 

I certify that this data package is in compliance with the terms and 
conditions of the contract, both technically and for completeness, for other 
than the conditions detailed above. Release of the data contained in this 
hardcopy data package has been authorized by the Laboratory Manager or the 
Manager's designee, as verified by the following signature. 

Signature: 

Date: 

Name: 

Title; 

COVER PAGE - IN 
7/88 
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INORGANIC ANALYSIS DATA SHEET 

Lab Name: ROCKY MOUNTAIN ANALYTICAL Contract: \ 

Lab Code: ENSECO Case No.: \ SAS No.: \ 

Matrix (soil/water): \ SDG No.: \ 

Level (low/medium): \ 

% Solids: \ Pi^ject: \ 

^Date Received: \ 

Concentration Units (ug/L or mg/kg dry weight): \ 

RMA Sample No. 
\ 

Client Sample ID. 

\ 

Analyte Concentration C Q N 

Phenolics 

Color Before: 

Color After: 

Comments: 

\ 

\ 

Clarity Before: \ 

Clarity After: \ 

Texture: \ 

Artifacts: \ 

FORM I . IN 
7/88 
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INITIAL AND CONTINUING CALIBRATION VERIFICATION 

Lab Name: ROCKY MOUNTAIN ANALYTICAL Contract: \ 

Lab Code: ENSECO Case No.: \ SAS No. \ SDG No.: \ 

Initial Calibration Source: \ 

Continuing Calibration Source: \ 

r 
Concentration Units: ug/L-

Analyte 

Initial Calibration 

True Found %R(1) 

Continuing Calibration 

True Found %R (1) Found %R (I) M 

PhenolIcs 

FORM II (Part 1) -IN 
7/88 



STANDARD 
OPERATING 
PROCEDURE 

Paoe 14 of l6 

SOP No.: 
LM-RMA-1112 ^SSr 

Revision No.: 
1.0 

Effective Date: 
June 13. 1990 

3 
BLANKS 

Lab Name: ROCKY MOUNTAIN ANALYTICAL Contract: \ 

Lab Code: ENSECO Case No.: \ SAS No.: \ SDG No.: 

Preparation Blank Matrix (soil/water): \ 

Preparation Blank Concentration Units (ug/L orng/kg): \ 

\ 

Analyte 

Initial 
Calib. 
Blank 
(ug/L) C 

/. 
Continuing Calibra^n 

Blank (ug/LT 
1 C 2 C 3 C 

Prepa
ration 
Blank C 

1 

H 

Phenolics 

FORM III - IN 
7/88 



SOP No.: 
LM-RMA-1112 

Revision No. 
1.0 

STANDARD 
OPERATINQ 
PROCEDURE 

Page 15 of 16 

Effective Date: 
June 13. 1990 

C 

SA 
SPIKE SAMPLE RECOVERY 

RMA Sample No. 

Client Sample ID. 

Lab Name: ROCKY MOUNTAIN ANALYTICAL Contract: \ \ 

Lab Code: ENSECO Case No.: \ SAS No.: \ SDG No.: \ 

Matrix: \ Level (loM/medium): \ 

% Solids for Sample: \ 

Concentration Units (ug/L or mg/kg dry vreight): \ 

Comments: \ 

Analyte 

Control 
Limit 
% R 

Spiked Sample 
Result (SSA) C 

Sample 
Result (SA) C 

Spike 
Added 
(SA) % R Q M 

Phenolics 

FORM V (Part 1) - IN 
7/88 
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DUPLICATES 

RMA Sample No. 

Client^Sample ID. 

Lab Name: ROCKY MOUNTAIN ANALYTICAL Contract: \ 

Lab Code: ENSECO Case No.: \ SAS No.: \ SDG No.: \ 

Matrix (soil/water): \ Level (l^mediurn): \ 

% Solids for Sample: \ % Solids for^Duplicate: \ 

Concentration Units (ug/L or mg/kg dT7 weight): \ 

Analyte 
Control 
Limit Sample (S) C Duplicate (D C RPD Q N 

Phenolics 

FORM VI . IN 
7/88 
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HEALTH AHD SAFETY PLAH 

Introduction 

This Health and Safety Plan applies to personnel who will potentially be 
exposed to groundwater affected by creosote or coal tar constituents di^ring 
the retrieval of groundwater samples from active pumping we11s» the GAC plant, 
monitor wells, and piezometers. This plan has been designated to comply with, 
as a minimum, the requirements set forth in 29 CFR 1910.120, the OSHA 
standards governing hazardous waste operations. In no case may work be 
performed in a manner that conflicts with the intent of or the safety concerns 
expressed in this plan. 

Materials of Concern and Effects of Overexposure 

The materials of concern which have been Identified for this project are 
coal tar and creosote related materials Including naphthalene, other 
polynuclear aromatic hydrocarbons (PAH) and phenolic compounds. 

Coal tar and creosote are typically irritating to the eyes, skin and 
respiratory tract. Acute skin contact may cause burning and itching while 
prolonged contact and poor hygiene practices piay produce dermatitis. 
Prolonged skin contact with creosote must_>e^^«voided to prevent the 
possibility of skin absorption. 

Naphthalene is a hemolytic agent which, upon overexposure to the vapor 
or ingestion of the solid, may produce a variety of symptoms associated with 
the breakdown of red blood cells. Naphthalene is also irritating to the eyes 
and repeated or prolonged contact has been associated with the production of 
cataracts. 

Repeated exposure to certain PAH compounds has been associated with the 
production of cancer. Contact of PAH compounds with the skin may cause 
photosensitization of the skin producing skin burns after subsequent exposure 
to ultraviolet radiation. 

Phenolics are generally strong irritants which can have a corrosive 
effect on the skin and can also rapidly penetrate the skin. Overexposure to 
phenols and phenolic compounds may cause convulsions as well as liver and 
kidney damage. 

Hazard Assessment 

Initial 

Because of the relatively low vapor pressures a 
compounds (generally less than 10'^ mm Hg at 20°C), they 

associated with PAH 
are not expected to 

present a vapor hazard. The most likely threat of exposure to these compounds 
will be via skin contact. 
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TABLE 1 

ACTION LIMITS FOR AIR CONTAMINANTS 

JLMi 

Lower 

Upper 

Persistent 
Concentration in 
the Breathing Zon? 

5 ppm 

50 ppm 

Don respirators, step up 
monitoring. 

Stop work and back off from 
immediate work area until levels 
subside in the breathing zone. 

- 2 -
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Action Limits 

The American Conference of Governmental Industrial Hygienists (ACGIH) 
has established threshold limit values (TLV) for phenol and naphthalene at 5 
and 10 ppm> respectively, as 8-hour time weighted averages (TWA). Based on 
these values, the action limits in Table 1 have been set. The lower limit of 
5 ppm is based on the TLV for phenol while the upper limit of 50 ppm is based 
on a minimum protection factor of 10 for a half-mask, air purifying 
respirator. 

Response 
When the PID yields persistent breathing-zone readings at or above the 

lower action limit, workers in the affected area will don respirators. Air 
sampling will continue on a more frequent basis. If readings are persistent 
at or above the upper limit, workers shall back off from the immediate work 
area until measured breathing-zone concentrations fall below the lower limit, 
at which time operations will resume and normal air monitoring will continue. 
If breathing zone levels do not fall below the upper limit, workers are to 
leave the work area and report the condition immediately to the City, the 
Engineer, or its representative. If necessary, engineering controls will be 
instituted to maintain vapor concentrations below the upper limit or 
arrangements will be made to upgrade to Level B protection. 

Personal Protective Equipment ^ 

Personal protective equipment (PPE) will b^onned, as necessary, based 
on the hazards encountered. Listed below is the personal protective equipment 
to be utilized during this project and the conditions requiring its use. 

Personal Protective Equipment 

Coveralls - Polyethylene coated Tyvek if work involves contact 
with affected soil or groundwater. 

Boots - Chemical resistant type if work involves contact with 
affected soil or groundwater. 

Hard Hat - When working in the vicinity of operating heavy 
machinery. 

Face shield - If splash hazard exists. 

Gloves - Nitrile for potential contact with affected soil or 
groundwater. 

Respirator - MSA Comfo II with GMC-H Cartridges if PID reading 
exceeds 5 ppm or if dust or odors become objectionable. 

Chemical Safety Goggles - If eye irritation occurs. 

Because of the carcinogenicity of certain PAH compounds, and because of 
the skin hazards associated with PAH and phenolic compounds. It is important' 
that appropriate protective clothing be worn during work activities, which may 
involve the possibility of skin contact with affected soil or groundwater. As 
a minimum, the presence of visible creosote or coal tar related material shall 
constitute evidence of affected soil or groundwater. 

- 3 -
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Health and Safety Training 

Personnel covered by this Health and Safety Plan must have received 
appropriate health and safety training prior to their working on the site. 
Training will include: 

Requirements for and use of respirators and personal protective 
equipment. 

Required personal hygiene practices. 

Requirements for employees to work in pairs. 

Proper material handling. 

Proper sampling procedures. 

Maintenance of safety equipment. 

Effective response to any emergency. 

Emergency procedures. 

Hazard zones. 
1 

Decontamination methods. 

General safety precautions. 

A copy of the Standard Safety Procedures (Table 2) will be given to each 
worker covered by this Health and Safety Plan. 

Decontamination 

Administrative procedures require hygienic practices consistent with 
work hazards. Employees will be instructed in the training program on proper 
personal hygiene procedures. 

Contaminated, reuseable PPE, such as boots, hard hats, face shields and 
goggles, will be decontaminated prior to leaving the site. The 
decontamination procedure follows: 

Rinse with water to remove gross contamination. 

Wash in Alconox or equivalent detergent solution. 

Rinse with clean water. 

Contaminated, disposable PPE, such as Tyvek coveralls and gloves will be 
placed in 55-gallon drums and stored while arrangements are made for disposal. 

- 4 -
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TABLE 2 

STANDARD SAFETY PROCEDURES 

Employees are required to work in pairs. 

Wash face and hands prior to eating, smoking, or leaving the site. 

No smoking or eating is allowed in the work area during excavation or 
sampling activities. 

Wearing of contact lenses is not permitted in the work area. 

Contaminated material (e.g., Tyvek coveralls) must be properly disposed 
of before leaving the site. 

All work must be conducted in accordance with local, state and federal 
EPA and OSHA regulations, particularly 29 CFR 1910.120. 

- 5 -
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Respirators, if used, will be cleaned and disinfected after each day of 
use. The facepiece (with cartridge removed) will be washed in a hypochlorite 
(or equivalent) disinfecting solution, rinsed in warm water and air dried in a 
clean place. 

Emergency Procedures 

This Health and Safety Plan has been established to allow site 
operations to be conducted without adverse impacts on worker health and safety 
as well as public health and safety. In addition, supplementary emergency 
response procedures have been developed to cover extraordinary conditions at 
the site. 

General 

All accidents and unusual events will be dealt with in a manner to 
minimize a continued health risk to site workers. In the event that an 
accident or other unusual event occurs, the following procedure will be 
followed: 

First aid or other appropriate initial action will be administered 
by those closest to the accident/event.. This assistance will be' 
conducted so that those rendering a^itance are not placed in a 
situation of unacceptable risk. *Tn the event that a worker is 
caught in a trench collapse, call for emergency assistance 
immediately. 

All accidents/unusual events must be iimiediately reported to the 
Owner. 

All workers on site should conduct themselves in a mature, calm 
manner in the event of an accident/unusual event, to avoid 
spreading the danger to themselves, surrounding workers and the 
community. 

Responses to Specific Situations 

Emergency procedures for specific situations are given in the following 
paragraphs. 

Worker In.1ury 
If an employee in an affected area Is physically injured. Red Cross 

first-aid procedures will be followed. Depending on the severity of the 
injury, emergency medical response may be sought. 

If the injury to the worker is chemical in nature (e.g., overexposure), 
the following first-aid procedures are to be instituted: 

Eye Exposure - If affected solids or liquids get into the eyes,' 
wash eyes immediately using large amounts of water and lifting the 
lower and upper lid occasionally. Obtain medical attention 
immediately. 
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Skin Exposure - If affected solids or liquids get on the skin, 
promplty wash the affected skin using soap or mild detergent and 
water. Obtain medical attention Immediately when exposed to 
concentrated solids or liquids. 

Inhalation - If a person Inhales large amounts of a toxic vapor, 
move the exposed person to fresh air at once. If breathing has 
stopped, perform artificial respiration. Keep the affected person 
warm and at rest. Obtain medical attention as soon as possible. 

Swallowing - When affected solids or liquids have been swallowed, 
the Poison Control Center will be contacted and their recommended 
procedures followed. 

Emergency Notification 

In an extraordinary event that might be damaging to personnel or 
adjacent property. Immediate notification of the proper emergency service will 
be required. The proper emergency service Is determined by the nature of the 
emergency. 

raEBBEMOLMlEMIlfl^Z 
Fire Department 911 

Ambulance .911 

Police Department 911 

Methodist Hospital 932-5000 

Poison Control Center ... 347-3141 

OTHER CONTACTS 

MPCA - Douglas Beckwith 612-295-7715 

EPA - Darryl Owens 312-886-7089 

City of St. Louis Park - James Grube . 612-924-2551 

- William Gregg 612-924-0117 

- 7 -



COHNUNITY RELATIONS PLAN 

e 



e 

COmUNITY RELATIONS PLAN 

The Sampling Plan is to be completed in accordance with the Consent Decree-
Remedial Action Plan for Reilly Tar & Chemical Corporation's St. Louis Park, 
Minnesota, N.P.L. Site. All community relations programs related to this work 
will be coordinated through the following agencies: 

United States Ns. Judy Beck 

United States Environmental Protection Agency 

(312) 353-1325 

State of Minnesota Nr. Ralph Fribble 

Minnesota Pollution Control Agency 

(612) 296-7792 

City of St. Louis Park Nr. James N. Grube 

City of St. Louis Park 

(612) 924-2551 

Information necessary to conduct the Community Relations Plan will be provided 
by the City and Reilly. 

( 
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9.1.5 Matrix spikes will be performed at a frequency of 5%. The 
spike level is 50 ug/L. The recovery of the matrix spike 
must be between 75% and 125%. Corrective action is 
performed if these criteria are not achieved. 

9.2 Acceptance Criteria 

9.2.1 An acceptable blank must not contain phenolics above the 
nominal reporting limit of 5 ug/L. If any of the blanks 
contain phenolics above 5 ug/L, the system is out of 
control and corrective action must be performed. 

9.2.2 ICY and CCV recoveries must be 75 r 125%. 

9.2.3 Matrix spike recoveries must b^between 75% and 125%. 

9.2.4 The calibration curve must have a correlation coefficient 
of at least 0.995. 

9.3 Corrective Action Required 

9.3.1 The color reaction is very sensitive to pH and the 
extraction technique. Check the pH of all samples before-
developing the color. Use the same extraction technique 
for all samples and standards. 

10. Calculations 

10.1 Subtract the blank absorbance from the standard and sample 
absorbances. If the chloroform extract was diluted, divide the blank 
absorbance by the dilution factor before subtracting. 

10.2 Enter the corrected standard readings into a linear least squares 
program to determine tiie calibration curve. 

10.3 Calculate the sample results from their corrected absorbances using 
the least squares program. Multiply by any dilutions made during 
prep or analysis. 

11. Data Reporting Deliverables 

The data packages for total phenolics shall as closely follow CLP 
deliverables for inorganic analysis as possible. Reports shall contain 
all applicable CLP forms as well as the associated raw analytical data. 
The package includes Forms I - III, V and VI (results, initial and 
continuing calibration verification, blanks, matrix spike and duplicate). 
Examples of these forms are included in this SOP (Pages 11-16). The 
report shall be organized as described in CLP SOW 7/88. 
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12. References 

12.1 Method source: EPA Methods 420.1, 420.2 

12.2 Deviations from source method and rationale 

12.2.1 There is a discrepancy between the preservation methods and 
holding times given in the method and those given in the 
table of containers and preservatives at the front the 
methods book. Ne have chosen to use sulfuric acid to 
adjust the sample pH to 2 since this has been done 
traditionally at RMAL. 

12.2.2 The size of the distillation ̂ afatus and volumes of 
sample and reagent were reduCN to conserve space and speed 
up the analysis. 

12.2.3 Provisions have been made for dilution of the chloroform 
extracts up to 5x. This is sometimes necessary for samples 
which are overrange and cannot be reprepped due to limited 
sample volume or other reasons. 




